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			VE880 - Dual Channel Automatic Battery Switching (ABS) VoicePort-TM Device 
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			 Related Part Number
	
					PART	Description	Maker
	VE880 LE88221DLC LE88241DLC 	Dual Channel Automatic Battery Switching (ABS) VoicePort-TM Device
	List of Unclassifed Manufacturers
ETC[ETC]
N.A.

	LE88221 LE88241 	(LE88221 / LE88241) Dual Cnallen Automatic Battery Switching Device
	Legerity

	ICL7673 ICL7673CBAZA ICL7673CBAZA-T ICL7673CPA ICL	Automatic Battery Back-Up Switch
	Renesas Electronics Corporation

	MAX663907 MAX6639 MAX6639AEE MAX6639ATE 	2-Channel Temperature Monitor with Dual, Automatic, PWM Fan-Speed Controller
	Maxim Integrated Products

	MAX6640ATE MAX6640 MAX6640AEE 	2-Channel Temperature Monitor with Dual Automatic PWM Fan-Speed Controller
	MAXIM[Maxim Integrated Products]

	MAX6639AEE 	   2-Channel Temperature Monitor with Dual, Automatic, PWM Fan-Speed Controller
	Maxim Integrated Produc...

	SI6924EDQ 	Dual N-Channel 2.5-V (G-S) MOSFET, Common Drain, ESD Protected
N-CHANNEL 2.5-V (G-S) BATTERY SWITCH, ESD PROTECTION
	Vishay Siliconix

	MAX6432FGUS-T MAX6432BGUS-T MAX6432OQUS-T MAX6432O	Super Voltage Converter; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC
±15kV ESD Protected,  3V to  5.5V, 1mA, 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70°C; Package: 28-TSSOP
±15kV ESD Protected,  3V To  5.5V, 1mA, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70°C; Package: 28-SSOP T&R
1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70°C; Package: 8-PDIP
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 28-SSOP
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 28-TSSOP T&R
CMOS Static Clock Controller/Generator; Temperature Range: -55°C to 125°C; Package: 24-FlatPack
Programmable Low Power Op Amp; Temperature Range: -55°C to 125°C; Package: 10-FlatPack
Quad, 5.0V Differential Line Rcvr, TTL Enable; Temperature Range: -55°C to 125°C; Package: 16-FlatPack
3.3V Quad Differential Line Driver; Temperature Range: -55°C to 125°C; Package: 16-FlatPack
Low Noise Quad Operational Amplifier; Temperature Range: -55°C to 125°C; Package: 14-FlatPack
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 28-SOIC T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 20-SSOP T&R
1mA,  3V to  5.5V, 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: -40°C to 85°C; Package: 28-TSSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 20-TSSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 20-TSSOP T&R
12-Bit NCO 28 SOIC, 40MHz, COMM; Temperature Range: -40°C to 85°C; Package: 28-SOIC T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 16-SSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 18-SOIC T&R
CMOS Voltage Converters; Temperature Range: 0&degC to 70°C; Package: 8-SOIC T&R
 5V Powered, Dual RS-232 Transmitter/Receiver; Temperature Range: 0&degC to 70°C; Package: 16-SOIC T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 16-SSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 16-TSSOP T&R
Low Power,  3V To  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 24-SOIC
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 16-SOIC T&R
Programmable Data Buffer; Temperature Range: 0&degC to 70°C; Package: 44-PLCC
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70°C; Package: 28-SSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: -40°C to 85°C; Package: 28-SSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 16-SOIC T&R
Serial I/O Filter; Temperature Range: 0&degC to 70°C; Package: 28-SOIC
Low Power,  3V To  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 24-SSOP
1&#181;A Supply-Current,  3V to  5.5V, 250kbps or 1000kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Decimating Digital Filter; Temperature Range: - 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Power Single/Dual-Level Battery Monitors with Hysteresis 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
1mA,  3V to  5.5V, 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-TSSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
1&#181;A Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 20-PDIP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
&#177;15KV ESD Protected, 1&#181;A Supply-Current,  3V to  5.5V, 250kbps or 1000kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Dual, Non-Inverting Power MOSFET Drivers; Temperature Range: -; Package: 16-FlatPack 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Four-Channel Programmable Digital DownConverter; Temperature Range: -40&deg;C to 85&deg;C; Package: 196-BGA 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-TSSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
1.4MHz, Low Power CMOS Operational Amplifiers; Temperature Range: 0&degC to 70&deg;C; Package: 8-PDIP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
12-Bit NCO 28 SOIC, 40MHz, COMM; Temperature Range: 0&degC to 70&deg;C; Package: 28-PDIP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Low-Power Single/Dual-Level Battery Monitors with Hysteresis 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
CMOS Voltage Converters; Temperature Range: 0&degC to 70&deg;C; Package: 8-PDIP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Dual FIR Filter; Temperature Range: 0&degC to 70&deg;C; Package: 100-MQFP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Numerically Controlled Oscillator/Modulator; Temperature Range: 0&degC to 70&deg;C; Package: 160-MQFP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Analog IC 模拟IC
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC 模拟IC
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 28-SOIC T&amp;R 模拟IC
	Maxim Integrated Products, Inc.

	MAX8844ZETD MAX8844Y MAX8844YETD MAX8844Z 	28V Dual Input Linear Li  Battery Chargers with Battery Detection and Overvoltage-Protected Output
	Maxim Integrated Products

	MC33349 MC33349N-3R1 MC33349N-4R1 MC33349N-7R1 	Lithium Battery Protection Circuit for One Cell Battery Packs 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
	ONSEMI[ON Semiconductor]
http://

	APM8601 APM8601FB-7 	Dual Channel Single Cell Linear Lithium Battery Charger with 28V OVP and Programmable Charge Timer
	Diodes Incorporated
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