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			GBPC2501 -    HIGH CURRENT 15,25,35,AMPS. SINGLE PHASE GLASS PASSIVATED BRIDGE RECTIFIERS Dual General-Purpose Operational Amplifier 8-TSSOP 0 to 70 RADIATION HARDENED HIGH EFFICIENCY, 5 AMP SWITCHING REGULATORS 抗辐射高效，5安培开关稳压器 HIGH CURRENT 15,25,35,AMPS. SINGLE PHASE GLASS PASSIVATED BRIDGE RECTIFIERS 大电5,25,35，安培。单相桥式整流器玻璃钝化 ECONOLINE: RSZ/P - 1kVDC ECONOLINE：RSZ / P - 1kVDC 2kVDC隔离UL94V - 0封装材料所需的散热片，无外置。组件所需的环形磁ContinuousShort电路保护 P的后缀 0.8 to 1.8-V 8-A, 12-V Input Non-Isolated Wide-Adjust SIP Module 8-SIP MODULE -40 to 85 大电5,25,35，安培。单相桥式整流器玻璃钝化 1.5 A, Wide Input, Non-Isolated, Wide Negative Output Adjust Module 5-DIP MODULE 10 A 12-V Input Bus Termination Power Module for DDR/QDR Memory 10-DIP MODULE -40 to 85 6-A Wide-Input Voltage Adjustable Switching Regulator 7-DIP MODULE -40 to 85 HIGH CURRENT 15/25/35/AMPS. SINGLE PHASE GLASS PASSIVATED BRIDGE RECTIFIERS 8 A, 3.3-V Input Non-Isolated Wide-Output Adjust w/Auto-Track 8-SIP MODULE -40 to 85 
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	Part No.	GBPC2501 GBPC35005 GBPC25005 GBPC25 GBPC2510 GBPC3510 GBPC15 GBPC15005 GBPC1501 GBPC1502 GBPC1504 GBPC1506 GBPC1508 GBPC1510 GBPC2502 GBPC2504 GBPC2506 GBPC2508 GBPC35 GBPC3501 GBPC3504 GBPC3506 GBPC3508   

	Description	   HIGH CURRENT 15,25,35,AMPS. SINGLE PHASE GLASS PASSIVATED BRIDGE RECTIFIERS 
 Dual General-Purpose Operational Amplifier 8-TSSOP 0 to 70
RADIATION HARDENED HIGH EFFICIENCY, 5 AMP SWITCHING REGULATORS 抗辐射高效，5安培开关稳压器
HIGH CURRENT 15,25,35,AMPS. SINGLE PHASE GLASS PASSIVATED BRIDGE RECTIFIERS 大电5,25,35，安培。单相桥式整流器玻璃钝化
ECONOLINE: RSZ/P - 1kVDC ECONOLINE：RSZ / P - 1kVDC 2kVDC隔离UL94V - 0封装材料所需的散热片，无外置。组件所需的环形磁ContinuousShort电路保护 P的后缀
0.8 to 1.8-V 8-A, 12-V Input Non-Isolated Wide-Adjust SIP Module 8-SIP MODULE -40 to 85 大电5,25,35，安培。单相桥式整流器玻璃钝化
1.5 A, Wide Input, Non-Isolated, Wide Negative Output Adjust Module 5-DIP MODULE
10 A 12-V Input Bus Termination Power Module for DDR/QDR Memory 10-DIP MODULE -40 to 85
6-A Wide-Input Voltage Adjustable Switching Regulator 7-DIP MODULE -40 to 85
HIGH CURRENT 15/25/35/AMPS. SINGLE PHASE GLASS PASSIVATED BRIDGE RECTIFIERS
8 A, 3.3-V Input Non-Isolated Wide-Output Adjust w/Auto-Track 8-SIP MODULE -40 to 85
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						 Surge Components, Inc. 
 Shanghai Sunrise Electronics
SURGE[Surge Components]
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									TECHNOLOGY 

									(CHINA HK & SZ)
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	Part: GBPC2502W
	Maker: TSC/LT
	Pack: 硅桥
	Stock: Reserved
	Unit price 
									for :
	    
									50: $1.47
	  
									100: $1.39
	1000: 
									$1.32
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 			 Full text search :    HIGH CURRENT 15,25,35,AMPS. SINGLE PHASE GLASS PASSIVATED BRIDGE RECTIFIERS Dual General-Purpose Operational Amplifier 8-TSSOP 0 to 70 RADIATION HARDENED HIGH EFFICIENCY, 5 AMP SWITCHING REGULATORS 抗辐射高效，5安培开关稳压器 HIGH CURRENT 15,25,35,AMPS. SINGLE PHASE GLASS PASSIVATED BRIDGE RECTIFIERS 大电5,25,35，安培。单相桥式整流器玻璃钝化 ECONOLINE: RSZ/P - 1kVDC ECONOLINE：RSZ / P - 1kVDC 2kVDC隔离UL94V - 0封装材料所需的散热片，无外置。组件所需的环形磁ContinuousShort电路保护 P的后缀 0.8 to 1.8-V 8-A, 12-V Input Non-Isolated Wide-Adjust SIP Module 8-SIP MODULE -40 to 85 大电5,25,35，安培。单相桥式整流器玻璃钝化 1.5 A, Wide Input, Non-Isolated, Wide Negative Output Adjust Module 5-DIP MODULE 10 A 12-V Input Bus Termination Power Module for DDR/QDR Memory 10-DIP MODULE -40 to 85 6-A Wide-Input Voltage Adjustable Switching Regulator 7-DIP MODULE -40 to 85 HIGH CURRENT 15/25/35/AMPS. SINGLE PHASE GLASS PASSIVATED BRIDGE RECTIFIERS 8 A, 3.3-V Input Non-Isolated Wide-Output Adjust w/Auto-Track 8-SIP MODULE -40 to 85   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	HM11-52004 HM11-21001 HM11-21302 HM11-21503 HM11-2	LEAD FREE A8904SLB-T WITH TAPE & REEL
Vertical Mount Inductors
BACKLIGHT DRIVER FOR MEDIUM SIZE LCDS
50 AMP BI-DIRECTIONAL CURRENT SENSOR
75 AMP BI-DIRECTIONAL CURRENT SENSOR
100 AMP BI-DIRECTIONAL CURRENT SENSOR
30A BI-DIRECTIONAL CURRENT SENSOR
Hall Effect IC; Package/Case:module-5; Current Rating:-50A to ; Leaded Process Compatible:Yes; Operating Temp. Min:-20 C; Peak Reflow Compatible (260 C):Yes; Primary Sensed Current :50A; Primary Sensed Current -:50A RoHS Compliant: Yes
LEAD FREE A8904SLP-T WITH TAPE & REEL
20A BI-DIRECTIONAL CURRENT SENSOR 垂直安装电感
	List of Unclassifed Manufacturers
ETC[ETC]
Electronic Theatre Controls, Inc.

	LA305-S 	Current Transducer LA 305-S
Sensor, Closed Loop Current Transducer, Primary Nominal r.m.s Current IPN 300A
	http://
LEM[LEM]
LEM Components

	X5165PI X5163V14I-2.7T1 X5165V14-2.7T1 X5165V14I-2	CPU Supervisor with 16Kbit SPI EEPROM Description
THYRISTOR MODULE, 95A, 0800V; Thyristor/Triac type:Thyristor; Voltage, Vdrm:800V; Current, It rms:150A; Current, Itsm:2000A; Current, Igt:150mA; Voltage, Vgt:3.0V; Case style:SEMIPACK 1; Centres, fixing:80mm; Current, It av:95A; RoHS Compliant: Yes
RTC Module With CPU Supervisor
; Repetitive Reverse Voltage Max, Vrrm:1600V; Current, It av:70A; Forward Current:125A; Operating Temp. Max:125 ; Package/Case:SEMIPACK 1; Peak
	http://
Intersil Corporation

	1N5946B 1N5924B 1N5925B 1N5956B 1N5913B 1N5938B 1N	   1.5W SILICON ZENER DIODE
1.5 W, silicon zener diode. Zener voltage 12V. Test current 31.2 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 120 V. Test current 3.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 43V. Test current 8.7 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 39V. Test current 9.6 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.1V. Test current 73.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 27V. Test current 13.9 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 150 V. Test current 2.5 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 9.1V. Test current 41.2 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.6V. Test current 66.9 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 20V. Test current 18.7 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 91 V. Test current 4.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 56 V. Test current 6.7 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 56 V. Test current 6.7 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 15V. Test current 25 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 4.7V. Test current 79.8 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.9V. Test current 96.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 11V. Test current 34.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 6.2V. Test current 60.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 100 V. Test current 3.7 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 22V. Test current 17 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 13V. Test current 28.8 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 33V. Test current 11.4 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 30V. Test current 12.5 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 30V. Test current 12.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 47 V. Test current 8.0 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 22V. Test current 17 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 91 V. Test current 4.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 27V. Test current 13.9 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 36V. Test current 10.4 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.6V. Test current 66.9 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 130 V. Test current 2.9 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.1V. Test current 73.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 10V. Test current 37.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 22V. Test current 17 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 36V. Test current 10.4 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 130 V. Test current 2.9 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 56 V. Test current 6.7 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 150 V. Test current 2.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 6.8V. Test current 55.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 51 V. Test current 7.3 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 43V. Test current 8.7 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 68 V. Test current 5.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 68 V. Test current 5.5 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 4.3V. Test current 87.2 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 18V. Test current 20.8 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 12V. Test current 31.2 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.3V. Test current 113.6 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 24V. Test current 15.6 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 24V. Test current 15.6 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 16V. Test current 23.4 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 16V. Test current 23.4 mA.  -2% tolerance.
surface mount silicon Zener diodes
1.5 W, silicon zener diode. Zener voltage 24V. Test current 15.6 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 24V. Test current 15.6 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.3V. Test current 113.6 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.6V. Test current 104.2 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 18V. Test current 20.8 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 200 V. Test current 1.9 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 62 V. Test current 6.0 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 68 V. Test current 5.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 13V. Test current 28.8 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 4.3V. Test current 87.2 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 150 V. Test current 2.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 6.8V. Test current 55.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.9V. Test current 96.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 75 V. Test current 5.0 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 180 V. Test current 2.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 62 V. Test current 6.0 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 160 V. Test current 2.3 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 200 V. Test current 1.9 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 110 V. Test current 3.4 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 51 V. Test current 7.3 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 20V. Test current 18.7 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 180 V. Test current 2.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 36V. Test current 10.4 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 47 V. Test current 8.0 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 30V. Test current 12.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 7.5V. Test current 50 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.6V. Test current 66.9 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 27V. Test current 13.9 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 30V. Test current 12.5 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 33V. Test current 11.4 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 33V. Test current 11.4 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 160 V. Test current 2.3 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 22V. Test current 17 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 100 V. Test current 3.7 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 100 V. Test current 3.7 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 6.2V. Test current 60.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 11V. Test current 34.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 4.7V. Test current 79.8 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.6V. Test current 104.2 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.6V. Test current 104.2 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 15V. Test current 25 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 56 V. Test current 6.7 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 130 V. Test current 2.9 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 20V. Test current 18.7 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 20V. Test current 18.7 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 9.1V. Test current 41.2 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 10V. Test current 37.5 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 10V. Test current 37.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 27V. Test current 13.9 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.1V. Test current 73.5 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 47 V. Test current 8.0 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 43V. Test current 8.7 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 120 V. Test current 3.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 12V. Test current 31.2 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 15V. Test current 25 mA.  -1% tolerance.
	Jinan Gude Electronic D...
JGD[Jinan Gude Electronic Device]
济南固锝电子器件有限公司
娴???洪??靛??ㄤ欢??????

	M5289 M5285 M5293 M5295 M5283 M5304 M5299 M5292 M5	Current Limiter Diode
4.3 mA, SILICON, CURRENT REGULATOR DIODE
JIGH RELIABILITY CURRENT REGULATOR DIODES JIGH可靠性电流调节二极管
HEADER STRAIGHT 34 WAY
HEADER STRAIGHT 60 WAY
5V Adjustable, 10W, CMOS, Step-Up, Switching Regulator Controller
HEADER R/A 50 WAY
Dual/Triple Ultra-Low-Voltage SOT23 µP Supervisory Circuits
HEADER STRAIGHT 50 WAY
HIGH RELIABILITY CURRENT REGULATOR DIODES 1.5 mA, SILICON, CURRENT REGULATOR DIODE, DO-35
	MICROSEMI CORP-SCOTTSDALE
Microsemi, Corp.
MICROSEMI[Microsemi Corporation]

	STIP4006 STI2006 STIP3006 STI2506 STIP2506 STIP150	Triac; Triac Type:Standard; Peak Repetitive Off-State Voltage, Vdrm:200V; On-State RMS Current, IT(rms):6A; Gate Trigger Current (QI), Igt:25mA; Package/Case:3-TO-220; Current, It av:6A; Holding Current:50mA
Transient Surge Protection Thyristor; Package/Case:DO-214AA; Repetitive Reverse Voltage Max, Vrrm:320V; Capacitance:60pF; Holding Current:50mA; Leakage Current:5uA; Mounting Type:Through Hole; On-State Saturation Voltage:4V
Triac; Triac Type:Standard; Peak Repetitive Off-State Voltage, Vdrm:200V; On-State RMS Current, IT(rms):6A; Gate Trigger Current (QI), Igt:25mA; Package/Case:3-TO-202; Current, It av:6A; Holding Current:50mA
TRANSISTOR | BJT | NPN | 250V V(BR)CEO | 1A I(C) | TO-66
Triac; Triac Type:Standard; Peak Repetitive Off-State Voltage, Vdrm:200V; On-State RMS Current, IT(rms):4A; Gate Trigger Current (QI), Igt:10mA; Package/Case:V-PAK; Current, It av:4A; Holding Current:20mA
TRANSISTOR | BJT | PNP | 150V V(BR)CEO | 1A I(C) | TO-66
	

	TS5204CY50 TS5204 TS5204CX TS5204CX1.8 TS5204CX18 	Triac; Thyristor Type:Snubberless; Peak Repetitive Off-State Voltage, Vdrm:400V; On State RMS Current, IT(rms):16A; Gate Trigger Current (QI), Igt:35mA; Current, It av:16A; Gate Trigger Current Max, Igt:35mA RoHS Compliant: Yes
150mA Low Noise LDO Voltage Regulator
	Taiwan Semiconductor Co., Ltd.
TSC[Taiwan Semiconductor Company, Ltd]
http://

	PBA600F-15 PBA600F-24 PBA600F-36 PBA600F-12 	   40/40typ (Io=100%) (Primary inrush current /Secondary inrush current) (More than 3 sec. to re-start)
   AC3,000V 1minute, Cutoff current = 10mA, DC500V 50MWmin (At Room Temperature)
	Total Power Internation...

	PWR4412-2S PWR4412-2SBR0300J PWR4412-2SDR0100J PWR	Bare Metal Element Resistor
RES CURRENT SENSE .01 OHM 5W 5% RESISTOR, CURRENT SENSE, 5 W, 5 %, 20 ppm, 0.01 ohm, THROUGH HOLE MOUNT
RES CURRENT SENSE .01 OHM 1W 1% RESISTOR, CURRENT SENSE, 1 W, 1 %, 20 ppm, 0.01 ohm, THROUGH HOLE MOUNT
RES CURRENT SENSE .01 OHM 3W 5% RESISTOR, CURRENT SENSE, 3 W, 5 %, 20 ppm, 0.01 ohm, THROUGH HOLE MOUNT
RES CURRENT SENSE .01 OHM 1W 5% RESISTOR, CURRENT SENSE, 1 W, 5 %, 20 ppm, 0.01 ohm, THROUGH HOLE MOUNT
RES CURRENT SENSE .01 OHM 3W 1% RESISTOR, CURRENT SENSE, 3 W, 1 %, 20 ppm, 0.01 ohm, THROUGH HOLE MOUNT
RES CURRENT SENSE .01 OHM 5W 1% RESISTOR, CURRENT SENSE, 5 W, 1 %, 20 ppm, 0.01 ohm, THROUGH HOLE MOUNT
Power Resistors 0.015ohm 3watt 1% RESISTOR, CURRENT SENSE, 3 W, 1 %, 20 ppm, 0.015 ohm, THROUGH HOLE MOUNT
Power Resistors 0.005ohm 5watt 1% RESISTOR, CURRENT SENSE, 5 W, 1 %, 20 ppm, 0.005 ohm, THROUGH HOLE MOUNT
Power Resistors 0.015ohm 5watt 1% RESISTOR, CURRENT SENSE, 5 W, 1 %, 20 ppm, 0.015 ohm, THROUGH HOLE MOUNT
RESISTOR, FIXED, POWER RESISTOR, CURRENT SENSE, 5 W, 5 %, 20 ppm, 0.005 ohm, THROUGH HOLE MOUNT
Power Resistors 0.025ohm 1watt 1% RESISTOR, CURRENT SENSE, 1 W, 1 %, 20 ppm, 0.025 ohm, THROUGH HOLE MOUNT
	Bourns Electronic Solutions
Bourns, Inc.

	XL6013 XL6013E1 	400KHz 60V 2A Switching Current Boost LED Constant Current Driver
	List of Unclassifed Man...

	XL6003 	400KHz 60V 2A Switching Current Boost LED Constant Current Driver
	XLSEMI
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