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									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: SLE 4418 M2.2
	Maker: Infineon Technologies
	Pack: ETC
	Stock: Reserved
	Unit price 
									for :
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	1000: 
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			 Related Part Number
	
					PART	Description	Maker
	142681-1 	Positive Lock Connectors; HOUSING POS LOCK MK III 3 P BROWN ( AMP )
	Tyco Electronics

	51102-0900 	2.50mm Pitch Mini-Lock?/a> Wire-to-Board Housing, Friction Lock, 9 Circuits
	Molex Electronics Ltd.

	51102-1400 	2.50mm Pitch Mini-Lock?/a> Wire-to-Board Housing, Friction Lock, 14 Circuits
	Molex Electronics Ltd.

	0511020800 51102-0800 	2.50mm (.098) Pitch Mini-Lock Wire-to-Board Housing, Friction Lock, 8 Circuits
MOLEX Connector
	Molex Electronics Ltd.

	0428920085 	3.96mm (.156) Pitch KK? Solid Header, Right Angle, Friction Lock, with Snap-in Plastic Peg PCB Lock, 7 Circuits
	Molex Electronics Ltd.

	0428920087 	3.96mm (.156) Pitch KK? Solid Header, Right Angle, Friction Lock, with Snap-in Plastic Peg PCB Lock, 9 Circuits
	Molex Electronics Ltd.

	53426-0890 0534260890 	2.50mm (.098) Pitch Mini-Lock Wire-to-Board Header, Right Angle, Friction and Positive Lock, Radial Tape Packaging, 8 Circuits, Lead-free
	Molex Electronics Ltd.

	53426-0290 	2.50mm (.098) Pitch Mini-Lock?/a> Wire-to-Board Header, Right Angle, Friction andPositive Lock, Radial Tape Packaging, 2 Circuits, Lead-free
	Molex Electronics Ltd.

	0428920086 	3.96mm (.156) Pitch KK? Solid Header, Right Angle, Friction Lock, with Snap-in Plastic Peg PCB Lock, 8 Circuits, 0.38μm (15μ) Gold (Au) Selective Plating
	Molex Electronics Ltd.

	1-160759-9 	Positive Lock Connectors; POSITIVE LOCK RECEPTACLE MKI ( AMP )
	Tyco Electronics

	0151310403 	Pico-Lock-to-Pico-Lock Off-the-Shelf (OTS) Cable Assembly, 1.00mm Pitch, Single Row, 300.00mm Length, 4 Circuits, Black
	Molex Electronics Ltd.

	GT14-1.3PT GT14W-2S-HU GT14-1.1PT GT14-20_3.8-4.8P	Coaxial cable connection of Antennas, Sensors, and Communication Trunk Lines 在天线，传感器和通信中继同轴电缆连接
SNAP LOCK CABLE MARKER - H 在天线，传感器和通信中继同轴电缆连接
Paired Cable; Number of Conductors:50; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:25; Features:Unshielded; Impedance:100ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes
SNAP LOCK CABLE          MARKER - H
SNAP LOCK CABLE          MARKER - G
SNAP LOCK CABLE          MARKER - I
Coaxial cable connection of Antennas/ Sensors/ and Communication Trunk Lines
	HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.
HIROSE[Hirose Electric]
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