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			124-93-964-41-002 - Low-Smoke Zero-Halogen (LSZH) Shipboard Audio, Control & Instrumentation Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Low Smoke Zero Halogen RoHS Compliant: Yes Paired Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:9; Features:Unshielded; Outer Diameter:0.389"; Temperature Max:80 C RoHS Compliant: Yes Shielded Paired Cable; Jacket Material:Polyethylene; Leaded Process Compatible:Yes RoHS Compliant: Yes 双列直插式插座开放框架线材包1 / 2 / 3 / 4 Shielded Paired Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes 双列直插式插座开放框架线材包1 / 2 / 3 / 4 Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Features:Aluminium Foil/Polyester Tape; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes 双列直插式插座开放框架线材包1 / 2 / 3 / 4 Dual-in-line sockets Open frame Wire-wrap 1 / 2 / 3 / 4 level 双列直插式插座开放框架线材包1 / 2 / 3 / 4 Shielded Paired Cable; Number of Conductors:2; Number of Pairs:1; Leaded Process Compatible:Yes RoHS Compliant: Yes 双列直插式插座开放框架线材包1 / 2 / 3 / 4 Hook-Up Wire Dispenser Kit For Use With:Electrical and electronic equipment RoHS Compliant: Yes 双列直插式插座开放框架线材包1 / 2 / 3 / 4 Low-Smoke Zero-Halogen (LSZH) Shipboard Audio, Control & Instrumentation Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Low Smoke Zero Halogen RoHS Compliant: Yes Multiconductor Audio, Communication & Instrumentation Cable; Number of Conductors:8; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:12; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Number of Pairs:6; Features:Unshielded; Impedance:50ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes Multiconductor Paired Audio, Control & Instrumentation Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Conductor Material:Copper RoHS Compliant: Yes Paired Cable; Number of Conductors:12; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:6; Features:Unshielded; Temperature Max:80 C; Voltage Nom.:30V RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyethylene; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Features:Aluminium Foil/Polyester Tape; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes Shielded Multiconductor Audio, Control and Instrumentation Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Foil RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Number of Pairs:3; Features:Unshielded; Impedance:50ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:12; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:6 RoHS Compliant: Yes Low-Smoke Zero-Halogen (LSZH) Shipboard Audio, Control & Instrumentation Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Low Smoke Zero Halogen RoHS Compliant: Yes CABLE, 8775, 11PAIR,  PER M; Cores, No. of:22; Conductor make-up:7/30AWG; Area, conductor CSA:0.325mm2; Diameter, External:11.8mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:6016C RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Shielding Material:Foil; Number of Pairs:3; Leaded Process Compatible:Yes RoHS Compliant: Yes CABLE, 8777, 3PAIR,  PER M; Cores, No. of:6; Conductor make-up:7/30AWG; Area, conductor CSA:0.325mm2; Diameter, External:7.65mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:6010C RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Shielding Material:Foil; Number of Pairs:3; Capacitance:30pF; Conductor Material:Copper; Impedance:50ohm RoHS Compliant: Yes Multiconductor Paired Audio, Control & Instrumentation Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Conductor Material:Copper RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Number of Pairs:9; Features:Unshielded; Impedance:50ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Number of Pairs:9; Leaded Process Compatible:No; Approval Bodies:UL; Capacitance:30pF/ft RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:38; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyethylene; Number of Pairs:19; Features:Unshielded; Impedance:50ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes Paired Cable; Number of Conductors:12; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:6; Conductor Material:Copper; Conductor Plating:Tin; Features:Unshielded RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:12; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:6; Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes Paired Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:9; Leaded Process Compatible:Yes; Features:Unshielded; Temperature Max:80 C RoHS Compliant: Yes Paired Cable; Number of Conductors:18; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:9; Leaded Process Compatible:Yes; Features:Unshielded; Temperature Max:80 C RoHS Compliant: Yes Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Features:Aluminium Foil/Polyester Tape; Impedance:69ohm; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes Paired Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:3; Leaded Process Compatible:Yes; Features:Unshielded; Temperature Max:80 C RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:38; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyethylene; Number of Pairs:19; Features:Unshielded; Impedance:50ohm; Temperature Max:80 C RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:38; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyethylene; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:19 RoHS Compliant: Yes CABLE, 8762, 1PAIR,  PER M; Cores, No. of:2; Conductor make-up:7/28AWG; Area, conductor CSA:0.519mm2; Diameter, External:5.18mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:2411C RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:9; Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes Paired Cable; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes Multiconductor Cable; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:12; No. Strands x Strand Size:19 x 25; Jacket Material:Polyethylene; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:55ohm RoHS Compliant: Yes Shielded Multiconductor Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:1; Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes Coaxial Cable; Impedance:32ohm; Conductor Size AWG:28; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes Paired Cable; Number of Conductors:18; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:9; Features:Unshielded; Temperature Max:80 C; Voltage Nom.:30V RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyethylene; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:56ohm RoHS Compliant: Yes Paired Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyethylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:1 RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyethylene; Conductor Material:Copper; Features:Unshielded; Leaded Process Compatible:No RoHS Compliant: Yes Multiconductor Audio, Control & Instrumentation Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Tinned Copper RoHS Compliant: Yes Multiconductor Paired Audio, Control & Instrumentation Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Conductor Material:Copper RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No; Conductor Material:Copper; Features:Unshielded RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:2; Jacket Material:Polyethylene; Number of Pairs:1; Leaded Process Compatible:Yes RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyethylene; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:64ohm RoHS Compliant: Yes Belden Sound and Control Cable, Wire Size: 18 AWG, Number of Pairs: 1, Length: 1000 feet, Conductor Material: Tinned Copper, Jacket: Chrome PVC, Features: 8760 features overall beldfoil shield with 20 AWG drain wire Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyethylene; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:60ohm RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:2; Leaded Process Compatible:Yes; Capacitance:35pF/ft RoHS Compliant: Yes CABLE, 8723, 2PAIR, 30.5M; Cores, No. of:4; Conductor make-up:7/30AWG; Area, conductor CSA:0.325mm2; Diameter, External:4.27mm; Material, secondary insulation:PVC; Length, Reel (Imperial):100ft; Colour, secondary insulation:Grey; RoHS Compliant: Yes Shielded Paired Cable; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Conductor Plating:Tin; Jacket Color:Chrome; Leaded Process Compatible:Yes RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Shielding Material:Foil; Number of Pairs:2; Capacitance:35pF; Conductor Material:Copper; Impedance:45ohm RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Number of Pairs:2; Leaded Process Compatible:Yes; Capacitance:35pF/ft; Conductor Material:Copper RoHS Compliant: Yes CABLE, 8723, 2PAIR,  PER M; Cores, No. of:4; Conductor make-up:7/30AWG; Area, conductor CSA:0.325mm2; Diameter, External:4.06mm; Material, secondary insulation:PVC; Colour, secondary insulation:Grey; Alpha type number:2466C RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:2; Features:Unshielded; Leaded Process Compatible:Yes RoHS Compliant: Yes Audio control and Instrumentation Cable Shielded; Number of Conductors:4; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:2; Conductor Material:Copper RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:14; No. Strands x Strand Size:19 x 27; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyethylene; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:65ohm RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:9; Conductor Material:Copper RoHS Compliant: Yes CABLE, 8774, 9PAIR,  PER M; Cores, No. of:18; Conductor make-up:7/30AWG; Area, conductor CSA:0.325mm2; Diameter, External:10.6mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:6014C RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyethylene; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes Shielded Multiconductor Audio, Control and Instrumentation Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Foil RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes Audio control and Instrumentation Cable Shielded; Number of Conductors:54; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:27 RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyethylene; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Temperature Max:60 C RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyethylene; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes 
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	Part No.	124-93-964-41-002 121-93-210-41-001 121-93-304-41-001 121-93-306-41-001 121-93-308-41-001 121-93-310-41-001 121-93-312-41-001 121-93-314-41-001 121-93-316-41-001 121-93-318-41-001 121-93-320-41-001 121-93-322-41-001 121-93-324-41-001 121-93-328-41-001 121-93-420-41-001 121-93-422-41-001 121-93-424-41-001 121-93-428-41-001 121-93-432-41-001 121-93-610-41-001 121-93-624-41-001 121-93-628-41-001 121-93-632-41-001 121-93-636-41-001 121-93-640-41-001 121-93-642-41-001 121-93-648-41-001 121-93-650-41-001 121-93-652-41-001 121-93-950-41-001 121-93-952-41-001  

	Description	Low-Smoke Zero-Halogen (LSZH) Shipboard Audio, Control & Instrumentation Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Low Smoke Zero Halogen RoHS Compliant: Yes 
 Paired Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:9; Features:Unshielded; Outer Diameter:0.389"; Temperature Max:80 C RoHS Compliant: Yes
Shielded Paired Cable; Jacket Material:Polyethylene; Leaded Process Compatible:Yes RoHS Compliant: Yes 双列直插式插座开放框架线材包1 / 2 / 3 / 4
Shielded Paired Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes 双列直插式插座开放框架线材包1 / 2 / 3 / 4
Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Features:Aluminium Foil/Polyester Tape; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes 双列直插式插座开放框架线材包1 / 2 / 3 / 4
Dual-in-line sockets Open frame Wire-wrap 1 / 2 / 3 / 4 level 双列直插式插座开放框架线材包1 / 2 / 3 / 4
Shielded Paired Cable; Number of Conductors:2; Number of Pairs:1; Leaded Process Compatible:Yes RoHS Compliant: Yes 双列直插式插座开放框架线材包1 / 2 / 3 / 4
Hook-Up Wire Dispenser Kit For Use With:Electrical and electronic equipment RoHS Compliant: Yes 双列直插式插座开放框架线材包1 / 2 / 3 / 4
Low-Smoke Zero-Halogen (LSZH) Shipboard Audio, Control & Instrumentation Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Low Smoke Zero Halogen RoHS Compliant: Yes
Multiconductor Audio, Communication & Instrumentation Cable; Number of Conductors:8; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:12; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Number of Pairs:6; Features:Unshielded; Impedance:50ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Multiconductor Paired Audio, Control & Instrumentation Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Conductor Material:Copper RoHS Compliant: Yes
Paired Cable; Number of Conductors:12; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:6; Features:Unshielded; Temperature Max:80 C; Voltage Nom.:30V RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyethylene; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes
Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Features:Aluminium Foil/Polyester Tape; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes
Shielded Multiconductor Audio, Control and Instrumentation Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Foil RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Number of Pairs:3; Features:Unshielded; Impedance:50ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:12; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:6 RoHS Compliant: Yes
Low-Smoke Zero-Halogen (LSZH) Shipboard Audio, Control & Instrumentation Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Low Smoke Zero Halogen RoHS Compliant: Yes
CABLE, 8775, 11PAIR,  PER M; Cores, No. of:22; Conductor make-up:7/30AWG; Area, conductor CSA:0.325mm2; Diameter, External:11.8mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:6016C RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Shielding Material:Foil; Number of Pairs:3; Leaded Process Compatible:Yes RoHS Compliant: Yes
CABLE, 8777, 3PAIR,  PER M; Cores, No. of:6; Conductor make-up:7/30AWG; Area, conductor CSA:0.325mm2; Diameter, External:7.65mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:6010C RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Shielding Material:Foil; Number of Pairs:3; Capacitance:30pF; Conductor Material:Copper; Impedance:50ohm RoHS Compliant: Yes
Multiconductor Paired Audio, Control & Instrumentation Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Conductor Material:Copper RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Number of Pairs:9; Features:Unshielded; Impedance:50ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Number of Pairs:9; Leaded Process Compatible:No; Approval Bodies:UL; Capacitance:30pF/ft RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:38; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyethylene; Number of Pairs:19; Features:Unshielded; Impedance:50ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Paired Cable; Number of Conductors:12; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:6; Conductor Material:Copper; Conductor Plating:Tin; Features:Unshielded RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:12; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:6; Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes
Paired Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:9; Leaded Process Compatible:Yes; Features:Unshielded; Temperature Max:80 C RoHS Compliant: Yes
Paired Cable; Number of Conductors:18; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:9; Leaded Process Compatible:Yes; Features:Unshielded; Temperature Max:80 C RoHS Compliant: Yes
Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Features:Aluminium Foil/Polyester Tape; Impedance:69ohm; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes
Paired Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:3; Leaded Process Compatible:Yes; Features:Unshielded; Temperature Max:80 C RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:38; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyethylene; Number of Pairs:19; Features:Unshielded; Impedance:50ohm; Temperature Max:80 C RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:38; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyethylene; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:19 RoHS Compliant: Yes
CABLE, 8762, 1PAIR,  PER M; Cores, No. of:2; Conductor make-up:7/28AWG; Area, conductor CSA:0.519mm2; Diameter, External:5.18mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:2411C RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:9; Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes
Paired Cable; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Multiconductor Cable; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:12; No. Strands x Strand Size:19 x 25; Jacket Material:Polyethylene; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:55ohm RoHS Compliant: Yes
Shielded Multiconductor Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:1; Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes
Coaxial Cable; Impedance:32ohm; Conductor Size AWG:28; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Paired Cable; Number of Conductors:18; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:9; Features:Unshielded; Temperature Max:80 C; Voltage Nom.:30V RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyethylene; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:56ohm RoHS Compliant: Yes
Paired Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyethylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:1 RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyethylene; Conductor Material:Copper; Features:Unshielded; Leaded Process Compatible:No RoHS Compliant: Yes
Multiconductor Audio, Control & Instrumentation Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Tinned Copper RoHS Compliant: Yes
Multiconductor Paired Audio, Control & Instrumentation Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No; Conductor Material:Copper; Features:Unshielded RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Jacket Material:Polyethylene; Number of Pairs:1; Leaded Process Compatible:Yes RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyethylene; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:64ohm RoHS Compliant: Yes
Belden Sound and Control Cable, Wire Size: 18 AWG, Number of Pairs: 1, Length: 1000 feet, Conductor Material: Tinned Copper, Jacket: Chrome PVC, Features: 8760 features overall beldfoil shield with 20 AWG drain wire
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyethylene; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:60ohm RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:2; Leaded Process Compatible:Yes; Capacitance:35pF/ft RoHS Compliant: Yes
CABLE, 8723, 2PAIR, 30.5M; Cores, No. of:4; Conductor make-up:7/30AWG; Area, conductor CSA:0.325mm2; Diameter, External:4.27mm; Material, secondary insulation:PVC; Length, Reel (Imperial):100ft; Colour, secondary insulation:Grey; RoHS Compliant: Yes
Shielded Paired Cable; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Conductor Plating:Tin; Jacket Color:Chrome; Leaded Process Compatible:Yes RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Shielding Material:Foil; Number of Pairs:2; Capacitance:35pF; Conductor Material:Copper; Impedance:45ohm RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Number of Pairs:2; Leaded Process Compatible:Yes; Capacitance:35pF/ft; Conductor Material:Copper RoHS Compliant: Yes
CABLE, 8723, 2PAIR,  PER M; Cores, No. of:4; Conductor make-up:7/30AWG; Area, conductor CSA:0.325mm2; Diameter, External:4.06mm; Material, secondary insulation:PVC; Colour, secondary insulation:Grey; Alpha type number:2466C RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:2; Features:Unshielded; Leaded Process Compatible:Yes RoHS Compliant: Yes
Audio control and Instrumentation Cable Shielded; Number of Conductors:4; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:2; Conductor Material:Copper RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:14; No. Strands x Strand Size:19 x 27; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyethylene; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:65ohm RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:9; Conductor Material:Copper RoHS Compliant: Yes
CABLE, 8774, 9PAIR,  PER M; Cores, No. of:18; Conductor make-up:7/30AWG; Area, conductor CSA:0.325mm2; Diameter, External:10.6mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:6014C RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyethylene; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes
Shielded Multiconductor Audio, Control and Instrumentation Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Foil RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes
Audio control and Instrumentation Cable Shielded; Number of Conductors:54; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:27 RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyethylene; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Temperature Max:60 C RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyethylene; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes
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 			 Full text search : Low-Smoke Zero-Halogen (LSZH) Shipboard Audio, Control & Instrumentation Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Low Smoke Zero Halogen RoHS Compliant: Yes Paired Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:9; Features:Unshielded; Outer Diameter:0.389"; Temperature Max:80 C RoHS Compliant: Yes Shielded Paired Cable; Jacket Material:Polyethylene; Leaded Process Compatible:Yes RoHS Compliant: Yes 双列直插式插座开放框架线材包1 / 2 / 3 / 4 Shielded Paired Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes 双列直插式插座开放框架线材包1 / 2 / 3 / 4 Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Features:Aluminium Foil/Polyester Tape; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes 双列直插式插座开放框架线材包1 / 2 / 3 / 4 Dual-in-line sockets Open frame Wire-wrap 1 / 2 / 3 / 4 level 双列直插式插座开放框架线材包1 / 2 / 3 / 4 Shielded Paired Cable; Number of Conductors:2; Number of Pairs:1; Leaded Process Compatible:Yes RoHS Compliant: Yes 双列直插式插座开放框架线材包1 / 2 / 3 / 4 Hook-Up Wire Dispenser Kit For Use With:Electrical and electronic equipment RoHS Compliant: Yes 双列直插式插座开放框架线材包1 / 2 / 3 / 4 Low-Smoke Zero-Halogen (LSZH) Shipboard Audio, Control & Instrumentation Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Low Smoke Zero Halogen RoHS Compliant: Yes Multiconductor Audio, Communication & Instrumentation Cable; Number of Conductors:8; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:12; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Number of Pairs:6; Features:Unshielded; Impedance:50ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes Multiconductor Paired Audio, Control & Instrumentation Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Conductor Material:Copper RoHS Compliant: Yes Paired Cable; Number of Conductors:12; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:6; Features:Unshielded; Temperature Max:80 C; Voltage Nom.:30V RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyethylene; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Features:Aluminium Foil/Polyester Tape; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes Shielded Multiconductor Audio, Control and Instrumentation Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Foil RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Number of Pairs:3; Features:Unshielded; Impedance:50ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:12; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:6 RoHS Compliant: Yes Low-Smoke Zero-Halogen (LSZH) Shipboard Audio, Control & Instrumentation Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Low Smoke Zero Halogen RoHS Compliant: Yes CABLE, 8775, 11PAIR,  PER M; Cores, No. of:22; Conductor make-up:7/30AWG; Area, conductor CSA:0.325mm2; Diameter, External:11.8mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:6016C RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Shielding Material:Foil; Number of Pairs:3; Leaded Process Compatible:Yes RoHS Compliant: Yes CABLE, 8777, 3PAIR,  PER M; Cores, No. of:6; Conductor make-up:7/30AWG; Area, conductor CSA:0.325mm2; Diameter, External:7.65mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:6010C RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Shielding Material:Foil; Number of Pairs:3; Capacitance:30pF; Conductor Material:Copper; Impedance:50ohm RoHS Compliant: Yes Multiconductor Paired Audio, Control & Instrumentation Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Conductor Material:Copper RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Number of Pairs:9; Features:Unshielded; Impedance:50ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Number of Pairs:9; Leaded Process Compatible:No; Approval Bodies:UL; Capacitance:30pF/ft RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:38; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyethylene; Number of Pairs:19; Features:Unshielded; Impedance:50ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes Paired Cable; Number of Conductors:12; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:6; Conductor Material:Copper; Conductor Plating:Tin; Features:Unshielded RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:12; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:6; Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes Paired Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:9; Leaded Process Compatible:Yes; Features:Unshielded; Temperature Max:80 C RoHS Compliant: Yes Paired Cable; Number of Conductors:18; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:9; Leaded Process Compatible:Yes; Features:Unshielded; Temperature Max:80 C RoHS Compliant: Yes Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Features:Aluminium Foil/Polyester Tape; Impedance:69ohm; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes Paired Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:3; Leaded Process Compatible:Yes; Features:Unshielded; Temperature Max:80 C RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:38; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyethylene; Number of Pairs:19; Features:Unshielded; Impedance:50ohm; Temperature Max:80 C RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:38; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyethylene; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:19 RoHS Compliant: Yes CABLE, 8762, 1PAIR,  PER M; Cores, No. of:2; Conductor make-up:7/28AWG; Area, conductor CSA:0.519mm2; Diameter, External:5.18mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:2411C RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:9; Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes Paired Cable; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes Multiconductor Cable; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:12; No. Strands x Strand Size:19 x 25; Jacket Material:Polyethylene; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:55ohm RoHS Compliant: Yes Shielded Multiconductor Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:1; Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes Coaxial Cable; Impedance:32ohm; Conductor Size AWG:28; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes Paired Cable; Number of Conductors:18; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:9; Features:Unshielded; Temperature Max:80 C; Voltage Nom.:30V RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyethylene; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:56ohm RoHS Compliant: Yes Paired Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyethylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:1 RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyethylene; Conductor Material:Copper; Features:Unshielded; Leaded Process Compatible:No RoHS Compliant: Yes Multiconductor Audio, Control & Instrumentation Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Tinned Copper RoHS Compliant: Yes Multiconductor Paired Audio, Control & Instrumentation Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Conductor Material:Copper RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No; Conductor Material:Copper; Features:Unshielded RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:2; Jacket Material:Polyethylene; Number of Pairs:1; Leaded Process Compatible:Yes RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyethylene; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:64ohm RoHS Compliant: Yes Belden Sound and Control Cable, Wire Size: 18 AWG, Number of Pairs: 1, Length: 1000 feet, Conductor Material: Tinned Copper, Jacket: Chrome PVC, Features: 8760 features overall beldfoil shield with 20 AWG drain wire Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyethylene; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:60ohm RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:2; Leaded Process Compatible:Yes; Capacitance:35pF/ft RoHS Compliant: Yes CABLE, 8723, 2PAIR, 30.5M; Cores, No. of:4; Conductor make-up:7/30AWG; Area, conductor CSA:0.325mm2; Diameter, External:4.27mm; Material, secondary insulation:PVC; Length, Reel (Imperial):100ft; Colour, secondary insulation:Grey; RoHS Compliant: Yes Shielded Paired Cable; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Conductor Plating:Tin; Jacket Color:Chrome; Leaded Process Compatible:Yes RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Shielding Material:Foil; Number of Pairs:2; Capacitance:35pF; Conductor Material:Copper; Impedance:45ohm RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Number of Pairs:2; Leaded Process Compatible:Yes; Capacitance:35pF/ft; Conductor Material:Copper RoHS Compliant: Yes CABLE, 8723, 2PAIR,  PER M; Cores, No. of:4; Conductor make-up:7/30AWG; Area, conductor CSA:0.325mm2; Diameter, External:4.06mm; Material, secondary insulation:PVC; Colour, secondary insulation:Grey; Alpha type number:2466C RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:2; Features:Unshielded; Leaded Process Compatible:Yes RoHS Compliant: Yes Audio control and Instrumentation Cable Shielded; Number of Conductors:4; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:2; Conductor Material:Copper RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:14; No. Strands x Strand Size:19 x 27; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyethylene; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:65ohm RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:9; Conductor Material:Copper RoHS Compliant: Yes CABLE, 8774, 9PAIR,  PER M; Cores, No. of:18; Conductor make-up:7/30AWG; Area, conductor CSA:0.325mm2; Diameter, External:10.6mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:6014C RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyethylene; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes Shielded Multiconductor Audio, Control and Instrumentation Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Foil RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes Audio control and Instrumentation Cable Shielded; Number of Conductors:54; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:27 RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyethylene; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Temperature Max:60 C RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyethylene; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	MC145017 	Ionization  Smoke Detector(电离烟雾检测器)
Low-Power CMOS Ionlzatlon Smoke Detector IC wite Temporal Pattern Horn Driver
MC145017 Ionization Smoke Detector     IC with Temporal Pattern Horn Driver
	Motorola, Inc.

	MC14468 	MC14468 Low-Power CMOS Ionization     Smoke Detector IC with Interconnect
Low-Power CMOS Ionlzatlon Smoke Detector IC with Interconnect
	Motorola

	58939 53998 54047 54054 54056 54136 54466 58729 	Product Information Bulletin Medical Overhead Halogen Lamps Tungsten Halogen Low to Medium Voltage Lamps 产品信息公告医疗开销卤素灯卤钨灯轻微至中等电压灯
	Osram Opto Semiconductors GmbH
OSRAM[OSRAM GmbH]

	CZRQR52C3V9-HF CZRQR52C2-HF CZRQR52C2V2-HF CZRQR52	Halogen Free Zener Diodes, P-D=0.125Watts, V-Z=33V
Halogen Free Zener Diodes, P-D=0.125Watts, V-Z=12V
Halogen Free Zener Diodes, P-D=0.125Watts, V-Z=30V
Halogen Free Zener Diodes, P-D=0.125Watts, V-Z=20V
Halogen Free Zener Diodes, P-D=0.125Watts, V-Z=5.1V
Halogen Free Zener Diodes, P-D=0.125Watts, V-Z=2V
SMD Zener Diode
Halogen Free Zener Diodes, P-D=0.125Watts, V-Z=7.5V
Halogen Free Zener Diodes, P-D=0.125Watts, V-Z=13V
Halogen Free Zener Diodes, P-D=0.125Watts, V-Z=2.4V
Halogen Free Zener Diodes, P-D=0.125Watts, V-Z=10V
Halogen Free Zener Diodes, P-D=0.125Watts, V-Z=16V
Halogen Free Zener Diodes, P-D=0.125Watts, V-Z=22V
Halogen Free Zener Diodes, P-D=0.125Watts, V-Z=2.7V
	Comchip Technology

	MC14601207 MC146012ED MC146012 MCZ146012EG MCZ1460	Low Power CMOS Photoelectric Smoke Detector IC
	Freescale Semiconductor...
FREESCALE[Freescale Semiconductor, Inc]

	DH100LP A5180 A5061 	2-Wire Low-Flow Duct Smoke Detector
	Systemsensor advanced ideas.

	DH100P A5061 	2-Wire Low-Profile Duct Smoke Detector
	Systemsensor advanced ideas.

	SS-APT 	Multi-Sensor Smoke Detector Low-Profile, Intelligent, Addressable
	Gamewell-FCI by Honeywell

	MC14568 PC14568P_R2 PC14568ED_R2 PC14568P/R2 PC145	Low-Power CMOS Ionization Smoke Detector with Interconnect and Timer
	FREESCALE[Freescale Semiconductor, Inc]

	PC14568P/R2 	Low-Power CMOS Ionization Smoke Detector with Interconnect and Timer 低功耗CMOS离子感烟探测器的互连和定时器
	飞思卡尔半导体(中国)有限公司

	ATV02W8V5-HF ATV02W8V5B-HF ATV02W8V0-HF ATV02W8V0B	Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=8.5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=8V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=9V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=7V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=7.5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=70V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=75V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=78V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=15V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=12V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=33V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=36V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=30V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=16V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=160V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=36V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=58V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=45V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=12V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=120V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=54V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=19V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=190V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=26V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=80V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=33V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=11V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=110V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=10V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=100V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=15V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=150V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=13V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=140V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=14V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=17V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=170V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=6.5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=60V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=180V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=90V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=85V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=6V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=9V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=200Watts, V-RWM=64V, Tolerance=5%
	Comchip Technology
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