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			2PD602AS - Paper Capacitor; Voltage Rating:1500VDC; Capacitor Dielectric Material:Paper; Capacitance:3uF; Capacitance Tolerance: /- 10%; Lead Pitch:20.64mm; Leaded Process Compatible:No; Package/Case:A; Peak Reflow Compatible (260 C):No RoHS Compliant: No NPN general purpose transistor 
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	Part No.	2PD602AS 2PD602AR 2PD602AQ 2PD602A   

	Description	Paper Capacitor; Voltage Rating:1500VDC; Capacitor Dielectric Material:Paper; Capacitance:3uF; Capacitance Tolerance: /- 10%; Lead Pitch:20.64mm; Leaded Process Compatible:No; Package/Case:A; Peak Reflow Compatible (260 C):No RoHS Compliant: No 
 NPN general purpose transistor
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			 Related Part Number
	
					PART	Description	Maker
	MP3-Y14700/250/20LL35MM MP3-Y1820/250/20LL35MM MP3	CAPACITOR, METALLIZED PAPER, 0.0047 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, METALLIZED PAPER, 0.00082 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, METALLIZED PAPER, 0.0027 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, METALLIZED PAPER, 0.0012 uF, THROUGH HOLE MOUNT RADIAL LEADED
	Rhombus Industries, Inc.

	MKM2PCM50.1/10/63VDCROLL18.5/360 MKM2PCM50.15/10/6	CAPACITOR, METALLIZED FILM, MIXED (FILM PAPER), 63 V, 0.1 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, METALLIZED FILM, MIXED (FILM PAPER), 63 V, 0.15 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, METALLIZED FILM, MIXED (FILM PAPER), 63 V, 0.33 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, METALLIZED FILM, MIXED (FILM PAPER), 63 V, 0.01 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, METALLIZED FILM, MIXED (FILM PAPER), 100 V, 0.22 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, METALLIZED FILM, MIXED (FILM PAPER), 63 V, 0.033 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, METALLIZED FILM, MIXED (FILM PAPER), 63 V, 0.22 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, METALLIZED FILM, MIXED (FILM PAPER), 100 V, 0.15 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, METALLIZED FILM, MIXED (FILM PAPER), 63 V, 0.068 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
	The Connor-Winfield, Corp.
Vishay Intertechnology, Inc.
TE Connectivity, Ltd.
Electronic Theatre Controls, Inc.
Stackpole Electronics, Inc.

	118P105X9400S02 	CAPACITOR, METALLIZED FILM, MIXED (PAPER POLYESTER), 400 V, 1 uF, THROUGH HOLE MOUNT AXIAL LEADED
	Dearborn Electronics, Inc.

	LT1044CS8 LTC1044CS8 LTC1044S8 	SWITCHED CAPACITOR VOLTAGE CONVERTER
Switch Capacitor Voltage Converter
Swithed Capacitor Voltage Converter
From old datasheet system
	http://
Linear Technology

	T50W2NR-F T15P5NR-F T50W1NR-F T10W2NR-F T10W10NR-F	High Voltage Paper-Film/Foil Capacitors
	Cornell Dubilier Electronics

	ADM660ARU-REEL7 ANALOGDEVICESINC-ADM660ARU-REEL7 A	CMOS Switched-Capacitor Voltage Converter; Package: TSSOP; No of Pins: 16; Temperature Range: Industrial SWITCHED CAPACITOR CONVERTER, 120 kHz SWITCHING FREQ-MAX, PDSO16
CMOS Switched-Capacitor Voltage Converters
	Analog Devices, Inc.

	G8343-11 G8343-12 G8343-21 G8343-22 G8343-31 G8343	   InGaAs PIN photodiode with preamp
Aluminum Snap-In Capacitor; Capacitance: 1500uF; Voltage: 160V; Case Size: 25x45 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 270uF; Voltage: 400V; Case Size: 35x25 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 180uF; Voltage: 400V; Case Size: 30x25 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 150uF; Voltage: 450V; Case Size: 25x30 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 390uF; Voltage: 200V; Case Size: 22x25 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 330uF; Voltage: 400V; Case Size: 25x45 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 1000uF; Voltage: 200V; Case Size: 25x50 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 270uF; Voltage: 400V; Case Size: 25x40 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 270uF; Voltage: 400V; Case Size: 30x30 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 270uF; Voltage: 400V; Case Size: 22x50 mm; Packaging: Bulk
Optoelectronic 光电
InGaAs PIN photodiode with preamp 铟镓砷PIN光电二极管和前置放大
	HAMAMATSU[Hamamatsu Corporation]
NXP Semiconductors N.V.
Hamamatsu Photonics K.K.

	MAX6607 MAX6607IXK-T MAX6607-MAX6608 MAX6608 MAX66	Solid Tantalum Capacitor; Capacitor Type:Solid; Voltage Rating:20VDC; Capacitor Dielectric Material:Tantalum; Capacitance:18uF; Capacitance Tolerance: 10%; Lead Pitch:3.17mm; Leaded Process Compatible:No RoHS Compliant: No 低电压、模拟温度传感器，SC70及SOT23封装
Solid Tantalum Capacitor; Capacitor Type:Solid; Voltage Rating:6VDC; Capacitor Dielectric Material:Tantalum; Capacitance:180uF; Capacitance Tolerance: 10%; Lead Pitch:6.35mm; Leaded Process Compatible:No RoHS Compliant: No
Low-Voltage Analog Temperature Sensors in SC70 and SOT23 Packages
	温度/湿度传感
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	KVX05E4732E0M KVX10E4732E0M KVX05E4732E0T KVX10E47	Hifh-Voltage and Pulse, Mica-Paper/Polymer Capacitors
   Hifh-Voltage and Pulse, Mica-Paper/Polymer Capacitors
	Cornell Dubilier Electronics
Cornell Dubilier Electr...

	PS205KVP8.2PF/-2PFR16 PS405KVP1000PF/-10N2200 PS20	CAPACITOR, CERAMIC, 0.0000082 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.001 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.000033 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.00033 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.00039 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.00047 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.000047 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.00002 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.000022 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.000027 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.000056 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.00056 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.0000056 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.0000068 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.00012 uF, CHASSIS MOUNT
	Vishay Intertechnology, Inc.

	M34282M2-064GP 	Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:75VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  C; Capacitance:68000uF RoHS Compliant: Yes
	Mitsubishi Electric Corporation

	BS62LV8006 BS62LV8006FIP55 BS62LV8006FIP70 BS62LV8	Very Low Power/Voltage CMOS SRAM 1M X 8 bit 非常低功电压CMOS SRAM00万8
Aluminum Electrolytic Capacitor; Capacitor Type:High Temperature; Voltage Rating:25VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  105 C; Capacitance:470uF RoHS Compliant: Yes 非常低功电压CMOS SRAM00万8
Asynchronous 8M(1Mx8) bits Static RAM
From old datasheet system
	Brilliance Semiconducto...
BRILLIANCE SEMICONDUCTOR, INC.
BSI[Brilliance Semiconductor]
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