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			 Related Part Number
	
					PART	Description	Maker
	MT-12864A MT12864A 	MOSFET Driver IC; MOSFET Driver Type:Quad Drivers, Low Side H Bridge; Peak Output High Current, Ioh:1.2A; Rise Time:14ns; Fall Time, tf:13ns; Load Capacitance:1000pF; Package/Case:16-SOIC; No. of Drivers:4; Supply Voltage Max:18V RoHS Compliant: Yes
MT12864A
	Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers

	KTA1552T 	DC-DC CONVERTERS RELAY DRIVERS/ LAMP DRIVERS/ MOTOR DRIVERS/ STROBES APPLICATION.
	KEC(Korea Electronics)

	KTC3552T 	DC-DC CONVERTERS RELAY DRIVERS/ LAMP DRIVERS/ MOTOR DRIVERS/ STROBES APPLICATION
	KEC(Korea Electronics)

	KTC3535T 	RELAY DRIVERS, LAMP DRIVERS, MOTOR DRIVERS AND STROBES APPLICATION
	KEC[KEC(Korea Electronics)]

	NCP45524 	Advanced Load Management Controlled Load Switch with Low RON
	ON Semiconductor

	ISL6333CIRZ ISL6333CCRZ ISL6333A ISL6333CRZ ISL633	Three-Phase Buck PWM Controller with Integrated MOSFET Drivers and Light Load Efficiency Enhancements for Intel VR11.1 Applications; Temperature Range: -40&deg;C to 85&deg;C; Package: 48-QFN
	Intersil Corporation

	ISL6622A ISL6610 ISL6610A ISL6612 ISL6612A ISL6614	VR11.1, 4-Phase PWM Controller with Light Load Efficiency Enhancement and Load Current Monitoring
	Intersil Corporation

	ISL6334AR5368 ISL6334AIRZ-TR5368 ISL6334ACRZ-TR536	VR11.1, 4-Phase PWM Controller with Light Load Efficiency Enhancement and Load Current Monitoring Features
	Intersil Corporation

	WU400 WU100 WU101 WU102 WU103 WU104 WU105 WU106 WU	DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage  -12.0 VDC. Output current  -400 mA. Input current 10 mA(no load), 2520 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage  -15.0 VDC. Output current  -333 mA. Input current 10 mA(no load), 2510 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 15.0 VDC. Output current 667 mA. Input current 10 mA(no load), 2510 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 3.3 VDC. Output current 3000 mA. Input current 10 mA(no load), 2470 mA(full load).
10/15 Watts WU Series 10/15瓦吴系列
Nickel Cadmium Battery; Voltage Rating:1.2V; Battery Size Code:Sub C; Battery Capacity:2100mAh
Nickel Cadmium Battery; Voltage Rating:1.2V; Battery Size Code:Sub C; Battery Capacity:1900mAh; Battery Terminals:Pressure Contact
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 5.0 VDC. Output current 2000 mA. Input current 10 mA(no load), 2620 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 12.0 VDC. Output current 800 mA. Input current 10 mA(no load), 2520 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage  -5.0 VDC. Output current  -1000 mA. Input current 10 mA(no load), 2620 mA(full load).
	XPiQ
Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers
International Power Sources

	AQY210KSX AQY210KSZ 	PhotoMOS relay, GU (general use) type. 1-channel(form A) with short circuit protection. AC/DC type. Output rating: load voltage 350 V, load current 120 mA.
	Matsushita Electric Works(Nais)

	WM8956GEFL/RV WM8956GEFL/V 	Hi-Fi DAC with 1W Stereo Class D Speaker Drivers and Headphone Drivers
	Wolfson Microelectronics plc
http://
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