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			AD8572ARU-REEL - World"s First Auto-Zero Amplifier for Amplifying Dynamic Signals (Dual) 
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	Part No.	AD8572ARU-REEL AD8572AR-REEL7 AD8572AR-REEL   

	Description	World"s First Auto-Zero Amplifier for Amplifying Dynamic Signals (Dual) 
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			 Related Part Number
	
					PART	Description	Maker
	M21131G-22 M21131G-13 	72x72/144x144 3.2 Gbps Asynchronous Crosspoint Switch with Amplif-EYE Signal Conditioning
	M/A-COM Technology Solu...

	AN1183 	AUTO-SIZING AND AUTO-CENTERING USING TMU CELL FROM ST72774 FAMILY
	SGS Thomson Microelectronics

	C1206C105K3RACAUTO 	Ceramic, AUTO-(CxxxxC-AUTO), 1 uF, 10%, 25 V, 1206, X7R, SMD, MLCC, Temperature Stable, Automotive Grade
	Kemet Corporation

	C1210X475M5RACAUTO-17 	Ceramic, AUTO-FlexTerm-(CxxxxX-AUTO), 4.7 uF, 20%, 50 V, 1210, X7R, SMD, MLCC, FT-CAP, Automotive Grade
	Kemet Corporation

	C0603C223K3RACAUTO-17 	Ceramic, AUTO-(CxxxxC-AUTO), 0.022 uF, 10%, 25 V, 0603, X7R, SMD, MLCC, Temperature Stable, Automotive Grade
	Kemet Corporation

	C0603C473K4RACAUTO-17 	Ceramic, AUTO-(CxxxxC-AUTO), 0.047 uF, 10%, 16 V, 0603, X7R, SMD, MLCC, Temperature Stable, Automotive Grade
	Kemet Corporation

	C1206C105K1RACAUTO 	Ceramic, AUTO-(CxxxxC-AUTO), 1 uF, 10%, 100 V, 1206, X7R, SMD, MLCC, Temperature Stable, Automotive Grade
	Kemet Corporation

	C0603C102K2RACAUTO 	Ceramic, AUTO-(CxxxxC-AUTO), 1000 pF, 10%, 200 V, 0603, X7R, SMD, MLCC, Temperature Stable, Automotive Grade
	Kemet Corporation

	C0805C220J1GACAUTO 	Ceramic, AUTO-(CxxxxC-AUTO), 22 pF, 5%, 100 V, 0805, C0G, SMD, MLCC, Ultra-Stable, Low Loss, Automotive Grade
	Kemet Corporation

	C0805C472J2GACAUTO 	Ceramic, AUTO-(CxxxxC-AUTO), 4700 pF, 5%, 200 V, 0805, C0G, SMD, MLCC, Ultra-Stable, Low Loss, Automotive Grade
	Kemet Corporation
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