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			AQV217AZ - PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 600V, load current 50 mA. Tape and reel packing style, picked from the 4/5/6-pin side. PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: reinforced 5,000 VAC. Output rating: load voltage 400V, load current 120 mA. Tape and reel packing style, picked from the 1/2/3-pin side. PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 100V, load current 320 mA. Tape and reel packing style, picked from the 1/2/3-pin side. PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 60V, load current 400 mA. Tape and reel packing style, picked from the 4/5/6-pin side. PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 60V, load current 400 mA. Tape and reel packing style, picked from the 1/2/3-pin side. PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 60V, load current 400 mA. Tube packing style. PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 350V, load current 130 mA. Tape and reel packing style, picked from the 4/5/6-pin side. PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 350V, load current 130 mA. Tape and reel packing style, picked from the 1/2/3-pin side. GU (General Use) Type [1-Channel (Form A) Type] PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: reinforced 5,000 VAC. Output rating: load voltage 400V, load current 120 mA. Tube packing style. PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: reinforced 5,000 VAC. Output rating: load voltage 400V, load current 120 mA. Tape and reel packing style, picked from the 4/5/6-pin side. 
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	Part No.	AQV217AZ AQV210 AQV210A AQV210AX AQV210AZ AQV212 AQV212A AQV212AX AQV212AZ AQV214 AQV214A AQV214AX AQV214AZ AQV214H AQV214HA AQV214HAX AQV214HAZ AQV215 AQV215A AQV215AX AQV215AZ AQV216 AQV216A AQV216AX AQV216AZ AQV217 AQV217A AQV217AX   

	Description	PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 600V, load current 50 mA. Tape and reel packing style, picked from the 4/5/6-pin side. 
 PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: reinforced 5,000 VAC. Output rating: load voltage 400V, load current 120 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 100V, load current 320 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 60V, load current 400 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 60V, load current 400 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 60V, load current 400 mA. Tube packing style.
PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 350V, load current 130 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 350V, load current 130 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
GU (General Use) Type [1-Channel (Form A) Type]
PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: reinforced 5,000 VAC. Output rating: load voltage 400V, load current 120 mA. Tube packing style.
PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: reinforced 5,000 VAC. Output rating: load voltage 400V, load current 120 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
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 			 Full text search : PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 600V, load current 50 mA. Tape and reel packing style, picked from the 4/5/6-pin side. PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: reinforced 5,000 VAC. Output rating: load voltage 400V, load current 120 mA. Tape and reel packing style, picked from the 1/2/3-pin side. PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 100V, load current 320 mA. Tape and reel packing style, picked from the 1/2/3-pin side. PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 60V, load current 400 mA. Tape and reel packing style, picked from the 4/5/6-pin side. PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 60V, load current 400 mA. Tape and reel packing style, picked from the 1/2/3-pin side. PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 60V, load current 400 mA. Tube packing style. PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 350V, load current 130 mA. Tape and reel packing style, picked from the 4/5/6-pin side. PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 350V, load current 130 mA. Tape and reel packing style, picked from the 1/2/3-pin side. GU (General Use) Type [1-Channel (Form A) Type] PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: reinforced 5,000 VAC. Output rating: load voltage 400V, load current 120 mA. Tube packing style. PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: reinforced 5,000 VAC. Output rating: load voltage 400V, load current 120 mA. Tape and reel packing style, picked from the 4/5/6-pin side.   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	AQY414SZ AQY14 AQY410SX AQY410SZ AQY414SX 	   GU (General Use) Type SOP Series 1- Channel (Form B) 4-Pin Type
GU (General Use) Type SOP Series 1- Channel (Form B) 4-Pin Type 顾（一般使用）型SOP系列1 -频道（表B引脚
PhotoMOS relay, GU (general use) type, 1-channel (form B). Output rating: load voltage 400 V, load current 100 mA.
PhotoMOS relay, GU (general use) type, 1-channel (form B). Output rating: load voltage 350 V, load current 120 mA.
	Nais(Matsushita Electri...
Panasonic, Corp.
NAIS[Nais(Matsushita Electric Works)]
Matsushita Electric Works(Nais)

	AQW414EH AQW414EHA AQW414EHAX AQW414EHAZ 	PhotoMOS relay, GU (general use)-E type 2-channel (form B) type. AC/DC type. I/O isolation voltage 5,000V. Output rating: load voltage 400 V, load current 100 mA. Through hole terminal.
PhotoMOS relay, GU (general use)-E type 2-channel (form B) type. AC/DC type. I/O isolation voltage 5,000V. Output rating: load voltage 400 V, load current 100 mA. Surface-mount terminal.
PhotoMOS relay, GU (general use)-E type 2-channel (form B) type. AC/DC type. I/O isolation voltage 5,000V. Output rating: load voltage 400 V, load current 100 mA. Surface-mount terminal. Picked from the 1/2/3/4-pin side.
PhotoMOS relay, GU (general use)-E type 2-channel (form B) type. AC/DC type. I/O isolation voltage 5,000V. Output rating: load voltage 400 V, load current 100 mA. Surface-mount terminal. Picked from the 5/6/7/8-pin side.
	Matsushita Electric Works(Nais)

	AQW210T2SX AQW210T2SZ AQW210TSX AQW210TSZ 	PhotoMOS relay, GU (general use). multi-function (MOSFER & 2 optocoupler) type. AC/DC type. Output rating: load voltage 350 V, load current 120 mA. Picked from the 1/2/3/4/5/6-pin side. Tape and reel.
PhotoMOS relay, GU (general use). multi-function (MOSFER & 2 optocoupler) type. AC/DC type. Output rating: load voltage 350 V, load current 120 mA. Picked from the 7/8/9/10/11/12-pin side. Tape and reel.
PhotoMOS relay, GU (general use). multi-function (MOSFER & 1 optocoupler) type. AC/DC type. Output rating: load voltage 350 V, load current 120 mA. Picked from the 1/2/3/4-pin side. Tape and reel.
PhotoMOS relay, GU (general use). multi-function (MOSFER & 1 optocoupler) type. AC/DC type. Output rating: load voltage 350 V, load current 120 mA. Picked from the 5/6/7/8-pin side. Tape and reel.
	Matsushita Electric Works(Nais)

	AQZ102D AQZ202D AQZ205D AQZ204D AQZ207D AQZ107D AQ	Power photoMOS relay (voltage sensitive type). AC/DC type. Output rating: load voltage 200 V, load current 0.9 A.
Power photoMOS relay (voltage sensitive type). AC/DC type. Output rating: load voltage 400 V, load current 0.45 A.
Power photoMOS relay (voltage sensitive type). AC/DC type. Output rating: load voltage 60 V, load current 2.7 A.
Power photoMOS relay (voltage sensitive type). DC type. Output rating: load voltage 200 V, load current 1.1 A.
Power photoMOS relay (voltage sensitive type). DC type. Output rating: load voltage 100 V, load current 2.3 A.
Power photoMOS relay (voltage sensitive type). DC type. Output rating: load voltage 400 V, load current 0.6 A.
Power photoMOS relay (voltage sensitive type). DC type. Output rating: load voltage 60 V, load current 3.6 A.
POWER PhotoMOS RELAYS (Voltage Sensitive Type)
	Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]

	AQV202 AQV202A AQV103 AQV103A AQV101 AQV101A AQV20	PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 400V, load current 150 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 60V, load current 400 mA. Tape and reel packing style, picked from the 4/5/6-pin side..
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 40V, load current 500 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 400V, load current 180 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 250V, load current 300 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 60V, load current 600 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 40V, load current 700 mA. Tape and reel packing style. picked from the 1/2/3-pin side.
ER 17C 17#16 PIN RECP
ER 8C 8#16 PIN RECP WALL
ER 17C 17#16 SKT RECP
ER 14C 14#16 SKT RECP WALL
ER 2C 2#8 SKT RECP WALL
HF (High Function) Type [1-Channel (Form A) Type]
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 40V, load current 700 mA. Tape and reel packing style. picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 60V, load current 600 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 400V, load current 180 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 250V, load current 300 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 40V, load current 500 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 60V, load current 400 mA. Tape and reel packing style, picked from the 1/2/3-pin side..
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 250V, load current 200 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 250V, load current 200 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 400V, load current 150 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
	Nais(Matsushita Electri...
ETC[ETC]
NAIS[Nais(Matsushita Electric Works)]
Matsushita Electric Works(Nais)

	AQV224N AQV224NA AQV224NAX AQV225N AQV225NAX AQV22	PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. Low On resistance. AC/DC type. Output rating: load voltage 400 V, load current 50 mA. Throuh hole terminal. Tube packing style.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. Low On resistance. AC/DC type. Output rating: load voltage 400 V, load current 50 mA. Surface-mount terminal. Tube packing style.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. Low On resistance. AC/DC type. Output rating: load voltage 400 V, load current 50 mA. Surface-mount terminal. Tape and reel packing style. Picked from the 1/2/3-pin side.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. Low On resistance. AC/DC type. Output rating: load voltage 80 V, load current 150 mA. Throuh hole terminal. Tube packing style.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. Low On resistance. AC/DC type. Output rating: load voltage 80 V, load current 150 mA. Surface-mount terminal. Tape and reel packing style. Picked from the 1/2/3-pin side.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. Low On resistance. AC/DC type. Output rating: load voltage 80 V, load current 150 mA. Surface-mount terminal. Tape and reel packing style. Picked from the 4/5/6-pin side.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. Low On resistance. AC/DC type. Output rating: load voltage 80 V, load current 150 mA. Surface-mount terminal. Tube packing style.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. Low On resistance. AC/DC type. Output rating: load voltage 400 V, load current 50 mA. Surface-mount terminal. Tape and reel packing style. Picked from the 4/5/6-pin side.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. Low On resistance. AC/DC type. Output rating: load voltage 200 V, load current 70 mA. Surface-mount terminal. Tube packing style.
	Matsushita Electric Works(Nais)

	D2W415DD D2W415CD D2W415CG D2W415CF D2W415DG D2W41	250 MHz, General Purpose Voltage Feedback Op Amps Gain 2 Stable TRIGGER OUTPUT SOLID STATE RELAY
Single, Low Power, 350 MHz Voltage Feedback Amplifier TRIGGER OUTPUT SOLID STATE RELAY
10Arms 120,240Vrms TRIGGER OUTPUT SOLID STATE RELAY
Long Life Miniature Relay, PCB Type TRIGGER OUTPUT SOLID STATE RELAY
15Arms 120,240Vrms TRIGGER OUTPUT SOLID STATE RELAY
1 Arms 120,240 Vrms TRIGGER OUTPUT SOLID STATE RELAY
	Nihon Inter Electronics, Corp.
NIHON INTER ELECTRONICS CORP

	MK2PNV-S MK2PD-I MK2PD-S MK2PN-I MK2PN-S MK2P-I1 M	General Purpose Relay
POWER/SIGNAL RELAY, 3PDT, MOMENTARY, 2700mW (COIL), 10A (CONTACT), 250VDC (CONTACT), SOCKET MOUNT
POWER/SIGNAL RELAY, DPDT, MOMENTARY, 2700mW (COIL), 10A (CONTACT), 250VDC (CONTACT), SOCKET MOUNT
   General Purpose Relay
	Omron Electronics LLC
http://
Micross Components
Nihon Dempa Kogyo Co., Ltd.
JST Mfg. Co., Ltd.

	AQV221N 	PhotoMOS Relays
	Aromat

	AQY221N3V AQY221N3VW AQY221N3VY 	PhotoMOS RELAYS
	NAIS[Matsushita Electric Works(Nais)]

	AQW284S AQW282S AQY284S 	PhotoMOS RELAYS
	Panasonic

	AQW614EH AQW614EHA AQW614EHAX AQW614EHAZ AQW610EH 	PhotoMOS RELAYS
	Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]
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