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			AQV217SX - PhotoMOS relay, GU (general use) type [1-channel (form A ) type]. Output rating: load voltage 600 V, load current 40 mA. Tape and reel packing style, picked from the 1/2/3-pin side. PhotoMOS relay, GU (general use) type [1-channel (form A ) type]. Output rating: load voltage 400 V, load current 100 mA. Tape and reel packing style, picked from the 4/5/6-pin side. GU (General Use) Type SOP Series [1-Channel (Form A) Type] PhotoMOS relay, GU (general use) type [1-channel (form A ) type]. Output rating: load voltage 60V, load current 350 mA. Tape and reel packing style, picked from the 1/2/3-pin side. PhotoMOS relay, GU (general use) type [1-channel (form A ) type]. Output rating: load voltage 350 V, load current 120 mA. Tape and reel packing style, picked from the 1/2/3-pin side. PhotoMOS relay, GU (general use) type [1-channel (form A ) type]. Output rating: load voltage 350 V, load current 120 mA. Tape and reel packing style, picked from the 4/5/6-pin side. PhotoMOS relay, GU (general use) type [1-channel (form A ) type]. Output rating: load voltage 400 V, load current 100 mA. Tape and reel packing style, picked from the 1/2/3-pin side. 
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	Part No.	AQV217SX AQV217SZ AQV215SX AQV215SZ AQV216SZ AQV210SX AQV210SZ AQV212S AQV212SX AQV212SZ AQV214SX AQV214SZ AQV216SX   

	Description	PhotoMOS relay, GU (general use) type [1-channel (form A ) type]. Output rating: load voltage 600 V, load current 40 mA. Tape and reel packing style, picked from the 1/2/3-pin side. 
 PhotoMOS relay, GU (general use) type [1-channel (form A ) type]. Output rating: load voltage 400 V, load current 100 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
GU (General Use) Type SOP Series [1-Channel (Form A) Type]
PhotoMOS relay, GU (general use) type [1-channel (form A ) type]. Output rating: load voltage 60V, load current 350 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, GU (general use) type [1-channel (form A ) type]. Output rating: load voltage 350 V, load current 120 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, GU (general use) type [1-channel (form A ) type]. Output rating: load voltage 350 V, load current 120 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, GU (general use) type [1-channel (form A ) type]. Output rating: load voltage 400 V, load current 100 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
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						 NAIS[Nais(Matsushita Electric Works)] 
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	Maker: NAIS
	Pack: SOP6
	Stock: 164
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 			 Full text search : PhotoMOS relay, GU (general use) type [1-channel (form A ) type]. Output rating: load voltage 600 V, load current 40 mA. Tape and reel packing style, picked from the 1/2/3-pin side. PhotoMOS relay, GU (general use) type [1-channel (form A ) type]. Output rating: load voltage 400 V, load current 100 mA. Tape and reel packing style, picked from the 4/5/6-pin side. GU (General Use) Type SOP Series [1-Channel (Form A) Type] PhotoMOS relay, GU (general use) type [1-channel (form A ) type]. Output rating: load voltage 60V, load current 350 mA. Tape and reel packing style, picked from the 1/2/3-pin side. PhotoMOS relay, GU (general use) type [1-channel (form A ) type]. Output rating: load voltage 350 V, load current 120 mA. Tape and reel packing style, picked from the 1/2/3-pin side. PhotoMOS relay, GU (general use) type [1-channel (form A ) type]. Output rating: load voltage 350 V, load current 120 mA. Tape and reel packing style, picked from the 4/5/6-pin side. PhotoMOS relay, GU (general use) type [1-channel (form A ) type]. Output rating: load voltage 400 V, load current 100 mA. Tape and reel packing style, picked from the 1/2/3-pin side.   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	AQZ262 AQZ264 	POWER PhotoMOS RELAYS (High capacity type)
RELAY PHOTOMOS
	Nais(Matsushita Electric Wo...
NAIS[Nais(Matsushita Electric Works)]
ETC

	AQW214A AQW215 AQW217 AQW212A AQW214 AQW210 AQW217	PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 60 V, load current 40 mA. Surface-mount terminal. Tape and reel packing style.
PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 100 V, load current 300 mA. Surface-mount terminal. Tape and reel packing style.
PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 60 V, load current 350 mA. Surface-mount terminal. Tape and reel packing style.
PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 60 V, load current 350 mA. Surface-mount terminal. Tube packing style.
PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 60 V, load current 350 mA. Through hole terminal. Tube packing style.
PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 350 V, load current 120 mA. Surface-mount terminal. Tape and reel packing style.
GU (General Use) Type [2-Channel (Form A) Type]
PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 450 V, load current 100 mA. Surface-mount terminal. Tape and reel packing style.
	Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]
2-Channel (Form A) Type

	AQW210HLAX AQW210HLAZ AQW210HL AQW210HLA 	PhotoMOS relay, GU (general use) type, 2-ch (form A) current limit function type. AC/DC type. I/O isolation: 5,000 VAC. Output rating: load voltage 350 V, load current 120 mA. Surface-mount. Tape and reel packing style. Picked from the 4/5
PhotoMOS relay, GU (general use) type, 2-ch (form A) current limit function type. AC/DC type. I/O isolation: 5,000 VAC. Output rating: load voltage 350 V, load current 120 mA. Surface-mount. Tube packing style.
PhotoMOS relay, GU (general use) type, 2-ch (form A) current limit function type. AC/DC type. I/O isolation: 5,000 VAC. Output rating: load voltage 350 V, load current 120 mA. Surface-mount. Tape and reel packing style. Picked from the 1/2
PhotoMOS relay, GU (general use) type, 2-ch (form A) current limit function type. AC/DC type. I/O isolation: 5,000 VAC. Output rating: load voltage 350 V, load current 120 mA. Trough hole terminal. Tube packing style.
GU (General Use) Type 2-Channel (Form A) Current Limit Function Type
	Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]

	AQV210HLA AQV210HLAX AQV210HLAZ 	PhotoMOS relay, GU (general use) type, 1-channel (form A ), current limit function. Output rating: load voltage 350V, load current 130 mA. Tube packing style.
PhotoMOS relay, GU (general use) type, 1-channel (form A ), current limit function. Output rating: load voltage 350V, load current 130 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, GU (general use) type, 1-channel (form A ), current limit function. Output rating: load voltage 350V, load current 130 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
	Matsushita Electric Works(Nais)

	AQZ102 AQZ104 AQZ105 AQZ202 AQZ204 AQZ205 AQZ207 	Power photoMOS relay, 1-channel (form A). DC type. Output rating: load voltage 60 V, load current 4.0 A.
Power photoMOS relay, 1-channel (form A). DC type. Output rating: load voltage 400 V, load current 0.7 A.
Power photoMOS relay, 1-channel (form A). DC type. Output rating: load voltage 100 V, load current 2.6 A.
Power photoMOS relay, 1-channel (form A). Output rating: load voltage 60 V, load current 3.0 A.
Power photoMOS relay, 1-channel (form A). AC/DC type. Output rating: load voltage 400 V, load current 0.5 A.
Power photoMOS relay, 1-channel (form A). AC/DC type. Output rating: load voltage 100 V, load current 2.0 A.
Power photoMOS relay, 1-channel (form A). AC/DC type. Output rating: load voltage 200 V, load current 1.0 A.
	Matsushita Electric Works(Nais)

	AQY221N1SX AQY221N1SZ 	PhotoMOS relay, RF (radio frequency). C x R 20 type. AC/DC type. Output rating: load voltage 40 V, load current 120 mA.
	Matsushita Electric Works(Nais)

	D2W415DD D2W415CD D2W415CG D2W415CF D2W415DG D2W41	250 MHz, General Purpose Voltage Feedback Op Amps Gain 2 Stable TRIGGER OUTPUT SOLID STATE RELAY
Single, Low Power, 350 MHz Voltage Feedback Amplifier TRIGGER OUTPUT SOLID STATE RELAY
10Arms 120,240Vrms TRIGGER OUTPUT SOLID STATE RELAY
Long Life Miniature Relay, PCB Type TRIGGER OUTPUT SOLID STATE RELAY
15Arms 120,240Vrms TRIGGER OUTPUT SOLID STATE RELAY
1 Arms 120,240 Vrms TRIGGER OUTPUT SOLID STATE RELAY
	Nihon Inter Electronics, Corp.
NIHON INTER ELECTRONICS CORP

	HSSR8060 HSSR-8060 HSSR-8400 	400 V/10 Ohm/ General Purpose/ 1 Form A/ Solid State Relay
60 V/0.7 Ohm, General Purpose, 1 Form A, Solid State Relay 60 V/0.7欧姆，通用 A型，固态继电器
60 V/0.7 Ohm/ General Purpose/ 1 Form A/ Solid State Relay
	Fujitsu, Ltd.
HP[Agilent(Hewlett-Packard)]
Agilent (Hewlett-Packard)

	AQY221N2S AQY221N2SX AQY221N2SZ 	PHOTOMOS RELAYS
	Nais(Matsushita Electric Works)
NAIS[Matsushita Electric Works(Nais)]

	AQS210 AQS210T2SX AQS210T2SZ AQS210TSX AQS210TSZ 	PhotoMOS RELAYS
	Nais(Matsushita Electri...
Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]

	AQY221N3V AQY221N3VW AQY221N3VY 	PhotoMOS RELAYS
	Nais(Matsushita Electric Works)

	AQW610SZ AQW610S AQW610SX 	PhotoMOS RELAYS
	Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]
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