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	Part No.	BDY25 180T2 181T2 182T2 BDY23 BDY24 BDY182 BDY181   

	Description	8/20us Max  :65V; Peak Energy (10/1000uS):1.2J; Capacitance, Cd:1100pF 
 NPN SILICON TRANSISTORS/ DIFFUSED MESA
8/20us Max  :65V; Peak Energy (10/1000uS):3J; Capacitance, Cd:2700pF
NPN SILICON TRANSISTORS, DIFFUSED MESA
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			 Related Part Number
	
					PART	Description	Maker
	ZB4BA131 ZB4BC2 ZB4BK1213 ZB4BK1253 ZB4BP5 ZB4BT4 	DIODE TVS 8.0V 1500W UNI 5% SMC
LED SCHALTER HARMON PILZTASTE 40MM
Metal Oxide Varistor (MOV); Voltage Rating AC, Vrms:320Vrms; Peak Surge Current @ 8/20uS:10000A; Clamping Voltage 8/20us Max  :840V; Capacitance, Cd:750pF; Package/Case:20mm Disc; Capacitance:750pF; Clamping Voltage Max, Vc:840V RoHS Compliant: No
VARISTOR MULTI ESD 42V MHS 0402
Metal Oxide Varistor (MOV); Voltage Rating AC, Vrms:275Vrms; Voltage Rating DC, Vdc:350VDC; Peak Surge Current @ 8/20uS:1750A; Clamping Voltage 8/20
Metal Oxide Varistor (MOV); Voltage Rating AC, Vrms:1000Vrms; Voltage Rating DC, Vdc:1200VDC; Peak Surge Current (8/20uS), Itm:4500A; Clamping
SUPPRESSOR SMT 0402 160V 12PF
LED SCHALTER HARMON BESCHRIFTET SCHWARZ
AVALANCHE DIODE ARRAY SP0503BAHT
Transient Surge Protection Thyristor; Current, It av:30A; Leaded Process Compatible:No; Package/Case:DO-2144AA; Peak Reflow Compatible (260 C):No; Repetitive Reverse Voltage Max, Vrrm:50V; Current Rating:30A RoHS Compliant: No
DIODE TVS 90V 1500W UNI 5% SMC
DIODE TVS 9.0V 1500W BI 5% SMC
Metal Oxide Varistor (MOV); Voltage Rating AC, Vrms:130Vrms; Voltage Rating DC, Vdc:175VDC; Peak Surge Current (8/20uS), Itm:50000A; Clamping Voltage 8/20us Max  :340V; Capacitance, Cd:20000pF; Package/Case:60mm Disc
Metal Oxide Varistor (MOV); Voltage Rating AC, Vrms:60Vrms; Voltage Rating DC, Vdc:81VDC; Peak Surge Current (8/20uS), Itm:4500A; Clamping Voltage 8/20us Max  :175V; Peak Energy (10/1000uS):20J; Capacitance, Cd:2000pF
Varistor; Voltage Rating AC, Vrms:60Vrms; Voltage Rating DC, Vdc:81VDC; Peak Surge Current (8/20uS), Itm:2500A; Clamping Voltage 8/20us Max  :165V; Peak Energy (10/1000uS):10J; Capacitance, Cd:900pF; Package/Case:10mm Disc
Metal Oxide Varistor (MOV); Voltage Rating AC, Vrms:140Vrms; Voltage Rating DC, Vdc:180VDC; Peak Surge Current (8/20uS), Itm:10000A; Clamping Voltage 8/20us Max  :360V; Capacitance, Cd:1750pF; Package/Case:20mm Disc
Metal Oxide Varistor (MOV); Voltage Rating AC, Vrms:10Vrms; Voltage Rating DC, Vdc:14VDC; Peak Surge Current (8/20uS), Itm:1000A; Clamping Voltage 8/20us Max  :36V; Peak Energy (10/1000uS):3.5J; Capacitance, Cd:11000pF
Metal Oxide Varistor (MOV); Voltage Rating AC, Vrms:10Vrms; Voltage Rating DC, Vdc:14VDC; Peak Surge Current @ 8/20uS:250A; Clamping Voltage 8/20us Max  :36V; Peak Energy (10/1000uS):0.8J; Capacitance, Cd:2000pF RoHS Compliant: Yes
LED SCHALTER HARMONY BUENDIG GELB
LED SCHALTER HARMONY BUENDIG BLAU
LED SCHALTER HARMONY 22MM 6 DIVER FARBEN
	

	GZ11B1 GZ11B2 GZ11B3 GZ152 GZ202 GZ203 GZ161 GZ221	CAP 27PF 200V 5% NP0(C0G) RAD.10 .15X.15 TR-13
DIODE 21.4 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-204AH, GLASS, DO-35, 2 PIN, Voltage Regulator Diode
Zener Diodes
20 Characters x 2 Lines, 5x7 Dot Matrix Character and Cursor
Metal Oxide Varistor (MOV); Voltage Rating AC, Vrms:4Vrms; Voltage Rating DC, Vdc:5.6VDC; Peak Surge Current (8/20uS), Itm:40A; Clamping Voltage 8/20us Max  :18V; Peak Energy (10/1000uS):0.1J; Capacitance, Cd:1000pF
20 characters x 1 Lines, 5x7 Dot Matric Character and Cursor
20 Characters x 4 Lines, 5x7 Dot Matrix Character and Cursor
128 x 64 pixel format, LED or EL Backlight available
128 x 64 pixel format, LED Backlight available
T&R   /  STD MB CMAP - FN
IND 5.6UH 0.5UH THIN-FILM SMD-0805 TR-7 NI/SN-PB RF 齐纳二极
Low Current Operation at 250??A???Low Reverse Leakage,Low Noise Zener Diode(250??A?・￥?????μ?μ?????°????????????μ?μ?????????a?￡°???é???o3?o???????) 50μA低电流操作，低反向漏，低噪声稳压二极管（250μA工作电流，小反向漏电流，低噪声，齐纳二极管）
Low Current Operation at 250?录A茂录?Low Reverse Leakage,Low Noise Zener Diode(250?录A氓路楼盲陆?莽?碌忙碌?茫??氓掳?氓??氓??忙录?莽?碌忙碌?茫??盲陆?氓?陋氓拢掳茫??茅陆?莽潞鲁盲潞?忙??莽庐隆)
DIODE 20.65 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-204AH, GLASS, DO-35, 2 PIN, Voltage Regulator Diode
DIODE 33.9 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-204AH, GLASS, DO-35, 2 PIN, Voltage Regulator Diode
INDUCTOR, 0805 CASE, 3.3NH; Inductor type:High Frequency / RF; Series:Accu-L; Inductance:3.3nH; Tolerance, inductance: /-15.15%; Resistance:0.11R; Current, DC max:1500mA; Frequency, resonant:10000MHz; Case style:0805; Q factor:38; RoHS Compliant: Yes
16 characters x 4 Lines, 5x7 Dot Matric Character and Cursor
CAP 10UF 35V 20% TANT RAD.10 BULK
	General Semiconductor
GE Security, Inc.
Vishay Semiconductors

	TNY375P TNY375D TNY376G TNY376P TNY378P TNY379G TN	Energy-Efficient, Off-Line Switcher With Enhanced Peak Power Performance
	Power Integrations, Inc.
List of Unclassifed Man...

	PKS603 PKS603P PKS604F PKS604P PKS604Y PKS605F PKS	Enhanced, Energy-Efficient, Off-Line Switcher IC With Super Peak Power Performance
	Power Integrations, Inc.

	LNK304DN-TL LNK302DN-TL LNK306DN-TL LNK304GN-TL LN	IC SWITCH OFF-LINE MDCM/CCM 8SMD 0.4 A SWITCHING REGULATOR, 70 kHz SWITCHING FREQ-MAX, PDSO8
IC SWITCH OFF-LINE MDCM/CCM 8SMD 0.8 A SWITCHING REGULATOR, 70 kHz SWITCHING FREQ-MAX, PDSO8
Lowest Component Count, Energy Efficient Off-Line Switcher IC 0.8 A SWITCHING REGULATOR, 70 kHz SWITCHING FREQ-MAX, PDSO8
IC SWITCH OFF-LINE MDCM/CCM 8DIP 0.4 A SWITCHING REGULATOR, 70 kHz SWITCHING FREQ-MAX, PDIP8
Lowest Component Count, Energy-Efficient Off-Line Switcher IC
LinkSwitch-TN Family Lowest Component Count, Energy-Effi cient Off-Line Switcher IC
0.2 A SWITCHING REGULATOR, 70 kHz SWITCHING FREQ-MAX, PDSO8
	Power Integrations, Inc.
POWER INTEGRATIONS INC
Power Integrations, Inc...

	MAX5910 MAX5910ESA MAX5917BESE MAX5917 MAX5917AESE	 65V Simple Swapper Hot-Swap Switches 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO16
 65V Hot Swap Switch
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	MAX5023 MAX5023ASA MAX5023-MAX5024 MAX5024 MAX5024	65V, Low-Quiescent-Current, High-Voltage Linear Regulators with µP Reset and Watchdog Timer
65V, Low-Quiescent-Current, High-Voltage Linear Regulators with μP Reset and Watchdog Timer
65V, Low-Quiescent-Current, High-Voltage Linear Regulators with P Reset and Watchdog Timer
" 65V, Low-Quiescent-Current, High-Voltage Linear Regulators with ?P Reset and Watchdog Timer"
65V Low-Quiescent-Current High-Voltage Linear Regulators with P Reset and Watchdog Timer
65V / Low-Quiescent-Current / High-Voltage Linear Regulators with P Reset and Watchdog Timer
65V, Low-Quiescent-Current, High-Voltage Linear Regulators with レP Reset and Watchdog Timer 65V、低静态电流、高压线性稳压器，带有微处理器复位及看门狗定时器
65V, Low-Quiescent-Current, High-Voltage Linear Regulators with &#181;P Reset and Watchdog Timer FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 1.5 V DROPOUT, PDSO8
65V, Low-Quiescent-Current, High-Voltage Linear Regulators with ?? Reset and Watchdog Timer
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	M27C256B-15XF1TR M27C256B-15XF6X M27C256B-15XF7TR 	CAP 0.1UF 50V 20% Z5U DIP-2 TUBE 256千位（的32KB × 8）紫外线存储器和OTP存储
ER 2C 2#12 SKT RECP LINE 256千位（的32KB × 8）紫外线存储器和OTP存储
256 Kbit (32Kb x 8) UV EPROM and OTP EPROM 256千位（的32KB × 8）紫外线存储器和OTP存储
CAP 100PF 50V 10% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR
CAP 2200UF 450V ELECT SCREW TERM
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:35VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:210000uF RoHS Compliant: Yes
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:75VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  C; Capacitance:200000uF RoHS Compliant: Yes
ER 14C 14#16 SKT RECP BOX
TVS ARRAY, MULTIGUARD 5.6V 2 ELEMENTTVS ARRAY, MULTIGUARD 5.6V 2 ELEMENT; Voltage, varistor at 1mA:8.5V; Voltage, varistor at 1mA min:6.8V; Voltage, varistor at 1mA max:10.2V; Energy, transient:50J; Current, peak 8/20us max:15A;
ER 1C 1#4 PIN RECP WALL
CAP 10PF 50V 10% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR
ER 4C 2#16 2#12 PIN RECP WALL
CAP 820PF 50V 2% NP0(C0G) SMD-0805 TR-7-PL SN-NIBAR
CAP 100PF 200V 10% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR
CAP 100PF 100V 1% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR
CAP 100PF 100V 2% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR
CAP 8.2PF 100V  /-0.5PF NP0(C0G) SMD-0805 TR-7-PL SN-NIBAR
CAP 8.2PF 50V  /-0.25PF NP0(C0G) SMD-0805 TR-7-PL SN-NIBAR
CAP 91PF 50V 2% NP0(C0G) SMD-0805 TR-7-PL SN-NIBAR
CAP 100PF 100V 5% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR MARKED
PWR SPLY LINEAR SINGLE 12V@10.2A
HOLDER  CIRCUIT BOARDS ESD SAFE
Mounting Bracket; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
CAP 8.2PF 50V  /-0.5PF NP0(C0G) SMD-0805 TR-7-PL SN-NIBAR
SERV SWITCH USB COAX     CPU CABLES  75 FT
CONNECTOR ACCESSORY
256 KBIT (32KB X8) UV EPROM AND OTP EPROM
   256 Kbit (32Kb x 8) UV EPROM and OTP EPROM
	Samsung Semiconductor Co., Ltd.
STMicroelectronics N.V.
意法半导
STMICROELECTRONICS[STMicroelectronics]
ST Microelectronics

	A29001 A290011T-55 A290011T-70 A290011TL-70 A29001	128K X 8 Bit CMOS 5.0 Volt-only/ Boot Sector Flash Memory
5015 RR 4#12 SKT RECPT
5015 RR 4#12 PIN RECPT
SCR Thyristor; Thyristor Type:Standard Gate; Peak Repetitive Off-State Voltage, Vdrm:800V; On State RMS Current, IT(rms):25A; Peak Non Repetitive Surge Current, Itsm:350A; Gate Trigger Current Max, Igt:35mA RoHS Compliant: Yes
SCR Thyristor; Thyristor Type:Standard Gate; Peak Repetitive Off-State Voltage, Vdrm:400V; On State RMS Current, IT(rms):16A; Peak Non Repetitive Surge Current, Itsm:200A; Gate Trigger Current Max, Igt:25mA RoHS Compliant: Yes
SCR Thyristor; Thyristor Type:Standard Gate; Peak Repetitive Off-State Voltage, Vdrm:400V; On State RMS Current, IT(rms):25A; Peak Non Repetitive Surge Current, Itsm:350A; Gate Trigger Current Max, Igt:35mA RoHS Compliant: Yes
SCR Thyristor; Thyristor Type:Standard Gate; Peak Repetitive Off-State Voltage, Vdrm:600V; On-State RMS Current, IT(rms):16A; Peak Non Repetitive Surge Current, Itsm:200A; Gate Trigger Current Max, Igt:25mA RoHS Compliant: Yes
SCR Thyristor; Thyristor Type:Standard Gate; Peak Repetitive Off-State Voltage, Vdrm:600V; On State RMS Current, IT(rms):25A; Peak Non Repetitive Surge Current, Itsm:350A; Gate Trigger Current Max, Igt:35mA RoHS Compliant: Yes
Triac; Thyristor Type:Snubberless; Peak Repetitive Off-State Voltage, Vdrm:600V; On State RMS Current, IT(rms):25A; Gate Trigger Current (QI), Igt:50mA; Current, It av:25A; Forward Current:24A; Gate Trigger Current Max, Igt:50mA RoHS Compliant: Yes
Triac; Thyristor Type:Snubberless; Peak Repetitive Off-State Voltage, Vdrm:400V; On State RMS Current, IT(rms):25A; Gate Trigger Current (QI), Igt:50mA; Current, It av:25A; Forward Current:24A; Gate Trigger Current Max, Igt:50mA RoHS Compliant: Yes
128K X 8 Bit CMOS 5.0 Volt-only, Boot Sector Flash Memory 128K的8位CMOS 5.0伏只，引导扇区闪
	AMIC Technology Corporation
AMIC Technology, Corp.

	BD828-10 BD826-6 BD826-16 BD830-10 	SCR Thyristor; SCR Type:Sensitive Gate; Peak Repetitive Off-State Voltage, Vdrm:400V; On-State RMS Current, IT(rms):10A; Peak Non Repetitive Surge Current, Itsm:100A; Gate Trigger Current Max, Igt:200uA
TRANSISTOR | BJT | PNP | 45V V(BR)CEO | 1.5A I(C) | TO-202
TRANSISTOR | BJT | PNP | 80V V(BR)CEO | 1.5A I(C) | TO-202
SCR Thyristor; SCR Type:Standard Gate; Peak Repetitive Off-State Voltage, Vdrm:400V; On-State RMS Current, IT(rms):25A; Peak Non Repetitive Surge Current, Itsm:350A; Gate Trigger Current Max, Igt:35uA 晶体管|晶体管|进步党| 60V的五（巴西）总裁| 1.5AI（丙）|02
	Analog Devices, Inc.

	SLD323V-3 SLD323V SLD323V-1 SLD323V-2 SLD323V-21 S	Audio CODEC IC; IC Function:Audio CODEC IC; Package/Case:24-TSSOP; IC Generic Number:4270; Leaded Process Compatible:No; Number of Bits:24; Number of Channels:1; Operating Temp. Max:70 C; Operating Temp. Min:-10 C 1W的高功率密度激光二极管
Stereo CODEC IC; IC Function:Stereo CODEC IC; Package/Case:28-TSSOP; Leaded Process Compatible:No; Operating Temp. Max:-40 C; Operating Temp. Min:85 C; Peak Reflow Compatible (260 C):No; Supply Voltage:3.1V RoHS Compliant: Yes
Audio CODEC IC; IC Function:Audio Codec; Package/Case:24-TSSOP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:1; Operating Temp. Max:70 C; Operating Temp. Min:-10 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Audio CODEC IC; IC Function:Audio Codec; Package/Case:64-LQFP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:6; Operating Temp. Max:85 C; Operating Temp. Min:-40 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
24BIT CODEC AUDIO, 4271, TSSOP28; Resolution, Bits:24bit; Sample Rate:192kHz; DACs, No. of:2; Interface Type:Serial; Output Type:Differential; Voltage, Supply Min:2.37V; Voltage, Supply Max:5.25V; Termination Type:SMD;
A/D Converter (A-D) IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
High Power Density 1W Laser Diode
	Sony, Corp.
SONY[Sony Corporation]
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