

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						CF401			3000662			E007262			2SC2050			AC05DJM			E28F008			2200155			P4435			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]
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	Part No.	CM100TJ-12F   

	Description	128 x 64 pixel format, LED or EL Backlight available 100 A, 600 V, N-CHANNEL IGBT 
 Trench Gate Design  100 Amperes/600 Volts


	File Size	97.94K  / 
						4 Page	 
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						 Powerex, Inc. 
 POWEREX[Powerex Power Semiconductors]
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			 Related Part Number
	
					PART	Description	Maker
	ST90T31 ST90E30L1 ST90E31D1 ST90T30C1 ST90T31B6 ST	128 x 128 pixel format, LED or EL Backlight available
9K EPROM HCMOS MCUs WOTH A/D COMVERTER 9K章存储器HCMOS MCU的WOTH A / D转换COMVERTER
	意法半导
STMicroelectronics N.V.

	29400 A29400UV-90 A29400TV-90 A29400UM-90 A29400TM	64K X 8 Bit CMOS 5.0 Volt-only/ Uniform Sector Flash Memory
1760A CALIBRATED BY NEWARK SERVICES 12k × 8 256 × 16位的CMOS 5.0伏只，引导扇区闪
512K X 8 Bit / 256K X 16 Bit CMOS 5.0 Volt-only, Boot Sector Flash Memory 12k × 8 256 × 16位的CMOS 5.0伏只，引导扇区闪
240 x 128 pixel format, CFL Backlight with power harness
128 x 64 pixel format, LED Backlight available
240 x 128 pixel format, LED or EL Backlight
LOGIC PROBE 20MHZ
512K X 8 Bit / 256K X 16 Bit CMOS 5.0 Volt-only / Boot Sector Flash Memory
	AMIC Technology, Corp.
AMIC Technology Corporation

	CT30TM-8 	128 x 64 pixel format, LED Backlight available 频闪闪光器使
STROBE FLASHER USE
	Mitsubishi Electric, Corp.
MITSUBISHI[Mitsubishi Electric Semiconductor]

	QM30TX-HB 	240 x 128 pixel format, LED or EL Backlight
MEDIUM POWER SWITCHING USE INSULATED TYPE
	Mitsubishi Electric Corporation
Mitsubishi Electric Semiconductor

	AT93C56A AT93C56A-10PI-1.8 AT93C56A-10PI-2.7 AT93C	16 Characters x 2 Lines, 5x7 Dot Matrix Character and Cursor 128 X 16 MICROWIRE BUS SERIAL EEPROM, PDSO8
24 Characters x 2 Lines, 5x7 Dot Matrix Character and Cursor 128 X 16 MICROWIRE BUS SERIAL EEPROM, PDSO8
240 x 128 pixel format, CFL Backlight with power harness
128 x 64 pixel format, LED or EL Backlight available
ER 4C 4#16 SKT PLUG
Circular Connector; No. of Contacts:4; Series:; Body Material:Aluminum Alloy; Connecting Termination:Solder; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:22-10 RoHS Compliant: No
3-wire Serial EEPROMs 2K (256 x 8 or 128 x 16)
	Atmel, Corp.
Atmel Corp.
ATMEL[ATMEL Corporation]

	A29800 A29800UV-90 A29800UM-90 A29800TM-90 A29800T	240 x 128 pixel format, LED or EL Backlight 1024K × 8 16位为512k ×电压的CMOS 5.0只，引导扇区闪存
1024K X 8 Bit / 512K X 16 Bit CMOS 5.0 Volt-only, Boot Sector Flash Memory 1024K × 8 16位为512k ×电压的CMOS 5.0只，引导扇区闪存
PULSER PROBE 1024K × 8 16位为512k ×电压的CMOS 5.0只，引导扇区闪存
Aerials (Antennas); Bandwidth Max:500MHz; For Use With:Hand-Held Spectrum Analyzer; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 1024K × 8 16位为512k ×电压的CMOS 5.0只，引导扇区闪存
Dipole Antenna; Bandwidth Max:2.2GHz; For Use With:Hand-Held Spectrum Analyzer; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 1024K × 8 16位为512k ×电压的CMOS 5.0只，引导扇区闪存
240 x 128 pixel format, CFL Backlight with power harness
128 x 64 pixel format, LED Backlight available
	AMIC Technology, Corp.
AMIC Technology Corporation

	CXK5B18120TM- CXK5B18120TM-12 CXK5B18120TM 	128 x 64 pixel format, LED Backlight available
-65536-word x 18-bit High Speed Bi-CMOS Static RAM
	SONY[Sony Corporation]

	CXK5V16100TM-10LLX CXK5V16100TM-85LLX CXK5V16100TM	128 x 64 pixel format, LED Backlight available
65536-word X 16-bit High Speed CMOS Static RAM
	SONY[Sony Corporation]

	2SC4570 2SC4570-T1 2SC4570-T2 2SC4570T74-T2 2SC457	NPN SILICON EPITAXIAL TRANSISTOR SUPER MINI MOLD NPN硅外延晶体管超小型模
SC70/µDFN, Single/Dual Low-Voltage, Low-Power µP Reset Circuits
128 x 128 pixel format, LED or EL Backlight available
	NEC, Corp.
NEC Corp.
NEC[NEC]



				
	 
	 Related keyword From Full Text Search System
	

					
						CM100TJ-12F dropout	
						CM100TJ-12F huck	
						CM100TJ-12F terminal	
						CM100TJ-12F server	
						CM100TJ-12F Converter
	
						CM100TJ-12F surface	
						CM100TJ-12F 参数比较	
						CM100TJ-12F Switch	
						CM100TJ-12F Regulators	
						CM100TJ-12F Mode


				
	 



		 


	
		
Price & Availability of CM100TJ-12F 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.10932302474976















