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			 Related Part Number
	
					PART	Description	Maker
	AD8072 AD8072ARM AD8072ARM-REEL AD8072ARM-REEL7 AD	Low Cost, Dual/Triple Video Amplifiers 3 CHANNEL, VIDEO AMPLIFIER, PDSO14
Low Cost/ Dual/Triple Video Amplifiers
	Analog Devices, Inc.
AD[Analog Devices]

	AD807202 AD8072 AD8073 AD8073JRZ AD8072JRZ-REEL7 A	2 CHANNEL, VIDEO AMPLIFIER, PDSO8
Low Cost, Dual Video Amplifier
Low Cost, Triple Video Amplifier
   Low Cost, Dual/Triple Video Amplifiers
	ANALOG DEVICES INC

	LT1399 LT1399CGN LT1399CS LT1399HV LT1399HVCS LT13	From old datasheet system
Low Cost Dual and Triple 300MHz Current Feedback Amplifiers with Shutdown
	LINER[Linear Technology]

	EL2211CS EL2411CS EL2210 EL2210CN EL2210CS EL2210C	Low Cost, Dual, Triple and Quad Video Op Amps 1 CHANNEL, VIDEO AMPLIFIER, PDSO8
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	HJYUVF HJYUVS HJRGBF HJRGBS 	LOW COST TRIPLE HDTV FILTERS
	Faraday Technology

	CVA2405 CVA2405T 	Low Cost Triple CRT Driver
	Calogic LLC
CALOGIC[Calogic, LLC]

	CVA2401 CVA2401T 	Low Cost Triple CRT Driver
	CALOGIC[Calogic, LLC]

	CVA2400 CVA2400A 	Low Cost Triple CRT Driver
	Calogic  LLC
CALOGIC[Calogic, LLC]

	AD8145 AD8145YCPZ-RL AD8145YCPZ-R2 AD8145YCPZ-R7 	High Speed, Triple Differential Receiver with Comparators
The AD8145 is a triple, low cost, differential-to-single-ended receiver specifically designed for re
	AD[Analog Devices]

	MAX6740XKD-T MAX6741XKD-T MAX6742XKD-T MAX6743XKD-	Vcc1: 3.075 V, Vcc2: 1.388 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 3.075 V, Vcc2: 1.665 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 3.075 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 2.188 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 2.925 V, Vcc2: 1.313 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 1.575 V, Vcc2: 0.788 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 3.075 V, Vcc2: 0.833 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 3.075 V, Vcc2: 1.110 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 2.188 V, Vcc2: 1.313 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 1.665 V, Vcc2: 1.110 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 2.625 V, Vcc2: 1.575 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 2.925 V, Vcc2: 1.050 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 1.575 V, Vcc2: 1.313 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 2.925 V, Vcc2: 2.188 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 2.625 V, Vcc2: 1.313 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Low-Power Dual-/Triple-Voltage SC70 µP Supervisory Circuits
Low-Power Dual-/Triple-Voltage SC70 ?P Supervisory Circuits
(MAX6736 - MAX6745) Low-Power Dual-/Triple-Voltage SC70 UP Supervisory Circuits
Low-Power Dual-/Triple-Voltage SC70 &#181;P Supervisory Circuits 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Vcc1: 2.925 V, Vcc2: 1.575 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 1.665 V, Vcc2: 3.075 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 2.625 V, Vcc2: 1.050 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 4.375 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 2.625 V, Vcc2: 0.788 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 1.665 V, Vcc2: 1.388 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 2.188 V, Vcc2: 1.050 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 1.575 V, Vcc2: 1.050 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 2.925 V, Vcc2: 0.788 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 2.188 V, Vcc2: 1.575 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 3.075 V, Vcc2: 2.313 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 2.188 V, Vcc2: 0.788 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
Vcc1: 4.625 V, active timeout period: 150 ms-300 ms, low-power dual/triple-voltage mP supervisor circuit
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
http://
Maxim Integrated Products, Inc.
MAXIM INTEGRATED PRODUCTS INC

	AM2168-35DC AM2168-35PC AM2168-35LC AM2169-70/BRA 	Low Cost Dual and Triple 130MHz Current Feedback Amplifiers with Shutdown; Package: PDIP; No of Pins: 16; Temperature Range: -40°C to  85°C
Low Cost Dual and Triple 130MHz Current Feedback Amplifiers with Shutdown; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
Half-Bridge N-Channel Power MOSFET Driver with Boost Regulator; Package: PDIP; No of Pins: 16; Temperature Range: 0°C to  70°C
Half-Bridge N-Channel Power MOSFET Driver with Boost Regulator; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C
Single Cell High Current Micropower 600kHz Boost DC/DC Converter; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual High Efficiency, Low Noise, Synchronous Step-Down Switching Regulators
Single Cell Micropower 600kHz PWM DC/DC Converters; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C 电可擦除可编程逻辑器件
x4 SRAM x4的SRAM
Low Power 5V RS232 Dual Driver/Receiver with 0.1?碌F Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?掳C to  85?掳C
Micropower High Efficiency 5V/12V Step-Up DC/DC Converter for Flash Memory; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
	API Delevan
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