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			 Related Part Number
	
					PART	Description	Maker
	GT19N-2022_F4-5SCF GT19N-1P-V GT19N-1S-HU GT19N-1S	GIGATRUE CAT6 UNIVERSAL JACK, BLUE 25 PACK 连接器的窗口式天
GIGATRUE CAT6 UNIVERSAL JACK, BLACK 连接器的窗口式天
GIGATRUE CAT6 UNIVERSAL JACK, BLUE 连接器的窗口式天
GIGATRUE CAT6 UNIVERSAL  JACK, BLUE 25 PACK
GIGATRUE CAT6 UNIVERSAL  JACK, BLACK 25 PACK
Connectors for window-mounted antennas
	HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.
HIROSE[Hirose Electric]

	114BPC 113BPC 111 	CONNECTOR,AUDIO,111 JACK,1/4&quot; PHONE,2C,BLACK GENERAL PURPOSE AUDIO CONNECTOR, JACK
	Switchcraft, Inc.

	6248-12-0 6248-12-2 	Test Clip to Sheathed Banana Jack
	Pomona Electronics

	LB1000-SI 	Insulator for Micro Alligator Clips; For Use With:BU-34/34C Test Clips; Color:Black
Current Transducer LB 1000-SI/SP2
	LEM[LEM]

	5912B 	Test Clip Set with Jaws; For Use With:Fluke Multimeters; Current Rating:10A; Features:Includes Two Clips, 1 Red and 1 Black; Jaw Opening Max:0.7" RoHS Compliant: Yes INTERCONNECTION DEVICE
	Pomona Electronics

	73251-3482 	   50 Ohms, Precision Test Connector, Optimized SMA Jack
	Molex Electronics Ltd.

	6245-48-0 6245-48-2 	Test Clip to Straight Sheathed Banana Plug
Connector assemblies, IC clips Test; RoHS Compliant: Yes INTERCONNECTION DEVICE
	Pomona Electronics

	79825 16050 000-16050 901-295 901-293 14000 	Adapters, Between Series Straight, Jack to Plug or Jack to Jack
	Amphenol Corporation

	BT137-500E BT137-600E BT137-800E BT137SERIESE 	Transient Voltage Suppressor Diodes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Triacs sensitive gate
	Philips Semiconductors
NXP

	DTM12G-N DTM12C-N DTM12E-N DTM12-N DTM12-M 	Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
12A Bidirectional Thyristor
	Sanyo Electric Co.,Ltd.
SANYO[Sanyo Semicon Device]

	192993-0083 192993-0093 192993-0699 192993-0092 19	ENDBELL SIZE 14
ENDBELL SIZE 12
SOCKET FREE 3/4 WAY
JACK PANEL 3/4 WAY 插座 / 4
JACK FREE 19 WAY 插座免费19未来
JACK PANEL 12 WAY 插座面板12未来
JACK FREE 4 WAY 插座免费4
JACK FREE 8 WAY 插座免费8
ADAPTOR H/S SIZE 适配器水 S尺寸
PLUG FREE 4 WAY 插头免费4
SOCKET FREE 19 WAY 插座免费19未来
PLUG FREE 12 WAY 插头免费12未来
JACK FREE 3/4 WAY 插座免费3 / 4
	Molex, Inc.
ITT, Corp.
PRECI-DIP SA
TE Connectivity, Ltd.
Bel Fuse, Inc.

	UG-57B_U UG-58A_U UG18C MX-913_U N-J-3DW N-LP-5DW 	RFCO-AXIAL CONNECTORS RFCO同轴连接
Test Prod Wire; Conductor Size AWG:18; No. Strands x Strand Size:65 x 36; Jacket Color:Black; Approval Bodies:UL; Approval Categories:UL AWM Style 1855; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
	HIROSE ELECTRIC Co., Ltd.
http://
Hirose Electric USA, INC.
HIROSE[Hirose Electric]
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