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			HDSP-B10G-MM300 -    18:88 and 88:88 0.56 Four Digit GaP Green Seven Segment Display HDSP-B04G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display HDSP-B09G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display HDSP-B06G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display HDSP-B07G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display HDSP-B03G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display HDSP-B02G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display HDSP-B01G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display HDSP-B10G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; No. of Contacts:100; Connector Shell Size:23; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight Sealed Modular Connector; Body Material:Metalized Nickel Composite; Connector Shell Back Termination:Female RJ45; Modular Connector Shell Style:Square Flange Receptacle 7 SEG NUMERIC DISPLAY, GREEN, 14.22 mm Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:16; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle PT 8C 8#16 PIN PLUG Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; No. of Contacts:11; Connector Shell Size:18; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight 188 and 888 0.56" four digit GaP green seven segment display 18:888:88 0.56“四位数的GaP绿色七段显示 Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 220uF; Voltage: 10V; Case Size: 6.3x11 mm; Packaging: Bulk 18:888:88 0.56 4位数的GaP绿色七段显示 Circular Connector; No. of Contacts:23; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Pin; Circular Shell Style:Right Angle Plug; Insert Arrangement:16-23 18:888:88 0.56 4位数的GaP绿色七段显示 54AC08 Quad 2-Input AND Gate; Package: CERPACK; No of Pins: 14 18:888:88 0.56 4位数的GaP绿色七段显示 54AC05 Hex Inverter with Open Drain Outputs; Package: LCC; No of Pins: 20 18:888:88 0.56 4位数的GaP绿色七段显示 CONNECTOR 连接 Low Voltage 20-Bit D-Type Flip-Flops with 5V Tolerant Inputs and Outputs; Package: SSOP; No of Pins: 56; Container: Tape &amp; Reel 18:888:88 0.56 4位数的GaP绿色七段显示 MB 18C 18#20 SKT PLUG 18:888:88 0.56 4位数的GaP绿色七段显示 LF147/LF347 Wide Bandwidth Quad JFET Input Operational Amplifiers; Package: SOIC NARROW; No of Pins: 14; Qty per Container: 55; Container: Rail 18:888:88 0.56 4位数的GaP绿色七段显示 54AC574 54ACT574 Octal D-Type Flip-Flop with TRI-STATE Outputs; Package: CERDIP; No of Pins: 20 18:888:88 0.56 4位数GaP绿色七段显示 18:88 and 88:88 0.56 Four Digit GaP Green Seven Segment Display 18:8888:88 0.56 4位数的GaP绿色七段显示 Circular Connector; No. of Contacts:8; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:16-8 18:888:88 0.56 4位数的GaP绿色七段显示 54AC257 54ACT257 Quad 2-Input Multiplexer with TRI-STATE Outputs; Package: LCC; No of Pins: 20 18:888:88 0.56 4位数的GaP绿色七段显示 54ACT112 Dual JK Negative Edge-Triggered Flip-Flop; Package: CERPACK; No of Pins: 16 18:888:88 0.56 4位数的GaP绿色七段显示 Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 470uF; Voltage: 6.3V; Case Size: 8x11.5 mm; Packaging: Bulk 18:888:88 0.56 4位数的GaP绿色七段显示 54AC244/54ACT244 Octal Buffer/Line Driver with -TRISTATE Outputs; Package: LCC; No of Pins: 20 18:888:88 0.56 4位数的GaP绿色七段显示 TV 56C 48#20 8#16 PIN WALL REC 18:888:88 0.56 4位数的GaP绿色七段显示 TV 29C 29#16 PIN WALL RECP 18:888:88 0.56 4位数的GaP绿色七段显示 PTSE 10C 10#20 SKT PLUG 18:888:88 0.56 4位数的GaP绿色七段显示 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT08; Number of Contacts:8; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug 18:888:88 0.56 4位数的GaP绿色七段显示 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT08; Number of Contacts:26; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug 18:888:88 0.56 4位数的GaP绿色七段显示 54AC541 Octal Buffer/Line Driver with TRI-STATE Outputs; Package: CERPACK; No of Pins: 20 18:888:88 0.56 4位数的GaP绿色七段显示 18:88 and 88:88 0.56 Four Digit GaP Green Seven Segment Display 18:888:88 0.56 4位数的GaP绿色七段显示 54AC244/54ACT244 Octal Buffer/Line Driver with -TRISTATE Outputs; Package: CERDIP; No of Pins: 20 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT02; Number of Contacts:4; Connector Shell Size:8; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; Number of Contacts:30; Connector Shell Size:18; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:30; Connector Shell Size:18; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:18-30 LF155/LF156/LF256/LF257/LF355/LF356/LF357 JFET Input Operational Amplifiers; Package: TO-99; No of Pins: 8; Qty per Container: 500; Container: Box 54AC377 54ACT377 Octal D Flip-Flop with Clock Enable; Package: LCC; No of Pins: 20; Qty per Container: 50; Container: Rail LF147/LF347 Wide Bandwidth Quad JFET Input Operational Amplifiers; Package: MDIP; No of Pins: 14; Qty per Container: 25; Container: Rail LF147/LF347 Wide Bandwidth Quad JFET Input Operational Amplifiers; Package: CERDIP; No of Pins: 14; Qty per Container: 25; Container: Rail Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:61; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle 54AC273 Octal D Flip-Flop; Package: CERPACK; No of Pins: 20 MB 19C 19#20 PIN PLUG Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3126; Number of Contacts:41; Connector Shell Size:20; Connecting Termination:Crimp; Circular Shell Style:Straight Plug Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; No. of Contacts:30; Connector Shell Size:18; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Gender:Male 54AC32 Quad 2-Input OR Gate; Package: CERPACK; No of Pins: 14 54AC32 Quad 2-Input OR Gate; Package: CERDIP; No of Pins: 14 Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 22uF; Voltage: 10V; Case Size: 5x11.5 mm; Packaging: Bulk Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 150uF; Voltage: 6.3V; Case Size: 6.3x11 mm; Packaging: Bulk 54AC174/54ACT174 Hex D Flip-Flop with Master Reset; Package: CERPACK; No of Pins: 16 54AC14 Hex Inverter with Schmitt Trigger Input; Package: CERPACK; No of Pins: 14 54AC14 Hex Inverter with Schmitt Trigger Input; Package: CERDIP; No of Pins: 14 PTCE 18C 18#20 PIN RECP Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 1000uF; Voltage: 10V; Case Size: 10x16 mm; Packaging: Bulk Low-Voltage Quadruple FET Bus Switch 16-SSOP/QSOP -40 to 85 Low-Voltage Single FET Bus Switch 5-SOT-23 -40 to 85 5015 RR 2#16S PIN PLUG Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT08; No. of Contacts:26; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug; Body Style:Right Angle Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT08; No. of Contacts:8; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug; Body Style:Right Angle Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 100uF; Voltage: 10V; Case Size: 5x11 mm; Packaging: Bulk Low Voltage 20-Bit D-Type Flip-Flops with 5V Tolerant Inputs and Outputs; Package: SSOP; No of Pins: 56; Container: Rail LF198/LF298/LF398, LF198A/LF398A Monolithic Sample-and-Hold Circuits; Package: TO-99; No of Pins: 8; Qty per Container: 20; Container: Tray LF198/LF298/LF398, LF198A/LF398A Monolithic Sample-and-Hold Circuits; Package: TO-99; No of Pins: 8; Qty per Container: 500; Container: Box Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; Number of Contacts:8; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; No. of Contacts:8; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight 54AC245 54ACT245 Octal Bidirectional Transceiver with TRI-STATE Inputs/Outputs; Package: CERPACK; No of Pins: 20 54AC244/54ACT244 Octal Buffer/Line Driver with -TRISTATE Outputs; Package: CERPACK; No of Pins: 20 Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; Number of Contacts:128; Connector Shell Size:25; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:11; Connector Shell Size:18; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:18-11 54ACT112 Dual JK Negative Edge-Triggered Flip-Flop; Package: LCC; No of Pins: 20 Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:23; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:16-99 Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:8; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:16-8 54AC74/54ACT74 Dual D-Type Positive Edge-Triggered Flip-Flop; Package: CERDIP; No of Pins: 14 5015 RR 3#16S SKT PLUG L/C 54AC520 • 54ACT520 8-Bit Identity Comparator; Package: CERDIP; No of Pins: 20 PTCE 16C 16#16 PIN RECP Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT02; No. of Contacts:4; Connector Shell Size:8; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle; Body Style:Straight Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; No. of Contacts:128; Connector Shell Size:25; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight 54AC86 Quad 2-Input Exclusive-OR Gate; Package: CERPACK; No of Pins: 14 54AC374 54ACT374 Octal D Flip-Flop with TRI-STATE Outputs; Package: CERPACK; No of Pins: 20 PT 5C 5#20 SKT RECP Circular Connector; No. of Contacts:5; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:10; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:10-5 CIRCULAR CONNECTORS, INDUSTRIAL; PT02 SERIES ; PT 5C 5#20 PIN RECP 5015 RR 5#16S SKT PLUG 5015 RR 6#16S SKT PLUG LM139/LM239/LM339/LM2901/LM3302 Low Power Low Offset Voltage Quad Comparators; Package: CERPACK; No of Pins: 14; Container: Tray 5015 RR 5#16S PIN PLUG 5015 RR 4#16S SKT PLUG 5015 RR 2#16S SKT PLUG L/C Low-Voltage Single FET Bus Switch 5-SC70 -40 to 85 Low-Voltage 20-Bit FET Bus Switch With Precharged Outputs 48-SSOP -40 to 85 Low Voltage Buffer/Line Driver with 5V Tolerant Inputs and Outputs with 26 Ohm Series Resistors in the Outputs; Package: SSOP; No of Pins: 20; Container: Rail Low Voltage 20-Bit D-Type Flip-Flops with 5V Tolerant Inputs and Outputs; Package: TSSOP; No of Pins: 56; Container: Tape & Reel Low Voltage 20-Bit D-Type Flip-Flops with 5V Tolerant Inputs and Outputs; Package: TSSOP; No of Pins: 56; Container: Rail Low Voltage 20-Bit D-Type Flip-Flops with 5V Tolerant Inputs and Outputs; Package: SSOP; No of Pins: 56; Container: Tape & Reel Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT08; Number of Contacts:23; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT08; No. of Contacts:23; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug; Body Style:Right Angle CIRCULAR CONNECTORS, INDUSTRIAL; PT08 SERIES Circular Connector; No. of Contacts:23; Series:; Body Material:Aluminum; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Right Angle Plug; Insert Arrangement:16-23 54AC05 Hex Inverter with Open Drain Outputs; Package: CERPACK; No of Pins: 14 MB 15C 14#20 1#16 SKT PLUG 54AC00/54ACT00 Quad 2-Input NAND Gate; Package: CERPACK; No of Pins: 14 54AC08 Quad 2-Input AND Gate; Package: CERDIP; No of Pins: 14 54AC04 Hex Inverter; Package: CERPACK; No of Pins: 14 54AC02 Quad 2-Input NOR Gate; Package: CERDIP; No of Pins: 14 54AC04 Hex Inverter; Package: CERDIP; No of Pins: 14 LM148/LM248/LM348 Quad 741 Op Amps; Package: CERDIP; No of Pins: 14; Qty per Container: 25; Container: Rail LM148/LM248/LM348 Quad 741 Op Amps; Package: CERPACK; No of Pins: 14; Qty per Container: 42; Container: Tray LM148/LM248/LM348 Quad 741 Op Amps; Package: CERPACK; No of Pins: 14; Qty per Container: 19; Container: Rail LM148/LM248/LM348 Quad 741 Op Amps; Package: CERPACK; No of Pins: 14; Container: Rail LM193/LM293/LM393/LM2903 Low Power Low Offset Voltage Dual Comparators; Package: CERDIP; No of Pins: 8; Qty per Container: 40; Container: Rail LM193/LM293/LM393/LM2903 Low Power Low Offset Voltage Dual Comparators; Package: TO-99; No of Pins: 8; Qty per Container: 20; Container: Tray 
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	Part No.	HDSP-B10G-MM300 5082-B01G-00000 5082-B01G-00200 5082-B01G-00300 5082-B01G-0K000 5082-B01G-0K200 5082-B01G-0K300 5082-B01G-0L000 5082-B01G-0L200 5082-B01G-0L300 5082-B01G-0M000 5082-B01G-0M200 5082-B01G-0M300 5082-B01G-K0000 5082-B01G-K0200 5082-B01G-K0300 5082-B01G-KK000 5082-B01G-KK200 5082-B01G-KK300 5082-B01G-KL000 5082-B01G-KL200 5082-B01G-KL300 5082-B01G-KM000 5082-B01G-KM200 5082-B01G-KM300 5082-B01G-L0000 5082-B01G-L0200 5082-B01G-L0300 5082-B01G-LK000 5082-B01G-LK200 5082-B01G-LK300  

	Description	   18:88 and 88:88 0.56 Four Digit GaP Green Seven Segment Display 
 HDSP-B04G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display
HDSP-B09G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display
HDSP-B06G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display
HDSP-B07G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display
HDSP-B03G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display
HDSP-B02G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display
HDSP-B01G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display
HDSP-B10G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; No. of Contacts:100; Connector Shell Size:23; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
Sealed Modular Connector; Body Material:Metalized Nickel Composite; Connector Shell Back Termination:Female RJ45; Modular Connector Shell Style:Square Flange Receptacle
7 SEG NUMERIC DISPLAY, GREEN, 14.22 mm
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:16; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
PT 8C 8#16 PIN PLUG
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; No. of Contacts:11; Connector Shell Size:18; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight
188 and 888 0.56" four digit GaP green seven segment display 18:888:88 0.56“四位数的GaP绿色七段显示
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 220uF; Voltage: 10V; Case Size: 6.3x11 mm; Packaging: Bulk 18:888:88 0.56 4位数的GaP绿色七段显示
Circular Connector; No. of Contacts:23; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Pin; Circular Shell Style:Right Angle Plug; Insert Arrangement:16-23 18:888:88 0.56 4位数的GaP绿色七段显示
54AC08 Quad 2-Input AND Gate; Package: CERPACK; No of Pins: 14 18:888:88 0.56 4位数的GaP绿色七段显示
54AC05 Hex Inverter with Open Drain Outputs; Package: LCC; No of Pins: 20 18:888:88 0.56 4位数的GaP绿色七段显示
CONNECTOR 连接
Low Voltage 20-Bit D-Type Flip-Flops with 5V Tolerant Inputs and Outputs; Package: SSOP; No of Pins: 56; Container: Tape &amp; Reel 18:888:88 0.56 4位数的GaP绿色七段显示
MB 18C 18#20 SKT PLUG 18:888:88 0.56 4位数的GaP绿色七段显示
LF147/LF347 Wide Bandwidth Quad JFET Input Operational Amplifiers; Package: SOIC NARROW; No of Pins: 14; Qty per Container: 55; Container: Rail 18:888:88 0.56 4位数的GaP绿色七段显示
54AC574 54ACT574 Octal D-Type Flip-Flop with TRI-STATE Outputs; Package: CERDIP; No of Pins: 20 18:888:88 0.56 4位数GaP绿色七段显示
18:88 and 88:88 0.56 Four Digit GaP Green Seven Segment Display 18:8888:88 0.56 4位数的GaP绿色七段显示
Circular Connector; No. of Contacts:8; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:16-8 18:888:88 0.56 4位数的GaP绿色七段显示
54AC257 54ACT257 Quad 2-Input Multiplexer with TRI-STATE Outputs; Package: LCC; No of Pins: 20 18:888:88 0.56 4位数的GaP绿色七段显示
54ACT112 Dual JK Negative Edge-Triggered Flip-Flop; Package: CERPACK; No of Pins: 16 18:888:88 0.56 4位数的GaP绿色七段显示
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 470uF; Voltage: 6.3V; Case Size: 8x11.5 mm; Packaging: Bulk 18:888:88 0.56 4位数的GaP绿色七段显示
54AC244/54ACT244 Octal Buffer/Line Driver with -TRISTATE Outputs; Package: LCC; No of Pins: 20 18:888:88 0.56 4位数的GaP绿色七段显示
TV 56C 48#20 8#16 PIN WALL REC 18:888:88 0.56 4位数的GaP绿色七段显示
TV 29C 29#16 PIN WALL RECP 18:888:88 0.56 4位数的GaP绿色七段显示
PTSE 10C 10#20 SKT PLUG 18:888:88 0.56 4位数的GaP绿色七段显示
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT08; Number of Contacts:8; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug 18:888:88 0.56 4位数的GaP绿色七段显示
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT08; Number of Contacts:26; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug 18:888:88 0.56 4位数的GaP绿色七段显示
54AC541 Octal Buffer/Line Driver with TRI-STATE Outputs; Package: CERPACK; No of Pins: 20 18:888:88 0.56 4位数的GaP绿色七段显示
18:88 and 88:88 0.56 Four Digit GaP Green Seven Segment Display 18:888:88 0.56 4位数的GaP绿色七段显示
54AC244/54ACT244 Octal Buffer/Line Driver with -TRISTATE Outputs; Package: CERDIP; No of Pins: 20
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT02; Number of Contacts:4; Connector Shell Size:8; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; Number of Contacts:30; Connector Shell Size:18; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:30; Connector Shell Size:18; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:18-30
LF155/LF156/LF256/LF257/LF355/LF356/LF357 JFET Input Operational Amplifiers; Package: TO-99; No of Pins: 8; Qty per Container: 500; Container: Box
54AC377 54ACT377 Octal D Flip-Flop with Clock Enable; Package: LCC; No of Pins: 20; Qty per Container: 50; Container: Rail
LF147/LF347 Wide Bandwidth Quad JFET Input Operational Amplifiers; Package: MDIP; No of Pins: 14; Qty per Container: 25; Container: Rail
LF147/LF347 Wide Bandwidth Quad JFET Input Operational Amplifiers; Package: CERDIP; No of Pins: 14; Qty per Container: 25; Container: Rail
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:61; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
54AC273 Octal D Flip-Flop; Package: CERPACK; No of Pins: 20
MB 19C 19#20 PIN PLUG
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3126; Number of Contacts:41; Connector Shell Size:20; Connecting Termination:Crimp; Circular Shell Style:Straight Plug
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; No. of Contacts:30; Connector Shell Size:18; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Gender:Male
54AC32 Quad 2-Input OR Gate; Package: CERPACK; No of Pins: 14
54AC32 Quad 2-Input OR Gate; Package: CERDIP; No of Pins: 14
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 22uF; Voltage: 10V; Case Size: 5x11.5 mm; Packaging: Bulk
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 150uF; Voltage: 6.3V; Case Size: 6.3x11 mm; Packaging: Bulk
54AC174/54ACT174 Hex D Flip-Flop with Master Reset; Package: CERPACK; No of Pins: 16
54AC14 Hex Inverter with Schmitt Trigger Input; Package: CERPACK; No of Pins: 14
54AC14 Hex Inverter with Schmitt Trigger Input; Package: CERDIP; No of Pins: 14
PTCE 18C 18#20 PIN RECP
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 1000uF; Voltage: 10V; Case Size: 10x16 mm; Packaging: Bulk
Low-Voltage Quadruple FET Bus Switch 16-SSOP/QSOP -40 to 85
Low-Voltage Single FET Bus Switch 5-SOT-23 -40 to 85
5015 RR 2#16S PIN PLUG
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT08; No. of Contacts:26; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug; Body Style:Right Angle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT08; No. of Contacts:8; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug; Body Style:Right Angle
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 100uF; Voltage: 10V; Case Size: 5x11 mm; Packaging: Bulk
Low Voltage 20-Bit D-Type Flip-Flops with 5V Tolerant Inputs and Outputs; Package: SSOP; No of Pins: 56; Container: Rail
LF198/LF298/LF398, LF198A/LF398A Monolithic Sample-and-Hold Circuits; Package: TO-99; No of Pins: 8; Qty per Container: 20; Container: Tray
LF198/LF298/LF398, LF198A/LF398A Monolithic Sample-and-Hold Circuits; Package: TO-99; No of Pins: 8; Qty per Container: 500; Container: Box
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; Number of Contacts:8; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; No. of Contacts:8; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight
54AC245 54ACT245 Octal Bidirectional Transceiver with TRI-STATE Inputs/Outputs; Package: CERPACK; No of Pins: 20
54AC244/54ACT244 Octal Buffer/Line Driver with -TRISTATE Outputs; Package: CERPACK; No of Pins: 20
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; Number of Contacts:128; Connector Shell Size:25; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:11; Connector Shell Size:18; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:18-11
54ACT112 Dual JK Negative Edge-Triggered Flip-Flop; Package: LCC; No of Pins: 20
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:23; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:16-99
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:8; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:16-8
54AC74/54ACT74 Dual D-Type Positive Edge-Triggered Flip-Flop; Package: CERDIP; No of Pins: 14
5015 RR 3#16S SKT PLUG L/C
54AC520 • 54ACT520 8-Bit Identity Comparator; Package: CERDIP; No of Pins: 20
PTCE 16C 16#16 PIN RECP
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT02; No. of Contacts:4; Connector Shell Size:8; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; No. of Contacts:128; Connector Shell Size:25; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
54AC86 Quad 2-Input Exclusive-OR Gate; Package: CERPACK; No of Pins: 14
54AC374 54ACT374 Octal D Flip-Flop with TRI-STATE Outputs; Package: CERPACK; No of Pins: 20
PT 5C 5#20 SKT RECP
Circular Connector; No. of Contacts:5; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:10; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:10-5
CIRCULAR CONNECTORS, INDUSTRIAL; PT02 SERIES ; PT 5C 5#20 PIN RECP
5015 RR 5#16S SKT PLUG
5015 RR 6#16S SKT PLUG
LM139/LM239/LM339/LM2901/LM3302 Low Power Low Offset Voltage Quad Comparators; Package: CERPACK; No of Pins: 14; Container: Tray
5015 RR 5#16S PIN PLUG
5015 RR 4#16S SKT PLUG
5015 RR 2#16S SKT PLUG L/C
Low-Voltage Single FET Bus Switch 5-SC70 -40 to 85
Low-Voltage 20-Bit FET Bus Switch With Precharged Outputs 48-SSOP -40 to 85
Low Voltage Buffer/Line Driver with 5V Tolerant Inputs and Outputs with 26 Ohm Series Resistors in the Outputs; Package: SSOP; No of Pins: 20; Container: Rail
Low Voltage 20-Bit D-Type Flip-Flops with 5V Tolerant Inputs and Outputs; Package: TSSOP; No of Pins: 56; Container: Tape & Reel
Low Voltage 20-Bit D-Type Flip-Flops with 5V Tolerant Inputs and Outputs; Package: TSSOP; No of Pins: 56; Container: Rail
Low Voltage 20-Bit D-Type Flip-Flops with 5V Tolerant Inputs and Outputs; Package: SSOP; No of Pins: 56; Container: Tape & Reel
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT08; Number of Contacts:23; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT08; No. of Contacts:23; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug; Body Style:Right Angle
CIRCULAR CONNECTORS, INDUSTRIAL; PT08 SERIES
Circular Connector; No. of Contacts:23; Series:; Body Material:Aluminum; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Right Angle Plug; Insert Arrangement:16-23
54AC05 Hex Inverter with Open Drain Outputs; Package: CERPACK; No of Pins: 14
MB 15C 14#20 1#16 SKT PLUG
54AC00/54ACT00 Quad 2-Input NAND Gate; Package: CERPACK; No of Pins: 14
54AC08 Quad 2-Input AND Gate; Package: CERDIP; No of Pins: 14
54AC04 Hex Inverter; Package: CERPACK; No of Pins: 14
54AC02 Quad 2-Input NOR Gate; Package: CERDIP; No of Pins: 14
54AC04 Hex Inverter; Package: CERDIP; No of Pins: 14
LM148/LM248/LM348 Quad 741 Op Amps; Package: CERDIP; No of Pins: 14; Qty per Container: 25; Container: Rail
LM148/LM248/LM348 Quad 741 Op Amps; Package: CERPACK; No of Pins: 14; Qty per Container: 42; Container: Tray
LM148/LM248/LM348 Quad 741 Op Amps; Package: CERPACK; No of Pins: 14; Qty per Container: 19; Container: Rail
LM148/LM248/LM348 Quad 741 Op Amps; Package: CERPACK; No of Pins: 14; Container: Rail
LM193/LM293/LM393/LM2903 Low Power Low Offset Voltage Dual Comparators; Package: CERDIP; No of Pins: 8; Qty per Container: 40; Container: Rail
LM193/LM293/LM393/LM2903 Low Power Low Offset Voltage Dual Comparators; Package: TO-99; No of Pins: 8; Qty per Container: 20; Container: Tray
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 			 Full text search :    18:88 and 88:88 0.56 Four Digit GaP Green Seven Segment Display HDSP-B04G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display HDSP-B09G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display HDSP-B06G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display HDSP-B07G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display HDSP-B03G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display HDSP-B02G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display HDSP-B01G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display HDSP-B10G · 18:88 and 88:88 0.56" Four Digit GaP Green Seven Segment Display Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; No. of Contacts:100; Connector Shell Size:23; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight Sealed Modular Connector; Body Material:Metalized Nickel Composite; Connector Shell Back Termination:Female RJ45; Modular Connector Shell Style:Square Flange Receptacle 7 SEG NUMERIC DISPLAY, GREEN, 14.22 mm Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:16; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle PT 8C 8#16 PIN PLUG Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; No. of Contacts:11; Connector Shell Size:18; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight 188 and 888 0.56" four digit GaP green seven segment display 18:888:88 0.56“四位数的GaP绿色七段显示 Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 220uF; Voltage: 10V; Case Size: 6.3x11 mm; Packaging: Bulk 18:888:88 0.56 4位数的GaP绿色七段显示 Circular Connector; No. of Contacts:23; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Pin; Circular Shell Style:Right Angle Plug; Insert Arrangement:16-23 18:888:88 0.56 4位数的GaP绿色七段显示 54AC08 Quad 2-Input AND Gate; Package: CERPACK; No of Pins: 14 18:888:88 0.56 4位数的GaP绿色七段显示 54AC05 Hex Inverter with Open Drain Outputs; Package: LCC; No of Pins: 20 18:888:88 0.56 4位数的GaP绿色七段显示 CONNECTOR 连接 Low Voltage 20-Bit D-Type Flip-Flops with 5V Tolerant Inputs and Outputs; Package: SSOP; No of Pins: 56; Container: Tape &amp; Reel 18:888:88 0.56 4位数的GaP绿色七段显示 MB 18C 18#20 SKT PLUG 18:888:88 0.56 4位数的GaP绿色七段显示 LF147/LF347 Wide Bandwidth Quad JFET Input Operational Amplifiers; Package: SOIC NARROW; No of Pins: 14; Qty per Container: 55; Container: Rail 18:888:88 0.56 4位数的GaP绿色七段显示 54AC574 54ACT574 Octal D-Type Flip-Flop with TRI-STATE Outputs; Package: CERDIP; No of Pins: 20 18:888:88 0.56 4位数GaP绿色七段显示 18:88 and 88:88 0.56 Four Digit GaP Green Seven Segment Display 18:8888:88 0.56 4位数的GaP绿色七段显示 Circular Connector; No. of Contacts:8; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:16-8 18:888:88 0.56 4位数的GaP绿色七段显示 54AC257 54ACT257 Quad 2-Input Multiplexer with TRI-STATE Outputs; Package: LCC; No of Pins: 20 18:888:88 0.56 4位数的GaP绿色七段显示 54ACT112 Dual JK Negative Edge-Triggered Flip-Flop; Package: CERPACK; No of Pins: 16 18:888:88 0.56 4位数的GaP绿色七段显示 Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 470uF; Voltage: 6.3V; Case Size: 8x11.5 mm; Packaging: Bulk 18:888:88 0.56 4位数的GaP绿色七段显示 54AC244/54ACT244 Octal Buffer/Line Driver with -TRISTATE Outputs; Package: LCC; No of Pins: 20 18:888:88 0.56 4位数的GaP绿色七段显示 TV 56C 48#20 8#16 PIN WALL REC 18:888:88 0.56 4位数的GaP绿色七段显示 TV 29C 29#16 PIN WALL RECP 18:888:88 0.56 4位数的GaP绿色七段显示 PTSE 10C 10#20 SKT PLUG 18:888:88 0.56 4位数的GaP绿色七段显示 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT08; Number of Contacts:8; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug 18:888:88 0.56 4位数的GaP绿色七段显示 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT08; Number of Contacts:26; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug 18:888:88 0.56 4位数的GaP绿色七段显示 54AC541 Octal Buffer/Line Driver with TRI-STATE Outputs; Package: CERPACK; No of Pins: 20 18:888:88 0.56 4位数的GaP绿色七段显示 18:88 and 88:88 0.56 Four Digit GaP Green Seven Segment Display 18:888:88 0.56 4位数的GaP绿色七段显示 54AC244/54ACT244 Octal Buffer/Line Driver with -TRISTATE Outputs; Package: CERDIP; No of Pins: 20 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT02; Number of Contacts:4; Connector Shell Size:8; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; Number of Contacts:30; Connector Shell Size:18; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:30; Connector Shell Size:18; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:18-30 LF155/LF156/LF256/LF257/LF355/LF356/LF357 JFET Input Operational Amplifiers; Package: TO-99; No of Pins: 8; Qty per Container: 500; Container: Box 54AC377 54ACT377 Octal D Flip-Flop with Clock Enable; Package: LCC; No of Pins: 20; Qty per Container: 50; Container: Rail LF147/LF347 Wide Bandwidth Quad JFET Input Operational Amplifiers; Package: MDIP; No of Pins: 14; Qty per Container: 25; Container: Rail LF147/LF347 Wide Bandwidth Quad JFET Input Operational Amplifiers; Package: CERDIP; No of Pins: 14; Qty per Container: 25; Container: Rail Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:61; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle 54AC273 Octal D Flip-Flop; Package: CERPACK; No of Pins: 20 MB 19C 19#20 PIN PLUG Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3126; Number of Contacts:41; Connector Shell Size:20; Connecting Termination:Crimp; Circular Shell Style:Straight Plug Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; No. of Contacts:30; Connector Shell Size:18; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Gender:Male 54AC32 Quad 2-Input OR Gate; Package: CERPACK; No of Pins: 14 54AC32 Quad 2-Input OR Gate; Package: CERDIP; No of Pins: 14 Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 22uF; Voltage: 10V; Case Size: 5x11.5 mm; Packaging: Bulk Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 150uF; Voltage: 6.3V; Case Size: 6.3x11 mm; Packaging: Bulk 54AC174/54ACT174 Hex D Flip-Flop with Master Reset; Package: CERPACK; No of Pins: 16 54AC14 Hex Inverter with Schmitt Trigger Input; Package: CERPACK; No of Pins: 14 54AC14 Hex Inverter with Schmitt Trigger Input; Package: CERDIP; No of Pins: 14 PTCE 18C 18#20 PIN RECP Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 1000uF; Voltage: 10V; Case Size: 10x16 mm; Packaging: Bulk Low-Voltage Quadruple FET Bus Switch 16-SSOP/QSOP -40 to 85 Low-Voltage Single FET Bus Switch 5-SOT-23 -40 to 85 5015 RR 2#16S PIN PLUG Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT08; No. of Contacts:26; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug; Body Style:Right Angle Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT08; No. of Contacts:8; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug; Body Style:Right Angle Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 100uF; Voltage: 10V; Case Size: 5x11 mm; Packaging: Bulk Low Voltage 20-Bit D-Type Flip-Flops with 5V Tolerant Inputs and Outputs; Package: SSOP; No of Pins: 56; Container: Rail LF198/LF298/LF398, LF198A/LF398A Monolithic Sample-and-Hold Circuits; Package: TO-99; No of Pins: 8; Qty per Container: 20; Container: Tray LF198/LF298/LF398, LF198A/LF398A Monolithic Sample-and-Hold Circuits; Package: TO-99; No of Pins: 8; Qty per Container: 500; Container: Box Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; Number of Contacts:8; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; No. of Contacts:8; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight 54AC245 54ACT245 Octal Bidirectional Transceiver with TRI-STATE Inputs/Outputs; Package: CERPACK; No of Pins: 20 54AC244/54ACT244 Octal Buffer/Line Driver with -TRISTATE Outputs; Package: CERPACK; No of Pins: 20 Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; Number of Contacts:128; Connector Shell Size:25; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:11; Connector Shell Size:18; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:18-11 54ACT112 Dual JK Negative Edge-Triggered Flip-Flop; Package: LCC; No of Pins: 20 Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:23; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:16-99 Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:8; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:16-8 54AC74/54ACT74 Dual D-Type Positive Edge-Triggered Flip-Flop; Package: CERDIP; No of Pins: 14 5015 RR 3#16S SKT PLUG L/C 54AC520 • 54ACT520 8-Bit Identity Comparator; Package: CERDIP; No of Pins: 20 PTCE 16C 16#16 PIN RECP Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT02; No. of Contacts:4; Connector Shell Size:8; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle; Body Style:Straight Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; No. of Contacts:128; Connector Shell Size:25; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight 54AC86 Quad 2-Input Exclusive-OR Gate; Package: CERPACK; No of Pins: 14 54AC374 54ACT374 Octal D Flip-Flop with TRI-STATE Outputs; Package: CERPACK; No of Pins: 20 PT 5C 5#20 SKT RECP Circular Connector; No. of Contacts:5; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:10; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:10-5 CIRCULAR CONNECTORS, INDUSTRIAL; PT02 SERIES ; PT 5C 5#20 PIN RECP 5015 RR 5#16S SKT PLUG 5015 RR 6#16S SKT PLUG LM139/LM239/LM339/LM2901/LM3302 Low Power Low Offset Voltage Quad Comparators; Package: CERPACK; No of Pins: 14; Container: Tray 5015 RR 5#16S PIN PLUG 5015 RR 4#16S SKT PLUG 5015 RR 2#16S SKT PLUG L/C Low-Voltage Single FET Bus Switch 5-SC70 -40 to 85 Low-Voltage 20-Bit FET Bus Switch With Precharged Outputs 48-SSOP -40 to 85 Low Voltage Buffer/Line Driver with 5V Tolerant Inputs and Outputs with 26 Ohm Series Resistors in the Outputs; Package: SSOP; No of Pins: 20; Container: Rail Low Voltage 20-Bit D-Type Flip-Flops with 5V Tolerant Inputs and Outputs; Package: TSSOP; No of Pins: 56; Container: Tape & Reel Low Voltage 20-Bit D-Type Flip-Flops with 5V Tolerant Inputs and Outputs; Package: TSSOP; No of Pins: 56; Container: Rail Low Voltage 20-Bit D-Type Flip-Flops with 5V Tolerant Inputs and Outputs; Package: SSOP; No of Pins: 56; Container: Tape & Reel Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT08; Number of Contacts:23; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT08; No. of Contacts:23; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug; Body Style:Right Angle CIRCULAR CONNECTORS, INDUSTRIAL; PT08 SERIES Circular Connector; No. of Contacts:23; Series:; Body Material:Aluminum; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Right Angle Plug; Insert Arrangement:16-23 54AC05 Hex Inverter with Open Drain Outputs; Package: CERPACK; No of Pins: 14 MB 15C 14#20 1#16 SKT PLUG 54AC00/54ACT00 Quad 2-Input NAND Gate; Package: CERPACK; No of Pins: 14 54AC08 Quad 2-Input AND Gate; Package: CERDIP; No of Pins: 14 54AC04 Hex Inverter; Package: CERPACK; No of Pins: 14 54AC02 Quad 2-Input NOR Gate; Package: CERDIP; No of Pins: 14 54AC04 Hex Inverter; Package: CERDIP; No of Pins: 14 LM148/LM248/LM348 Quad 741 Op Amps; Package: CERDIP; No of Pins: 14; Qty per Container: 25; Container: Rail LM148/LM248/LM348 Quad 741 Op Amps; Package: CERPACK; No of Pins: 14; Qty per Container: 42; Container: Tray LM148/LM248/LM348 Quad 741 Op Amps; Package: CERPACK; No of Pins: 14; Qty per Container: 19; Container: Rail LM148/LM248/LM348 Quad 741 Op Amps; Package: CERPACK; No of Pins: 14; Container: Rail LM193/LM293/LM393/LM2903 Low Power Low Offset Voltage Dual Comparators; Package: CERDIP; No of Pins: 8; Qty per Container: 40; Container: Rail LM193/LM293/LM393/LM2903 Low Power Low Offset Voltage Dual Comparators; Package: TO-99; No of Pins: 8; Qty per Container: 20; Container: Tray   
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