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			 Related Part Number
	
					PART	Description	Maker
	TML15212 TML05112 TML15105 TML15124 TML05205 TML10	   Encapsulated Power Supply
15 Watt, input voltage range: 85-264V, output voltage  /-12V ( /-650mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 5/ /-15V (2000/ /-150mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 12V (2500mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 15V (2000mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage  /-5V ( /-3000mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 15V (1000mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage  /-5V ( /-1500mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 12V (1250mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage  /-12V ( /-1300mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 24V (1250mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 5V (6000mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 3.3V (6000mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 5/ /-12V (2000/ /-200mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage  /-15V ( /-500mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 24V (625mA), encapsulated power supply
	TRACOPOWER[TRACO Electronic AG]
TRACO[Traco Electronic AG]

	BFY50 BFY51 BFY52 	ECONOLINE: RM & RL - Single Output Rail- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- High Efficiency for Low Power Applications- UL94V-0 Package Material- Toroidal Magnetics- Fully Encapsulated- Efficiency to 80%
NPN medium power transistors
	NXP Semiconductors
PHILIPS[Philips Semiconductors]

	RSBL-12 RSBL-9 RSBL-9-S RSB-12 RSB-12-S RSB-24 RSB	Using Permanent Magnet, High sensitivity Two Poles Signal Relay RSB RELAYS 使用永磁，两极高灵敏度信号继电器RSB继电
ECONOLINE: RM & RL - Single Output Rail- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- High Efficiency for Low Power Applications- UL94V-0 Package Material- Toroidal Magnetics- Fully Encapsulated- Efficiency to 80% 使用永磁，两极高灵敏度信号继电器RSB继电
ECONOLINE: RM & RL - Single Output Rail- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- High Efficiency for Low Power Applications- UL94V-0 Package Material- Toroidal Magnetics- Fully Encapsulated- Efficiency to 80%
Explosion-Proof Limit Switches Series CX: Standard Housing: Side Rotary, Lever not included
From old datasheet system
	Electronic Theatre Controls, Inc.
ETC[ETC]
N.A.
List of Unclassifed Manufacturers
http://

	BFS380L6 	ECONOLINE: RM & RL - Single Output Rail- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- High Efficiency for Low Power Applications- UL94V-0 Package Material- Toroidal Magnetics- Fully Encapsulated- Efficiency to 80%
RF-Bipolar - NPN Silicon TWIN type RF-Transistor in TSLP-6 package for LNA and VCO Modules up to 4GHz
NPN Silicon RF Transistor
ECONOLINE: RM & RL - Single Output Rail- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- High Efficiency for Low Power Applications- UL94V-0 Package Material- Toroidal Magnetics- Fully Encapsulated- Efficiency to 80%
	INFINEON[Infineon Technologies AG]

	E28F004BL-T150 E28F004BL-B150 E28F400BL-T150 PA28F	4-MBlT (256K x 16/ 512K x 8) LOW-POWER BOOT BLOCK FLASH MEMORY FAMILY
ECONOLINE: RM & RL - Single Output Rail- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- High Efficiency for Low Power Applications- UL94V-0 Package Material- Toroidal Magnetics- Fully Encapsulated- Efficiency to 80%
Series 320 tactile switch with multiple color and cap options
FireWire Current Limiter and Low-Drop ORing Switch Controller 4 MBlT56K × 16。为512k × 8）低功耗启动块闪存系列
4-MBlT (256K x 16. 512K x 8) LOW-POWER BOOT BLOCK FLASH MEMORY FAMILY 4 MBlT56K × 16。为512k × 8）低功耗启动块闪存系列
4-MBlT (256K x 16, 512K x 8) LOW-POWER BOOT BLOCK FLASH MEMORY FAMILY 512K X 8 FLASH 12V PROM, 150 ns, PDSO40
4-MBlT (256K x 16, 512K x 8) LOW-POWER BOOT BLOCK FLASH MEMORY FAMILY 512K X 8 FLASH 12V PROM, 150 ns, PDSO56
	Intel Corporation
Intel Corp.
Rochester Electronics, LLC
Intel, Corp.
Sharp, Corp.

	IMP1233D IMP1810 IMP1811 IMP1812 IMP1815 IMP1816 I	4.125V power reset
RELAY 024VDC 01A DPDT-XX FORM:2C   UC
Bi-Lobe Standard Metal Shell Nano Offset Connector
Low Power 5V/3.0V P Reset
Low Power/ 5V/ P Reset
Low Power, 5V, 楼矛P Reset
Low Power 5V P Reset
Low Power, 5V, P Reset
Low Power, 5V, μP Reset
4.375V power reset
	IMP INC.
IMP  Inc
IMP[IMP, Inc]
IMP[IMP Inc]

	ESCC-5001DRL ESCC-5000 ESCC-5000DRL ESCC-5001 ESCC	5W Ultraminiature Encapsulated Switching Power Supplies
	Astrodyne Corporation
Astrodyne, Inc.

	ESCA-1522 ESCA-1500 ESCA-1501 ESCA-1502 ESCA-1503 	15W Ultraminiature Encapsulated Switching Power Supplies
	Astrodyne Corporation

	AZF-60S12 AZF-60S15 	AC/DC Power Module 60W Fully encapsulated Plastic Case
	Minmax Technology Co., Ltd.

	TLD1020-24-C0350 	Switch Mode Power Supplies Encapsulated Constant Current
	TRIAD MAGNETICS

	ERA-5SM ERA-3SM ERA-50SM ERA-4 ERA-4SM ERA-4XSM ER	MONOLITHIC AMPLIFIERS 50?BROADBAND DC to 8 GHz
MONOLITHIC AMPLIFIERS 50?/a> BROADBAND DC to 8 GHz
MONOLITHIC AMPLIFIERS 50 BROADBAND DC to 8 GHz
Surface Mount Monolithic Amplifier 50/ Broadband/ DC to 4 GHz
Monolithic Amplifier 50OHM/ Broadband/ DC to 4 GHz
AC-DC Converter, 60Watt,Input VAC: 90~260, Output VDC: 12, Max Output Current(A): 5, Package: Encapsulated, Isolation(VDC): 3000, Operating Temp.: -25C to  70C, Low Ripple & Noise, High Efficiency up to 80%, Indefinite (automatic recovery)
AC-DC Converter, 60Watt,Input VAC: 90~260, Output VDC: 5, Max Output Current(A): 10, Package: Encapsulated, Isolation(VDC): 3000, Operating Temp.: -25C to  70C, Low Ripple & Noise, High Efficiency up to 80%, Indefinite (automatic recovery)
AC-DC Converter, 60Watt,Input VAC: 90~260, Output VDC: 24, Max Output Current(A): 2.5, Package: Encapsulated, Isolation(VDC): 3000, Operating Temp.: -25C to  70C, Low Ripple & Noise, High Efficiency up to 80%, Indefinite (automatic recovery)
AC-DC Converter, 60Watt,Input VAC: 90~260, Output VDC: 15, Max Output Current(A): 4, Package: Encapsulated, Isolation(VDC): 3000, Operating Temp.: -25C to  70C, Low Ripple & Noise, High Efficiency up to 80%, Indefinite (automatic recovery)
AC-DC Converter, 75 Watt Input VAC: 90~260, Output VDC: 12, Max Output Current(A): 6.25, Package: Enclosed, Isolation(VDC): 3000, Operating Temp.: -25C to  70C, Low Ripple & Noise, High Efficiency up to 80%,Single Outputs
MONOLITHIC AMPLIFIERS 50з BROADBAND DC to 8 GHz 0 MHz - 4000 MHz RF/MICROWAVE WIDE BAND LOW POWER AMPLIFIER
MONOLITHIC AMPLIFIERS 50з BROADBAND DC to 8 GHz 0 MHz - 3000 MHz RF/MICROWAVE WIDE BAND LOW POWER AMPLIFIER
	MINI[Mini-Circuits]
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