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			ICL322406 - 1&#181;A,  3V to  5.5V, 250kbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70&deg;C; Package: 20-SSOP DUAL LINE TRANSCEIVER, PDSO20 1&#181;A,  3V to  5.5V, 250kbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70&deg;C; Package: 16-SSOP LINE TRANSCEIVER, PDSO16 1&#181;A,  3V to  5.5V, 250kbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SSOP T&amp;R LINE TRANSCEIVER, PDSO16 1&#181;A,  3V To  5.5V, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SSOP T&amp;R 5 LINE TRANSCEIVER, PDSO28 1 Microamp,  3V to  5.5V, 250kbps, RS-232 Transceivers with Enhanced Automatic Powerdown 
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	Part No.	ICL322406 ICL3244 ICL3224 ICL3226 ICL3238 ICL3238IA-T ICL3238IAZ-T ICL3226IAZ-T ICL3226IA-T ICL3226CAZ ICL3224CAZ   

	Description	1&#181;A,  3V to  5.5V, 250kbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70&deg;C; Package: 20-SSOP DUAL LINE TRANSCEIVER, PDSO20 
 1&#181;A,  3V to  5.5V, 250kbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70&deg;C; Package: 16-SSOP LINE TRANSCEIVER, PDSO16
1&#181;A,  3V to  5.5V, 250kbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SSOP T&amp;R LINE TRANSCEIVER, PDSO16
1&#181;A,  3V To  5.5V, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SSOP T&amp;R 5 LINE TRANSCEIVER, PDSO28
1 Microamp,  3V to  5.5V, 250kbps, RS-232 Transceivers with Enhanced Automatic Powerdown
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	Part: ICL3224CA
	Maker: Intersil
	Pack: ETC
	Stock: Reserved
	Unit price 
									for :
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	1000: 
									$0.00
	
									Email: oulindz@gmail.com

	
									
									
									
									Contact us



							


				





						
	Homepage	
						
	Download	[ 
						ICL322406 ICL3244 ICL3224 ICL3226 ICL3238 ICL3238IA-T ICL3238IAZ-T ICL3226IAZ-T ICL3226IA-T ICL3226C Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						ICL322406 ICL3244 ICL3224 ICL3226 ICL3238 ICL3238IA-T ICL3238IAZ-T ICL3226IAZ-T ICL3226IA-T ICL3226C Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[ICL322406 ICL3244 ICL3224 ICL3226 ICL3238 ICL3238IA-T ICL3238IAZ-T ICL3226IAZ-T ICL3226IA-T ICL3226C Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for ICL322406 ] 


					[ Price & Availability of ICL322406 by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : 1&#181;A,  3V to  5.5V, 250kbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70&deg;C; Package: 20-SSOP DUAL LINE TRANSCEIVER, PDSO20 1&#181;A,  3V to  5.5V, 250kbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70&deg;C; Package: 16-SSOP LINE TRANSCEIVER, PDSO16 1&#181;A,  3V to  5.5V, 250kbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SSOP T&amp;R LINE TRANSCEIVER, PDSO16 1&#181;A,  3V To  5.5V, 250kbps, RS-232 Transceivers With Enhanced Automatic Powerdown; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SSOP T&amp;R 5 LINE TRANSCEIVER, PDSO28 1 Microamp,  3V to  5.5V, 250kbps, RS-232 Transceivers with Enhanced Automatic Powerdown   
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