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			 Related Part Number
	
					PART	Description	Maker
	R1225N 	PWM/VFM step-down DC/DC Converter
	RICOH electronics devices division

	RP506K001C RP506K001F RP506KXX1A RP506KXX1B RP506K	2A PWM/VFM Step-down DC/DC Converter
	RICOH

	TC120 TC120303EHA TC120333EHA TC120503EHA TC120503	TC120 is a 300 KHz PFM/PWM step-down (Buck) DC/DC regulator/controller combination for use in systems operating from two or more cells, or in line-powered applications. It uses PWM as the primary modulation scheme, but automatically conver
TC120 is a 300 KHz PFM/PWM step-down (Buck) DC/DC regulator/controller combination for use in systems operating from two or more ...
PWM/PFM Step-Down Combination Regulator/Controller PWM / PFM切换降压组合稳压控制
	MICROCHIP[Microchip Technology]
Microchip Technology Inc.
Microchip Technology, Inc.

	R1224N152F R1224N122F R1224N152G R1224N102G R1224N	PWM/VFM step-down DC/DC Converter 脉宽调制/ VFM的降压型DC / DC转换
	Ricoh Co., Ltd.

	RN5RKXX1A RN5RK211A-TL RN5RK521B-TL RN5RK402A-TL R	SOT-23-5 VFM STEP-UP DC/DC CONVERTER
	RICOH[RICOH electronics devices division]

	RH5RIXX1B RH5RIXX2B RH5RI692B-T1 RH5RI692B-T2 RH5R	VFM Set-up DC/DC Converter
VFM step-up DC/DC converter. Output voltage 6.9V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 6.9V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 6.9V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T1
VFM step-up DC/DC converter. Output voltage 6.9V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 2.9V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 2.9V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 2.9V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 2.9V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 2.9V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T1
VFM step-up DC/DC converter. Output voltage 2.9V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 5.1V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 5.1V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 5.1V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 5.1V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 5.1V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T1
VFM step-up DC/DC converter. Output voltage 5.1V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 5.2V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 5.2V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 5.2V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 3.1V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 3.1V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.1V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 3.1V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.1V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T1
VFM step-up DC/DC converter. Output voltage 3.1V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.2V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 3.2V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.2V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 3.2V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.2V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T1
VFM step-up DC/DC converter. Output voltage 3.2V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.3V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 7.3V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 7.3V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 7.3V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 7.3V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T1
VFM step-up DC/DC converter. Output voltage 7.3V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 6.5V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 6.5V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 6.5V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 6.5V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 6.5V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T1
VFM step-up DC/DC converter. Output voltage 6.5V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 6.6V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 6.6V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 3.8V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.9V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.9V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 3.9V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.6V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.6V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.6V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 5.4V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 5.4V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 4.1V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 4.2V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 4.3V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 4.3V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 4.0V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 4.1V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 4.1V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 4.1V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 4.2V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 4.2V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T1
VFM step-up DC/DC converter. Output voltage 6.2V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 6.0V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 6.1V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 7.2V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 7.2V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 7.2V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T1
VFM step-up DC/DC converter. Output voltage 7.2V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 7.2V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 7.2V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 5.3V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 5.3V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 4.7V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 4.7V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 4.7V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 4.7V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 4.7V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T1
VFM step-up DC/DC converter. Output voltage 4.7V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 7.0V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 7.0V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 7.0V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 7.0V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 7.0V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T1
VFM step-up DC/DC converter. Output voltage 7.0V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.7V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 3.7V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.7V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 3.7V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.7V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T1
VFM step-up DC/DC converter. Output voltage 3.7V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 5.6V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 5.6V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 5.6V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 5.6V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 5.6V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T1
VFM step-up DC/DC converter. Output voltage 4.6V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 4.6V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
	Ricoh

	APE2902Y5-29 APE2902Y5R-29 APE2902Y5R-42 APE2902Y5	SWITCHING REGULATOR, PDSO5 LEAD FREE, SOT-23, 5 PIN
MICROPOWER VFM STEP-UP DC/DC CONVERTER
	Advanced Power Electronics, Corp.
Advanced Power Electronics Corp.

	MAX758ACPA MAX758ACWE MAX758AEPA MAX758AEWE MAX758	Adjustable, PWM, Step-Down Regulator
Circular Connector; No. of Contacts:32; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:19; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:19-32 RoHS Compliant: No
10-Line To 4-Line And 8-Line To 3-Line Priority Encoders 16-CFP -55 to 125
Adjustable / Step-Down / Current-Mode PWM Regulators
Adjustable, Step-Down, Current-Mode PWM Regulators
Adjustable Step-Down Current-Mode PWM Regulators
	MAXIM - Dallas Semiconductor
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]

	MAX730 MAX730A MAX730ACPA MAX730ACSA MAX730AEPA MA	5V, Step-Down, Current-Mode PWM DC-DC Converters 2 A SWITCHING REGULATOR, 210 kHz SWITCHING FREQ-MAX, PDSO8
5V, Step-Down, Current-Mode PWM DC-DC Converters 2 A SWITCHING REGULATOR, 212.5 kHz SWITCHING FREQ-MAX, PDSO16
Circular Connector; No. of Contacts:26; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:17; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:17-26 RoHS Compliant: No
Replaced by SN54197 : 50/30/100-Mhz Presettable Decade OR Binary Counters/Latches 20-LCCC -55 to 125
5V / Step-Down / Current-Mode PWM DC-DC Converters
5V Step-Down Current-Mode PWM DC-DC Converters
	Maxim Integrated Produc...
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	EL7515 EL7515IY EL7515IY-T13 EL7515IY-T7 	PWM, Step Up with High Frequency, VIN >1.8V, VOUT =4.5V-18V
SMPS Controller
High Frequency PWM Step-Up Regulator
	Intersil Corporation
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