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			MBRS1100T3 - Brilliance Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material 1 Amp Schottky Rectifier 
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	Part No.	MBRS1100T3 SK18 10BQ100 10MQ100N HSM1100J HSM190J MBRS190T3 MBRS190TR SK110   

	Description	Brilliance Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material 
 1 Amp Schottky Rectifier
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			 Related Part Number
	
					PART	Description	Maker
	SGMB201209 SGMB201209R202 SGMB201209S800 SGMB20120	MULTILAYER FERRITE CHIP BEADS 多层铁氧体片式磁
BNC Adapter; Body Style:Tee Adapter RoHS Compliant: Yes 多层铁氧体片式磁
BNC Adapter; Body Style:Right Angle Adapter, Jack-Plug; Contact Termination:Clamp/Solder; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
RF Coaxial Connector Adapter; Convert From:UHF Jack; Convert To:N Plug RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight; RG Cable Type:59, 62, 140, 210, 302 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Impedance:50ohm; Body Style:Straight Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
BNC Adapter; Body Style:Straight Bulkhead Adapter, Jack-Jack; Contact Termination:Clamp/Solder; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight; RG Cable Type:55, 142, 223, 400 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:N; Contact Termination:Clamp/Solder; Impedance:50ohm; Body Style:Panel Jack Receptacle; RG Cable Type:55, 58, 141; Approval Categories:UG-1095A/U; Body Material:Brass; Frequency Max:11GHz RoHS Compliant: Yes
From old datasheet system
	Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers

	ZM4744A ZM4735A ZM4746A ZM4741A ZM4759A ZM4748A ZM	RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:59, 62, 140, 210, 302 RoHS Compliant: Yes
surface mount silicon Zener diodes 30 V, 1 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
RF/Coaxial Connector; RF Coax Type:N; Contact Termination:Solder; Body Style:Panel Flanged Jack; RG Cable Type:8, 58, 141, 225 RoHS Compliant: Yes
1.0W SURFACE MOUNT ZENER DIODE
	Semtech, Corp.
Diodes Inc.
EIC discrete Semiconductors
DIODES[Diodes Incorporated]

	DWF40A30 DWF40A40 DWR40A30 	THREE PHASE DIODE MODULES (HALF BRIDGE)
WIRELESS INFRASTRUCTURE SAMPLE
RF/Coaxial Connector; RF Coax Type:MCX; Contact Termination:Crimp; Body Style:Right Angle Plug; RG Cable Type:179; Body Plating:Gold RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:MCX; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:179; Body Plating:Gold RoHS Compliant: Yes
	SanRex Corporation

	P504050 	VGA Coax Monitor Cable with Audio, High Resolution Cable with RGB Coax (HD15 and 3.5mm M-M), 50-ft
	Tripp Lite. All Rights ...

	P500050 	VGA Coax Monitor Extension Cable, High Resolution Cable with RGB Coax (HD15 M-F), 50-ft
	Tripp Lite. All Rights ...

	ZM330-Z ZM200X ZM200-Y ZM200-Z ZM220-Y ZM220-Z ZM2	RF/Coaxial Connector; RF Coax Type:N; Contact Termination:Clamp; Impedance:50ohm; Body Style:Straight Plug; RG Cable Type:8, 9, 213, 214; Body Material:Brass; Body Plating:Silver; Connector Retention Style:Clamp RoHS Compliant: Yes 1瓦表面贴装稳压二极管
Low Current Operation at 250??A???Low Reverse Leakage,Low Noise Zener Diode(250??A?・￥?????μ?μ?????°????????????μ?μ?????????a?￡°???é???o3?o???????)
RF/Coaxial Connector; RF Coax Type:N; Impedance:50ohm; Body Style:Panel Flanged Jack RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:N; Contact Termination:Clamp; Impedance:50ohm; Body Style:Straight Jack; RG Cable Type:8, 9, 87A, 144, 165, 213, 214, 216, 225; Body Material:Brass; Body Plating:Nickel RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:N; Impedance:50ohm; Body Style:Panel Flanged Receptacle; Body Material:Brass; Contact Plating:Silver; Series:N; Operating Temperature Range  /-:65 C to  165 C; Voltage Rating:1500V RoHS Compliant: Yes
N STR JACK,NICKEL PLATE,LMR240 RoHS Compliant: Yes
1WATT SURFACE MOUNT ZENER DIODE
	Formosa Microsemi Co., Ltd.
美丽微半导体有限公司
FORMOSA[Formosa MS]

	CA2830C CA2830 	RF/Coaxial Connector; RF Coax Type:N; Contact Termination:Crimp or Solder; Impedance:50ohm; Body Style:Straight Plug; RG Cable Type:9, 9A, 9B, 214
34.5 dB 5-200 MHz 800 mWATT WIDEBAND LINEAR AMPLIFIERS
	Motorola, Inc.

	12IMR15-051515-2 24IMR15-051515-2 48IMR15-051515-2	Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Capacitance:16.2pF/ft; Conductor Material:Steel; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Capacitance:16.2pF/ft; Conductor Material:Steel; Jacket Color:Black RoHS Compliant: Yes
BANANA JACK, PANEL MOUNT, TIN PLATED, 10 PCS
TEST LEAD HOLDERTEST LEAD HOLDER; Colour:Orange; Diameter, external:5.33mm
Low-Smoke Zero-Halogen (LSZH) Shipboard Precision Broadband CATV Series 6 Coaxial Cable; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Low Smoke Zero Halogen RoHS Compliant: Yes
Belden RG-59/U Coax Cable, Wire Size: 20 AWG, Color: Black, Length: 1000 feet, Conductor Material: Bare Copper, Shielding: 40 % Aluminum Braid, Jacket: PVC
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Steel; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Steel; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material:Steel; Leaded Process Compatible:Yes RoHS Compliant: Yes
BELDEN RG-6/U CABLE, WIRE SIZE: 18 AWG, LENGTH: 1000 FEET, IMPEDANCE: 75 OHM, OUTER DIAMETER: .27 , COLOR: WHITE, JACKET: PVC, FEATURES: 60 % ALUMINUM BRAID, 100 % SHIELD COVERAGE
Belden RG-6/U Cable, Wire Size: 18 AWG, Length: 500 feet, Impedance: 75 Ohm, Outer Diameter: .27 , Color: Black, Jacket: PVC, Features: 60 % aluminum braid, 100 % shield coverage
Belden RG-6/U Cable, Wire Size: 18 AWG, Length: 1000 feet, Impedance: 75 Ohm, Outer Diameter: .27 , Color: Black, Jacket: PVC, Features: 60 % aluminum braid, 100 % shield coverage
3...15 Watt DC-DC Converter 3 ... 15瓦的DC - DC转换
CB 11C 11#16 PIN RECP BOX 3 ... 15瓦的DC - DC转换
3...15WattDC-DCConverter
	POWER-ONE[Power-One]
TE Connectivity, Ltd.

	10A2 10A1 10A4 10A8 10A6 10A10 10A005 	Video Triax Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material
Coaxial Cable; Coaxial RG/U Type:11; Impedance:75ohm; Conductor Size AWG:14; No. Strands x Strand Size:Solid; Jacket Material:Foam HDPE; Capacitance
Triaxial Cable; Coaxial RG/U Type:11; Impedance:75ohm; Conductor Size AWG:14; No. Strands x Strand Size:Solid; Jacket Material:Foam HDPE; Capacitance:17.3pF/ft; Leaded Process Compatible:Yes; Shielding Coverage:95% RoHS Compliant: Yes
Video Triax Cable; Coaxial RG/U Type:11; Impedance:75ohm; Conductor Size AWG:14; No. Strands x Strand Size:Solid; Jacket Material:Foam HDPE; Capacitance:16.1pF/ft; Conductor Material:Copper; Jacket Color:Black RoHS Compliant: Yes
MICRO MATE PLUG PCB EDGE MOUNT
Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes 10.0放大器硅整流
	Bytes

	MC10SX1190 MC10SX1190-D MC10SX1190DT MC10SX1190DTR	Fibre Channel Coaxial Cable Driver and Loop Resillency Circuit
Fibre Channel Coaxial Cable Driver and Loop Resiliency Circuit
From old datasheet system
	ON Semiconductor
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