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			SMB112 - Five-Channel Digitally Programmable White-LED and TFT/LCD Power Manager 
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	Part No.	SMB112   

	Description	Five-Channel Digitally Programmable White-LED and TFT/LCD Power Manager 
 

	File Size	128.93K  / 
						1 Page	 
	

						Maker	
						

						 SUMMIT[Summit Microelectronics, Inc.] 
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									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: SMB403025
	Maker: N/A
	Pack: SMD
	Stock: 32531
	Unit price 
									for :
	    
									50: $0.07
	  
									100: $0.06
	1000: 
									$0.06
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			 Related Part Number
	
					PART	Description	Maker
	Q67106-H5157 	Expanded Decoder for Program Delivery Control and Video Program System EPDC / VPS Decoder
	SIEMENS AG

	ATMEGA8 ATMEGA8L 	8-Kbyte self-programming Flash Program Memory, 1-Kbyte SRAM, 512 Byte EEPROM, 6 or 8 Channel 10-bit A/D-converter. Up to 16 MIPS throughput at 16 Mhz.
8-Kbyte self-programming Flash Program Memory, 1-Kbyte SRAM, 512 Byte EEPROM, 6 or 8 Channel 10-bit A/D-converter. Up to 8 MIPS throughput at 8 Mhz. 3 Volt Operation
	Atmel

	AD8370ARE AD8370-EVAL AD8370 AD8370ARE-REEL7 	750MHz Digitally Controlled Variable Gain Amplifier
LF to 750 MHz Digitally Controlled VGA
	AD[Analog Devices]

	ATMEGA32 ATMEGA32L 	32-Kbyte self-programming Flash Program Memory, 2-Kbyte SRAM, 1-Kbyte EEPROM, 8 Channel 10-bit A/D-converter. JTAG interface for on-chip-debug. Up to 16 MIPS throughput at 16 Mhz.
32-Kbyte self-programming Flash Program Memory, 2-Kbyte SRAM, 1-Kbyte EEPROM, 8 Channel 10-bit A/D-converter. JTAG interface for on-chip-debug. Up to 8 MIPS throughput at 8 MHz. 3 Volt Operation.
	Atmel

	ATMEGA1280 ATMEGA640 	128-Kbyte self-programming Flash Program Memory, 8-Kbyte SRAM, 4-KByte EEPROM, 16 Channel 10-bit A/D
ATmega640/1280/1281/2560/2561 Advance Information Summary
	ATMEL

	MAX1932 MAX1932ETC MAXB1932ETC MAX1932ETCT 	Digitally Controlled / 0.5% Accurate / Safest APD Bias Supply
Digitally Controlled, 0.5% Accurate, Safest APD Bias Supply SWITCHING CONTROLLER, 360 kHz SWITCHING FREQ-MAX, QCC12
"Digitally Controlled, 0.5% Accurate, Safest APD Bias Supply"
Digitally Controlled, 0.5% Accurate, Safest APD Bias Supply
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	MX009 	Digitally Controlled Amp Array
OCTAL DIGITALLY CONTROLLED AMPLIFIER ARRAY
	CML Microcircuits

	CAT5409WI-00 CAT5409WI-10 CAT5409WI-25 CAT5409WI-5	Quad Digitally Programmable Potentiometers (DPP? with 64 Taps and I2C Interface
Quad Digitally Programmable Potentiometers (DPP⑩) with 64 Taps and I?C Interface
Quad Digitally Programmable Potentiometers (DPP垄芒) with 64 Taps and I漏梅C Interface
	http://
Catalyst Semiconductor

	AD8369ARU-REEL7 AD8369 	600 MHz, 45 dB Digitally Controlled Variable Gain Amplifier
45 dB Digitally Controlled VGA LF to 600 MHz
	Analog Devices, Inc.

	X93156WM8IZ-2.7 X93156 X93156UM8I-2.7 X93156UM8IZ-	   Digitally Controlled Potentiometer
:SEMITOP-4; Voltage, Vceo:600V; Voltage, Vce sat max:1.9V; Current, Ic continuous a
Digitally Controlled Potentiometer 50K DIGITAL POTENTIOMETER, INCREMENT/DECREMENT CONTROL INTERFACE, 32 POSITIONS, PDSO8
	INTERSIL[Intersil Corporation]
Intersil, Corp.

	EDS11-124D 	PROGRAM CONTROLLER X (96mm)
	Fuji Electric
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