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			 Related Part Number
	
					PART	Description	Maker
	FMBD4148SE 	350mW Switching Diode Peak Repetitive Peak reverse voltage VRRM
	First Components Internatio...

	APTB1615EYC 	1.6 x 1.5 mm bi-color SMD chip LED lamp. High efficiency red (peak wavelength 627 nm), yellow (peak wavelength 590 nm). Lens type water clear.
	Kingbright Electronic

	BL0508-09-73 	22 mm x 22 mm LED cluster. Super bright red (peak wavelength 660 nm), super bright green (peak wavelength 565 nm). Lens type water clear.
	Kingbright Electronic

	P4KE11 P4KE6.8A P4KE68 P4KE56A P4KE24 P4KE68A P4KE	400W Peak Power / 1.0W Steady State 400W Peak Power TVS
	SeCoS Halbleitertechnologie GmbH

	15FMCJ91A 15FMCJ 15FMCJ10 15FMCJ100 15FMCJ100A 15F	   SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 143V(min), 158V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 108V(min), 132V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 90.0V(min), 110V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 99.0V(min), 121V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 117V(min), 143V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 171V(min), 189V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 237V(min), 263V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 332V(min), 368V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 198V(min), 242V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 162V(min), 198V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 124V(min), 137V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 225V(min), 275V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 285V(min), 315V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 270V(min), 330V(max). For bidirectional use C or CA suffix.
10 GIG OPTIMIZED         FIBER PATCH LC/LC
Fiber Optic Cable Assembly; Cable Length:49.2ft; Connector Type A:ST; Connector Type B:ST
FO CERAMIC 62.5 PLENUM   ST-ST CONNECTORS 10M
FO CERAMIC 62.5 PLENUM   ST-ST CONNECTORS 5M
Fiber Optic Cable Assembly; Cable Length:32.8ft; Connector Type A:ST; Connector Type B:ST; Drop Ship:Yes
Fiber Optic Cable Assembly; Cable Length:16.4ft; Connector Type A:ST; Connector Type B:ST; Drop Ship:Yes
10 GIG OPTIMIZED         FIBER PATCH ST/ST
SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR 表面贴装瞬态电压抑制器
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 152V(min), 168V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 380V(min), 420V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 153V(min), 187V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 180V(min), 220V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 190V(min), 210V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 360V(min), 440V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 162V(min), 179V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 144V(min), 176V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 114V(min), 126V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 105V(min), 116V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 315V(min), 385V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 95.0V(min), 105V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 135V(min), 165V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 209V(min), 231V(max). For bidirectional use C or CA suffix.
	RECTRON[Rectron Semiconductor]

	ASM3P2879AG-08TT ASM3I2879A-06OR ASM3I2879A-08SR A	Low Power Peak Reducing EMI Solution 低功耗峰值抑制EMI解决方案
Low Power Peak Reducing EMI Solution 30 MHz, OTHER CLOCK GENERATOR, PDSO8
Octal D-Type Flip-Flops With Clear 20-TVSOP -40 to 85
	Alliance Semiconductor, Corp.
ALSC[Alliance Semiconductor Corporation]

	AM2520YCO8 AM2520ID08 AM2520YD08 AM2520SGD08 AM252	Subminiature solid state lamp. Yellow (peak wavelength 590 nm). Lens type water clear.
Subminiature solid state lamp. Yellow (peak wavelength 590 nm). Lens type yellow diffused.
T-3/4 SINGLE COLOR LED, YELLOW, 1.9 mm
Subminiature solid state lamp. High efficiency red (peak wavelength 627 nm). Lens type red diffused.
Subminiature solid state lamp. Super bright green (peak wavelength 565 nm). Lens type green diffused.
	Kingbright, Corp.
Kingbright Electronic

	MTE1081C MTE1077N1-R 	Peak Emission Wavelength: 810nm
Peak Emission Wavelength: 770nm
	Marktech Corporate

	1SMB33CAT3G 1SMB36CAT3G 1SMBXXCAT3G 1SMB10CAT3 1SM	   Watt Peak Power Zener Transient Voltage Suppressors
Watt Peak Power Zener Transient Voltage Suppressors 瓦峰值功率齐瞬态电压抑制器
Watt Peak Power Zener Transient Voltage Suppressors 600 W, BIDIRECTIONAL, SILICON, TVS DIODE, DO-214AA
	ONSEMI[ON Semiconductor]

	BDX95 	Metal Oxide Varistor (MOV); Voltage Rating AC, Vrms:320Vrms; Voltage Rating DC, Vdc:420VDC; Peak Surge Current (8/20uS), Itm:4500A; Clamping Voltage 8/20us Max  :850V; Peak Energy (10/1000uS):80J; Capacitance, Cd:380pF
Bipolar NPN Device in a Hermetically sealed TO3 Metal Package
	Seme LAB
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