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			ZM330-Z - RF/Coaxial Connector; RF Coax Type:N; Contact Termination:Clamp; Impedance:50ohm; Body Style:Straight Plug; RG Cable Type:8, 9, 213, 214; Body Material:Brass; Body Plating:Silver; Connector Retention Style:Clamp RoHS Compliant: Yes 1瓦表面贴装稳压二极管 Low Current Operation at 250??A???Low Reverse Leakage,Low Noise Zener Diode(250??A?・￥?????μ?μ?????°????????????μ?μ?????????a?￡°???é???o3?o???????) RF/Coaxial Connector; RF Coax Type:N; Impedance:50ohm; Body Style:Panel Flanged Jack RoHS Compliant: Yes RF/Coaxial Connector; RF Coax Type:N; Contact Termination:Clamp; Impedance:50ohm; Body Style:Straight Jack; RG Cable Type:8, 9, 87A, 144, 165, 213, 214, 216, 225; Body Material:Brass; Body Plating:Nickel RoHS Compliant: Yes RF/Coaxial Connector; RF Coax Type:N; Impedance:50ohm; Body Style:Panel Flanged Receptacle; Body Material:Brass; Contact Plating:Silver; Series:N; Operating Temperature Range  /-:65 C to  165 C; Voltage Rating:1500V RoHS Compliant: Yes N STR JACK,NICKEL PLATE,LMR240 RoHS Compliant: Yes 1WATT SURFACE MOUNT ZENER DIODE 
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	Part No.	ZM330-Z ZM200X ZM200-Y ZM200-Z ZM220-Y ZM220-Z ZM240-Y ZM240-Z ZM270-X ZM270-Y ZM270-Z ZM300-X ZM300-Y ZM300-Z ZM330-X ZM330-Y ZM200-X   

	Description	RF/Coaxial Connector; RF Coax Type:N; Contact Termination:Clamp; Impedance:50ohm; Body Style:Straight Plug; RG Cable Type:8, 9, 213, 214; Body Material:Brass; Body Plating:Silver; Connector Retention Style:Clamp RoHS Compliant: Yes 1瓦表面贴装稳压二极管 
 Low Current Operation at 250??A???Low Reverse Leakage,Low Noise Zener Diode(250??A?・￥?????μ?μ?????°????????????μ?μ?????????a?￡°???é???o3?o???????)
RF/Coaxial Connector; RF Coax Type:N; Impedance:50ohm; Body Style:Panel Flanged Jack RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:N; Contact Termination:Clamp; Impedance:50ohm; Body Style:Straight Jack; RG Cable Type:8, 9, 87A, 144, 165, 213, 214, 216, 225; Body Material:Brass; Body Plating:Nickel RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:N; Impedance:50ohm; Body Style:Panel Flanged Receptacle; Body Material:Brass; Contact Plating:Silver; Series:N; Operating Temperature Range  /-:65 C to  165 C; Voltage Rating:1500V RoHS Compliant: Yes
N STR JACK,NICKEL PLATE,LMR240 RoHS Compliant: Yes
1WATT SURFACE MOUNT ZENER DIODE
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 美丽微半导体有限公司
FORMOSA[Formosa MS]
 
						










	
						
						









				
				

						
							[image: ][image: ]	
								
									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: ZM33064CL
	Maker: Diodes/Zetex
	Pack: ETC
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.00
	  
									100: $0.00
	1000: 
									$0.00
	
									Email: oulindz@gmail.com

	
									
									
									
									Contact us



							


				





						
	Homepage	
						http://www.formosams.com/
	Download	[ 
						ZM330-Z ZM200X ZM200-Y ZM200-Z ZM220-Y ZM220-Z ZM240-Y ZM240-Z ZM270-X ZM270-Y ZM270-Z ZM300-X ZM300 Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						ZM330-Z ZM200X ZM200-Y ZM200-Z ZM220-Y ZM220-Z ZM240-Y ZM240-Z ZM270-X ZM270-Y ZM270-Z ZM300-X ZM300 Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[ZM330-Z ZM200X ZM200-Y ZM200-Z ZM220-Y ZM220-Z ZM240-Y ZM240-Z ZM270-X ZM270-Y ZM270-Z ZM300-X ZM300 Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for ZM330-Z ] 


					[ Price & Availability of ZM330-Z by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : RF/Coaxial Connector; RF Coax Type:N; Contact Termination:Clamp; Impedance:50ohm; Body Style:Straight Plug; RG Cable Type:8, 9, 213, 214; Body Material:Brass; Body Plating:Silver; Connector Retention Style:Clamp RoHS Compliant: Yes 1瓦表面贴装稳压二极管 Low Current Operation at 250??A???Low Reverse Leakage,Low Noise Zener Diode(250??A?・￥?????μ?μ?????°????????????μ?μ?????????a?￡°???é???o3?o???????) RF/Coaxial Connector; RF Coax Type:N; Impedance:50ohm; Body Style:Panel Flanged Jack RoHS Compliant: Yes RF/Coaxial Connector; RF Coax Type:N; Contact Termination:Clamp; Impedance:50ohm; Body Style:Straight Jack; RG Cable Type:8, 9, 87A, 144, 165, 213, 214, 216, 225; Body Material:Brass; Body Plating:Nickel RoHS Compliant: Yes RF/Coaxial Connector; RF Coax Type:N; Impedance:50ohm; Body Style:Panel Flanged Receptacle; Body Material:Brass; Contact Plating:Silver; Series:N; Operating Temperature Range  /-:65 C to  165 C; Voltage Rating:1500V RoHS Compliant: Yes N STR JACK,NICKEL PLATE,LMR240 RoHS Compliant: Yes 1WATT SURFACE MOUNT ZENER DIODE   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	ZM-PTZ9.1B ZM-PTZ10B ZM-PTZ11B ZM-PTZ12B ZM-PTZ13B	RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:55B, 142B, 223, 400 RoHS Compliant: Yes 硅平面稳压二极管外延
RECEPTACLE RoHS Compliant: Yes 硅平面稳压二极管外延
PLUG RoHS Compliant: Yes 硅平面稳压二极管外延
RF/Coaxial Connector; RF Coax Type:SMA; Body Style:Straight Bulkhead Jack RoHS Compliant: Yes 硅平面稳压二极管外延
SILICON EPITAXIAL PLANAR ZENER DIODES 硅平面稳压二极管外延
SMA, Connector RoHS Compliant: Yes 硅平面稳压二极管外延
RF/Coaxial Connector Adapter; RF Coax Type:SMA; Impedance:50ohm; Body Style:Right Angle Adapter, Plug-Jack; Body Plating:Passivated Steel RoHS Compliant: Yes 硅平面稳压二极管外延
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:58, 58A, 58C, 141, 303, LMR195, Belden 7806A RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Solder; Body Style:Straight Plug; RG Cable Type:174, 188A, 316, Belden 7805A RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Right Angle Plug; RG Cable Type:55, 142, 223, 400 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Solder; Body Style:Right Angle Plug; RG Cable Type:174, 188A, 316, Belden 7805A RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:174, 178, 187, 188, 316 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:188, 316 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Right Angle Plug; RG Cable Type:316DB RoHS Compliant: Yes
	Semtech, Corp.
SEMTECH[Semtech Corporation]

	TZMB10 TZMB11 TZMB12 TZMB13 TZMB15 TZMB16 TZMB18 T	RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:59 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Right Angle Plug; RG Cable Type:55, 58, 141, 142, 223, 400 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Jack; RG Cable Type:59, 62, 71, 140, 210 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:MHV; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:59, 62, 71, 140, 210 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:58, 141, 142, 400 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Solder; Body Style:Straight Bulkhead Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:MHV; Contact Termination:Clamp; Body Style:Right Angle Plug; RG Cable Type:59, 62, 71, 140, 210 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:59, 62, 71, 140, 210, 302 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Solder; Body Style:Straight Flanged Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
From old datasheet system
Silicon Epitaxial Planar Z-Diodes
	Vishay Intertechnology,Inc.
VISAY[Vishay Siliconix]
Vishay Telefunken

	ZM4744A ZM4735A ZM4746A ZM4741A ZM4759A ZM4748A ZM	RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:59, 62, 140, 210, 302 RoHS Compliant: Yes
surface mount silicon Zener diodes 30 V, 1 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
RF/Coaxial Connector; RF Coax Type:N; Contact Termination:Solder; Body Style:Panel Flanged Jack; RG Cable Type:8, 58, 141, 225 RoHS Compliant: Yes
1.0W SURFACE MOUNT ZENER DIODE
	Semtech, Corp.
Diodes Inc.
EIC discrete Semiconductors
DIODES[Diodes Incorporated]

	R694251117 	RF/Coaxial Connector; RF Coax Type:Subminiature; Body Style:Right Angle Plug; Leaded Process Compatible:Yes RoHS Compliant: Yes
	RADIALL S A

	R107003010 	RF/Coaxial Connector; RF Coax Type:Ultraminiature; Body Style:Right Angle; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:UMP RoHS Compliant: Yes BOARD TERMINATED, FEMALE, RF CONNECTOR, SURFACE MOUNT, RECEPTACLE
	Radiall S.A.

	MAX803 MAX803EXR-T MAX803EXR-T10 MAX803L MAX803M M	3-Pin Microprocessor Reset Circuits 3引脚微处理器复位电路
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp/Solder; Body Style:Right Angle Plug; RG Cable Type:58, 58A, 58C, 141, 303, LMR195, Belden 7806A RoHS Compliant: Yes 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Bulkhead Jack; RG Cable Type:174, 179, 187, 188, 316 RoHS Compliant: Yes 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
RF/Coaxial Connector; RF Coax Type:SMA; Body Style:Straight Jack; No. of Contacts:1 RoHS Compliant: Yes 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
RJF TV Field Threaded Jam Nut Recept backshell Metal Gland Cordset 1.5M Green 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
3-Pin Microprocessor Reset Circuits 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Sealed Modular Connector; Approval Categories:UL94V-0 Flammability rated; Sealed to IP67 specs; Body Material:Metal; Cable Gland Material:Metal; Color:Olive Drab Cadmium Protective Finish
AC/DC CAPACITANCE=3 VOLT=1500
	MAXIM - Dallas Semiconductor
MAXIM INTEGRATED PRODUCTS INC
Cypress Semiconductor, Corp.
Maxim Integrated Products, Inc.
Maixm
MAXIM[Maxim Integrated Products]
http://

	CAT5409YI-50-TE13 CAT5409 CAT5409BI-00-TE13 CAT540	Quad Digitally Programmable Potentiometers (DPPTM) with 64 Taps and 2-wire Interface 四数字可编程电位计（DPPTM）与64个龙头和2线接
QUAD 2.5K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24 LEAD AND HALOGEN FREE, TSSOP-24
QUAD 10K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24 LEAD AND HALOGEN FREE, TSSOP-24
QUAD 100K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24 LEAD AND HALOGEN FREE, TSSOP-24
QUAD 50K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24 LEAD AND HALOGEN FREE, TSSOP-24
Sealed Modular Connector; Body Material:Metal; Connector Shell Back Termination:Female RJ45; Connector Shell Finish:Nickel; Modular Connector Shell Style:Sealed Jam Nut Receptacle; MIL SPEC:MIL-DTL-38999 Series III
RF/Coaxial Connector; RF Coax Type:UHF; Contact Termination:Solder; Body Style:Straight Plug; RG Cable Type:8, 9, 87A, 213, 214, 225; Body Plating:Nickel RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:C; Contact Termination:Clamp/Solder; Body Style:Straight Plug; RG Cable Type:8, 9, 87A, 214, 313, 225; Approval Categories:UG-573A RoHS Compliant: Yes
64-Tap Quad DPP, 2-wire Interface
	http://
Rectron Semiconductor
CATALYST[Catalyst Semiconductor]

	PZM5.6N PZM51N PZM30N PZM68N PZM22N PZM2.7N PZM39N	   Voltage regulator diodes
Voltage regulator diodes 43 V, 0.3 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Voltage regulator diodes 24 V, 0.3 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Voltage regulator diodes 6.8 V, 0.3 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Voltage regulator diodes 2.4 V, 0.3 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Voltage regulator diodes 4.7 V, 0.3 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Voltage regulator diodes 6.2 V, 0.3 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Voltage regulator diodes 5.1 V, 0.3 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
Voltage regulator diodes 稳压二极
Voltage regulator diodes 3 V, 0.3 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, TO-236
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight; RG Cable Type:6, Belden 9248, 1694A RoHS Compliant: Yes
BNC RECEPTACLE RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:TNC; Contact Termination:Solder; Body Style:Straight Bulkhead Jack; RG Cable Type:174, 188, 316 RoHS Compliant: Yes
Voltage Regulator  Diodes(稳压二极
BNC Adapter; Body Style:Right Angle Bulkhead Adapter, Jack-Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
	Renesas Electronics, Corp.
NXP Semiconductors N.V.
PHILIPS[Philips Semiconductors]
http://

	BNC-P-3-CF BNC-P-58U-NI-CF BNC-P-3-NICAU-CF BNC-P-	BNC style connector is one of the most popular 50 Ω coaxial connector.
	DDK Ltd.

	HMU-PJAT1K-A20R1 HMU-PJAT1K-A00R1 HMU-PJAT1K-A01R1	MU-PJ Type Optical Fixed Attenuators  PJ型光固定衰减
TV 8C 8#8(TWIN) PIN WALL RECP
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; Number of Contacts:5; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight; RG Cable Type:58, 141 RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Metal; Series:SM3102; No. of Contacts:19; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Circular Connector; No. of Contacts:32; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:18-32
	HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.
HIROSE[Hirose Electric]

	MT4LC8M8B6DJ-5S MT4LC8M8B6TG-5S MT4LC8M8E1TG-5S MT	RF Coaxial Connector Adapter; Convert From:F Plug; Convert To:BNC Jack RoHS Compliant: Yes 内存
RF Coaxial Connector Adapter; Convert From:TNC Plug; Convert To:SMA Jack RoHS Compliant: Yes 内存
DRAM 内存
PLUG, LOW PROFILE 3 POLE
	Micron Technology, Inc.
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