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			 Related Part Number
	
					PART	Description	Maker
	HIP1011E HIP1011D 	Controller, Dual Slot CompactPCI Hot Plug,  5/ 3.3/ 12/-12VDC, Adjustable Overcurrent, without Undervoltage Lockout
Controller, Dual Slot PCI Hot Plug,  5/ 3.3/ 12/-12VDC, Adjustable Overcurrent, with Adjustable Trip Delay to Latch-Off
	Intersil

	HIP1020 	Controller, Hot Plug, Single, Double or Triple-Output, Adjustable Turn-on ramp, Internal Charge Pump
	Intersil

	LTC4218IGNPBF LTC4218IDHC-12TRPBF 	Hot Swap Controller with Adjustable, 5% Accurate (15mV) Current Limit; Package: SSOP; No of Pins: 16; Temperature Range: -40&deg;C to  85&deg;C
Hot Swap Controller with Adjustable, 5% Accurate (15mV) Current Limit; Package: DFN; No of Pins: 16; Temperature Range: -40&deg;C to  85&deg;C
	LINEAR TECHNOLOGY CORP

	279.400 279.4 279.6 278.3 279.001 279.002 279.062 	MICRO fuse, very fast-acting type. Plug-in. Ampere rating 3/10. Nominal resistance cold 1.25 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/8. Nominal resistance cold 1.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 3. Nominal resistance cold 0.0275 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/10. Nominal resistance cold 1.25 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 2 Nominal resistance cold 0.0425 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 7/10. Nominal resistance cold 0.324 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/500. Nominal resistance cold 2200 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 1. Nominal resistance cold 0.0880 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 5. Nominal resistance cold 0.0156 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1 1/2. Nominal resistance cold 0.0578 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/64. Nominal resistance cold 44.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 3/4. Nominal resistance cold 0.293 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/32. Nominal resistance cold 16.0 Ohms. Voltage rating 125. Military QPL type (FM02).
Axial Lead and Cartridge Fuses 轴向引线保险丝和墨盒
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 4/10. Nominal resistance cold 0.227 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 8/10. Nominal resistance cold 0.271 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/16. Nominal resistance cold 2.32 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 1 1/2. Nominal resistance cold 0.0578 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1. Nominal resistance cold 0.0880 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 1 Nominal resistance cold 0.0880 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 4. Nominal resistance cold 0.0202 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/100. Nominal resistance cold 80.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/200. Nominal resistance cold 280.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 2. Nominal resistance cold 0.0425 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 2. Nominal resistance cold 0.0425 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 3. Nominal resistance cold 0.0275 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 4. Nominal resistance cold 0.0202 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/20. Nominal resistance cold 3.20 Ohms. Voltage rating 125. Military QPL type (FM02).
   Axial Lead and Cartridge Fuses
	LITTELFUSE[Littelfuse]
Littelfuse, Inc.
http://

	MCP18480 	The MCP18480 is a –48V Hot Swap Controller with fully configurable features. This Hot Swap Controller have OVLO, UVLO protection features on top of Foldback Current Limiting and Circuit Breaker features. Although ideally suited optic
-48V Hot Swap Controller
	MICROCHIP[Microchip Technology]

	LM117A IP117A LM117HVK-883B LM117 IP317 IP117 IP31	CAP .068UF 100V METAL FILM BOX
1.25 V-60 V ADJUSTABLE POSITIVE REGULATOR, MBFM2
1.5 AMP POSITIVE ADJUSTABLE VOLTAGE REGULATOR FOR HI-REL APPLICATIONS 1.5放大器阳性您好可调电压调节器- Rel应用
Voltage Regulator 电压调节
1.25 V-60 V ADJUSTABLE POSITIVE REGULATOR, PSFM3
1.5A Adjustable Positive Voltage Regulator
0.5A Adjustable Positive Voltage Regulator
	TT electronics Semelab, Ltd.
Avago Technologies, Ltd.
Delta Electronics, Inc.
INTERPION SEMICONDUCTOR CO., LTD.
NXP Semiconductors N.V.
Power Dynamics, Inc.
ITT, Corp.
TT electronics Semelab Limited
SEME-LAB[Seme LAB]
http://
SEMELAB LTD

	H3151-00 H3151-01 	COLD FORM TERMINAL PIN
	HARWIN

	101C473U7R5AA2B 101C422U100EA2B 101C243U030AB2B 10	The Ultimate in Cold Performance and ESR
	Cornell Dubilier Electr...

	H3150-XX 	COLD FORM TERMINAL PIN
	HARWIN

	GK40 GK41 	(GK40 / GK41) Cold Cathode Triodes
	Ferranti
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