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			 Related Part Number
	
					PART	Description	Maker
	1T399 	SWITCH, VANDAL RESISTANT SEALED; Switch function type:SPDT Mom; Voltage, contact AC max:250V; Temp, op. max:70(degree C); Temp, op. min:-20(degree C); Diameter, panel cut-out:25.8mm; Length / Height, external:26.6mm; Current, RoHS Compliant: Yes
Variable Capacitance Diode
	SONY[Sony Corporation]

	SML-LX2723SYC-TR 	7mm x 6mm SURFACE MOUNT HIGH POWER LED
	LUMEX INC.

	SML-LX2723SIC-TR 	7mm x 6mm SURFACE MOUNT HIGH POWER LED 630nm SUPER RED , TAPE AND REEL
	List of Unclassifed Manufacturers
ETC

	MDE-7D221M MDE-7D241M MDE-7D201M MDE-7D121M 	220V; max peak current:1750A; metal oxide varistor. Standard D series 7mm disc
240V; max peak current:1750A; metal oxide varistor. Standard D series 7mm disc
200V; max peak current:1750A; metal oxide varistor. Standard D series 7mm disc
120V; max peak current:1750A; metal oxide varistor. Standard D series 7mm disc
	MDE Semiconductor

	LT023PS 	COMPACT ( DIAMETER 5.6mm ), LOW NOISE S/N : 80dB
	SHARP[Sharp Electrionic Components]

	CY7C1380BV25-150BGC CY7C1382BV25-133BGC CY7C1382BV	512K x 36 / 1 Mb x 18 Pipelined SRAM
FUSE, FAST ACTING, 250MA; Current, fuse rating:250mA; Case style:Radial; Voltage rating, AC:250V; Approval Bodies:CSA, IEC60127-3, SEMKO, UL, VDE; Current, breaking capacity AC:35A; Diameter, body:8.4mm; Diameter, lead:0.6mm; Fuse RoHS Compliant: Yes
FUSE, FAST ACTING, 5A; Current, fuse rating:5A; Case style:Radial; Voltage rating, AC:250V; Approval Bodies:CSA, IEC60127-3, UL; Current, breaking capacity AC:50A; Diameter, body:8.4mm; Diameter, lead:0.6mm; Fuse type, blowing RoHS Compliant: Yes
FUSE, TIME DELAY, 100MA; Current, fuse rating:100mA; Case style:Radial; Voltage rating, AC:250V; Approval Bodies:CSA, IEC60127-3, SEMKO, UL, VDE; Current, breaking capacity AC:35A; Diameter, body:8.4mm; Diameter, lead:0.6mm; Fuse RoHS Compliant: Yes
FUSE, FAST ACTING, 500MA; Current, fuse rating:500mA; Case style:Radial; Voltage rating, AC:250V; Approval Bodies:CSA, IEC60127-3, SEMKO, UL, VDE; Current, breaking capacity AC:35A; Diameter, body:8.4mm; Diameter, lead:0.6mm; Fuse RoHS Compliant: Yes
FUSE, FAST ACTING, 2A; Current, fuse rating:2A; Case style:Radial; Voltage rating, AC:250V; Approval Bodies:CSA, IEC60127-3, SEMKO, UL, VDE; Current, breaking capacity AC:35A; Diameter, body:8.4mm; Diameter, lead:0.6mm; Fuse type, RoHS Compliant: Yes
	Cypress Semiconductor Corp.

	98-12R 	8 BARREL NON-INSULATED RING TONGUE 280 MAX WIRE NSUL DIAMETER
	PANDUIT CORP.

	4733 	IEC Plug E, Cord Connector (Rewireable), Angled, max. Cable Diameter 10 mm
	Schurter Inc.

	PV6-38R-E PV6-10R PV6-14R PV6-56R PV6-8R PV6-12R 	6 BARREL V NYL INSULATED RING TONGUE 340 8.64 MAX WIRE INSUL DIAMETER
	PANDUIT CORP.

	2W005M 2W10M 2W06M 2W04M 2W08M 2W01M 2W02M 	FLOAT SWITCH, HORIZONTALFLOAT SWITCH, HORIZONTAL; Current, contact max:0.6A; Material:Polypropylene; Temp, op. max:100(degree C); Temp, op. min:-20(degree C); Approval Bodies:UL; Colour:Opaque; Diameter, fixing hole:16.5mm; Length /
SINGLE PHASE 2.0 AMPS. SILICON BRIDGE RECTIFIERS
	Surge Components, Inc.
SURGE[Surge Components]

	5526 	MAX-LOC Strain Relief Cord-Sealing Grip, 1/2 NPT, Straight Female, Cable Diameter
	Molex Electronics Ltd.
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