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			 Related Part Number
	
					PART	Description	Maker
	SRF 	Load Life : 105C 1000~2000 hours
	MERITEK ELECTRONICS COR...

	AQV414AX 	PhotoMOS relay, GU (general use) type [1-channel (form B) type]. AC/DC type. I/O isolation: 1.500 V AC. Output rating: load voltage 400 V, load current 120 mA. Surface-mount terminal, tape and reel packing style, picked from the 1/2/3-pin
	Matsushita Electric Works(Nais)

	AQY410EH AQY414EHAZ AQY410EHA AQY410EHAX AQY410EHA	PhotoMOS relay, GU (general use)-E type, 1-channel (form B). AC/DC type. I/O isolastion reinforced 5,000V. Output rating: load voltage 400 V, load current 120 mA.
GU (General Use)-E Type 1-Channel (Form B) 4-pin Type 顾（一般使用）- E通道（表B针型
GU (General Use)-E Type 1-Channel (Form B) 4-pin Type 顾（一般使用）- E1通道（表B针型
	Matsushita Electric Works(Nais)
NASI
NAIS[Nais(Matsushita Electric Works)]
Panasonic, Corp.
Electronic Theatre Controls, Inc.

	AQW210SZ AQW210SX AQW214SX 	PhotoMOS relay, GU (general use), [2-channel (form A) type]. AC/DC type. Output rating: load voltage 350 V, load current 100 mA. Picked from the 5/6/7/8-pin side.
PhotoMOS relay, GU (general use), [2-channel (form A) type]. AC/DC type. Output rating: load voltage 350 V, load current 100 mA. Picked from the 1/2/3/4-pin side.
PhotoMOS relay, GU (general use), [2-channel (form A) type]. AC/DC type. Output rating: load voltage 400 V, load current 80 mA. Picked from the 1/2/3/4-pin side.
	Matsushita Electric Works(Nais)

	AQV202 AQV202A AQV103 AQV103A AQV101 AQV101A AQV20	PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 400V, load current 150 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 60V, load current 400 mA. Tape and reel packing style, picked from the 4/5/6-pin side..
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 40V, load current 500 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 400V, load current 180 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 250V, load current 300 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 60V, load current 600 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 40V, load current 700 mA. Tape and reel packing style. picked from the 1/2/3-pin side.
ER 17C 17#16 PIN RECP
ER 8C 8#16 PIN RECP WALL
ER 17C 17#16 SKT RECP
ER 14C 14#16 SKT RECP WALL
ER 2C 2#8 SKT RECP WALL
HF (High Function) Type [1-Channel (Form A) Type]
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 40V, load current 700 mA. Tape and reel packing style. picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 60V, load current 600 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 400V, load current 180 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 250V, load current 300 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 40V, load current 500 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 60V, load current 400 mA. Tape and reel packing style, picked from the 1/2/3-pin side..
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 250V, load current 200 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 250V, load current 200 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 400V, load current 150 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
	Nais(Matsushita Electri...
ETC[ETC]
NAIS[Nais(Matsushita Electric Works)]
Matsushita Electric Works(Nais)

	AQV234AX AQV234AZ AQV234 AQV234A 	PhotoMOS relay, HS (high sensitivity) type [1-channel (form A) type]. Output rating: load voltage 400 V, load current 120 mA. Surface-mount terminal. Tube packing style.
PhotoMOS relay, HS (high sensitivity) type [1-channel (form A) type]. Output rating: load voltage 400 V, load current 120 mA. Surface-mount terminal. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HS (high sensitivity) type [1-channel (form A) type]. Output rating: load voltage 400 V, load current 120 mA. Surface-mount terminal. Tape and reel packing style, picked from the 1/2/3-pin side..
PhotoMOS relay, HS (high sensitivity) type [1-channel (form A) type]. Output rating: load voltage 400 V, load current 120 mA. Through hole terminal. Tupe packing style.
	Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]

	AQV210EAX AQV210EHAX AQV214EAX 	PhotoMOS relay, GU (general use) E-type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 350V, load current 130 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, GU (general use) E-type, 1-channel (form A ) type. I/O isolation: reinforced 5,000 VAC. Output rating: load voltage 350V, load current 130 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, GU (general use) E-type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 400V, load current 120 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
	Matsushita Electric Works(Nais)

	SGA-3586 	DC-5000 MHz Silicon Germanium Cascadeable Gain Block 的DC - 5000 MHz的硅锗连增益
	Electronic Theatre Controls, Inc.
ETC
List of Unclassifed Manufacturers

	046232105102800 046232103015800 046232103103800 04	1.0mm Pitch LIF RA SMT
	AVX Corporation

	AQV224N AQV224NA AQV224NAX AQV225N AQV225NAX AQV22	PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. Low On resistance. AC/DC type. Output rating: load voltage 400 V, load current 50 mA. Throuh hole terminal. Tube packing style.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. Low On resistance. AC/DC type. Output rating: load voltage 400 V, load current 50 mA. Surface-mount terminal. Tube packing style.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. Low On resistance. AC/DC type. Output rating: load voltage 400 V, load current 50 mA. Surface-mount terminal. Tape and reel packing style. Picked from the 1/2/3-pin side.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. Low On resistance. AC/DC type. Output rating: load voltage 80 V, load current 150 mA. Throuh hole terminal. Tube packing style.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. Low On resistance. AC/DC type. Output rating: load voltage 80 V, load current 150 mA. Surface-mount terminal. Tape and reel packing style. Picked from the 1/2/3-pin side.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. Low On resistance. AC/DC type. Output rating: load voltage 80 V, load current 150 mA. Surface-mount terminal. Tape and reel packing style. Picked from the 4/5/6-pin side.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. Low On resistance. AC/DC type. Output rating: load voltage 80 V, load current 150 mA. Surface-mount terminal. Tube packing style.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. Low On resistance. AC/DC type. Output rating: load voltage 400 V, load current 50 mA. Surface-mount terminal. Tape and reel packing style. Picked from the 4/5/6-pin side.
PhotoMOS relay, RF (radio frequency) type [1-channel (form A) type]. Low On resistance. AC/DC type. Output rating: load voltage 200 V, load current 70 mA. Surface-mount terminal. Tube packing style.
	Matsushita Electric Works(Nais)

	SEN-R-1050-010 SEN-R-1050-026 SEN-R-1050-027 SEN-R	TRANSIENT VOLTAGE SUPPRESSOR 5000 WATT SERIES GLASS PASSIVATED DIE/CELL 5000 W, UNIDIRECTIONAL, SILICON, TVS DIODE
	Sensitron Semiconductor
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