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			 Related Part Number
	
					PART	Description	Maker
	R1225N 	PWM/VFM step-down DC/DC Converter
	RICOH electronics devices division

	R1234D131A R1234D261A R1234D261B R1234D201A R1234D	PWM/VFM Step-Down DC/DC CONVERTER with Synchronous Rectifier
	RICOH electronics devices division

	R1234D231A 	PWM/VFM Step-Down DC/DC CONVERTER with Synchronous Rectifier 脉宽调制/ VFM的降压型DC / DC同步整流变换
	Ricoh Co., Ltd.

	AS7620 AS762013 AS7620B-BQFT 	650mA, Ul t ra low Ripple Step Down DC/DC Conver ter
	austriamicrosystems AG

	RN5RY202 RN5RY202A RN5RY202A-TL RN5RY202A-TR RN5RY	VFM Set-up DC/DC Converter Controller
VFM STEP-UP DC/DC CONVERTER CONTROLLER
	RICOH[RICOH electronics devices division]
Ricoh Co., Ltd.

	RS5RJ RS5RJ3329A-T1 RS5RJ5045B-T2 RS5RJ4036B-T2 RS	Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:8; Connector Shell Size:22; Connecting Termination:Solder; Body Style:Straight; Circular Contact Gender:Socket; Gender:Female
POLYESTER CAPACITOR
VFM STEP-UP DC/DC CONVERTER WITH VOLTAGE REGULATOR AND DETECTOR 0.25 A SWITCHING REGULATOR, 100 kHz SWITCHING FREQ-MAX, PDSO8
VFM STEP-UP DC/DC CONVERTER WITH VOLTAGE REGULATOR AND DETECTOR 衡工量值式升压型DC / DC转换器稳压器和检测器
	Ricoh Co., Ltd.
http://
RICOH COMPANY LTD
RICOH electronics devic...

	RN5RKXX1A RN5RK211A-TL RN5RK521B-TL RN5RK402A-TL R	SOT-23-5 VFM STEP-UP DC/DC CONVERTER
	RICOH[RICOH electronics devices division]

	RN5RK232A-TR RN5RK222A-TR RN5RK262A-TR RN5RK242A-T	SOT-23-5 VFM STEP-UP DC/DC CONVERTER
	Ricoh Co., Ltd.
RICOH electronics devices d...
RICOH electronics devic...

	UC350012 	HIGH EFFICIENCY VFM CONTROLLED STEP-UP DC/DC CONVERTER
	Unisonic Technologies

	RH5RIXX1B RH5RIXX2B RH5RI692B-T1 RH5RI692B-T2 RH5R	VFM Set-up DC/DC Converter
VFM step-up DC/DC converter. Output voltage 6.9V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 6.9V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 6.9V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T1
VFM step-up DC/DC converter. Output voltage 6.9V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 2.9V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 2.9V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 2.9V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 2.9V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 2.9V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T1
VFM step-up DC/DC converter. Output voltage 2.9V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 5.1V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 5.1V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 5.1V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 5.1V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 5.1V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T1
VFM step-up DC/DC converter. Output voltage 5.1V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 5.2V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 5.2V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 5.2V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 3.1V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 3.1V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.1V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 3.1V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.1V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T1
VFM step-up DC/DC converter. Output voltage 3.1V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.2V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 3.2V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.2V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 3.2V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.2V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T1
VFM step-up DC/DC converter. Output voltage 3.2V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.3V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 7.3V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 7.3V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 7.3V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 7.3V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T1
VFM step-up DC/DC converter. Output voltage 7.3V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 6.5V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 6.5V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 6.5V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 6.5V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 6.5V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T1
VFM step-up DC/DC converter. Output voltage 6.5V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 6.6V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 6.6V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 3.8V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.9V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.9V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 3.9V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.6V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.6V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.6V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 5.4V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 5.4V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 4.1V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 4.2V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 4.3V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 4.3V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 4.0V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 4.1V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 4.1V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 4.1V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 4.2V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 4.2V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T1
VFM step-up DC/DC converter. Output voltage 6.2V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 6.0V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 6.1V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 7.2V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 7.2V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 7.2V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T1
VFM step-up DC/DC converter. Output voltage 7.2V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 7.2V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 7.2V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 5.3V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 5.3V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 4.7V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 4.7V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 4.7V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 4.7V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 4.7V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T1
VFM step-up DC/DC converter. Output voltage 4.7V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 7.0V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 7.0V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 7.0V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 7.0V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 7.0V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T1
VFM step-up DC/DC converter. Output voltage 7.0V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.7V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 3.7V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.7V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 3.7V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 3.7V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T1
VFM step-up DC/DC converter. Output voltage 3.7V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
VFM step-up DC/DC converter. Output voltage 5.6V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 5.6V. Internal Lx Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 5.6V. External Tr. driver (oscillator frequency 100kHz) Taping type T1
VFM step-up DC/DC converter. Output voltage 5.6V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 5.6V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T1
VFM step-up DC/DC converter. Output voltage 4.6V. External Tr. driver (oscillator frequency 100kHz) Taping type T2
VFM step-up DC/DC converter. Output voltage 4.6V. Internal Tr./External Tr. (selectively available)(oscillator frequency 100kHz, with chip enable function) Taping type T2
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