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			 Related Part Number
	
					PART	Description	Maker
	SL0312001 	3111 N. Deer Run Road #4 Carson City, NV 89701
	Ametherm, Inc.

	SL0322101 	3111 N. Deer Run Road #4 Carson City, NV 89701
	AMETHERM Circuit Protection Thermistors

	SL0350001 	3111 N. Deer Run Road #4 Carson City, NV 89701
	Ametherm, Inc.

	SL0316001 	3111 N. Deer Run Road #4 Carson City, NV 89701
	Ametherm, Inc

	2N5237 	Type 2N5237 Geometry 3111 Polarity NPN
	Semicoa Semiconductor

	2N5238 	TYPE 2N5238 GEOMETRY 3111 POLARITY NPN
	Semicoa Semiconductor

	SSF-LXH240GGD 	290 E, HELEN ROAD PALATINE, IL 60067-6976
	LUMEX INC.

	SML-LX15HC-RP-TR SML-LX15HC-RP-TR-17 	290 E. HELEN ROAD PALATINE, IL 60067-6976
SOT-23 Replacement, Surface Mount Led
	LUMEX INC.

	32FB4410-F 37FB4410-F 32FD3704-F 21FD3704-F 32FD37	AC Motor Run Capacitors Oval and Round, Oil Filled, 70 ?C, Metallized Polypropylene Capacitors
AC Motor Run Capacitors Oval and Round, Oil Filled, 70 ?C, Metallized Polypropylene Capacitors
AC Motor Run Capacitors Oval and Round, Oil Filled, 70 垄陋C, Metallized Polypropylene Capacitors
AC Motor Run Capacitors Oval and Round, Oil Filled, 70 ?C, Metallized Polypropylene Capacitors
AC MEXICO RoHS Compliant: Yes CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 40 uF, CHASSIS MOUNT
	Cornell Dubilier Electronic...
Mallory Sonalert Products, Inc.
Cornell Dubilier Electronics, Inc.

	SX18AD75-I/DP SX28AD75-I/TQ SX18AD75-I/PQ SX28AD75	; Suppressor Type:Outlet Strip; Transient Energy Rating:4080J; External Depth:6.25"; Approval Bodies:cULus; Applications:High-quality TVSS for datacenters, industrial facilities and commercial buildings 配置通信控制器与电子工程/闪存程序存储器，在系统编程能力和片上调试
Configurable Communications Controllers with EE/Flash Program Memory, In-System Programming Capability and On-Chip Debug 配置通信控制器与电子工程/闪存程序存储器，在系统编程能力和片上调试
8-BIT MICROCONTROLLER
(SXxxxx) Configurable Communications Controllers
Uninterruptible Power Supply (UPS); Output Voltage:230V; Output Power Max:1400W; Run Time - Half Load:47min; Run Time -  Full Load:21min; Applications:Servers; Features:Extended Outage Protection; No. of Outlets:9 RoHS Compliant: NA
Uninterruptible Power Supply (UPS); Output Voltage:230V; Output Power Max:700W; Run Time - Half Load:13min; Run Time -  Full Load:4min; Applications:Servers; Features:Extended Outage Protection; No. of Outlets:8 RoHS Compliant: NA
Uninterruptible Power Supply (UPS); Output Voltage:230V; Output Power Max:1400W; Run Time - Half Load:14min; Run Time -  Full Load:4min; Applications:Servers; Features:Extended Outage Protection; No. of Outlets:9 RoHS Compliant: NA
Uninterruptible Power Supply (UPS); Output Voltage:230V; Output Power Max:8000W; Run Time - Half Load:24min; Run Time -  Full Load:10min; Applications:Servers; Features:Extended Outage Protection; No. of Outlets:13 RoHS Compliant: NA
Data Line Surge Suppressor; Suppressor Type:Data Line; Peak Surge Current:6.5kA; Response Time:1ns; Connector Type A:IEC320-C8; Connector Type B:IEC320-C8; Fax/Modem Protection:Yes; Features:RJ-11 Modem/Fax protection
	SCENIX
Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
List of Unclassifed Man...
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