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			 Related Part Number
	
					PART	Description	Maker
	ZHT2431 ZHT2431C02 ZHT2431F02 	HIGH TEMPERATURE ADJUSTABLE PRECISION ZENER SHUNT REGULATOR
	ZETEX[Zetex Semiconductors]
ETC

	PEEL20CG10AJ-15 PEEL20CG10AJ-10 PEEL20CG10AJI-10 P	Step-Down Switching Regulator; Package: TO-220; No of Pins: 5; Temperature Range: -40°C to  85°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
1A High Voltage, Efficiency Switching Voltage Regulator
7.5A, 5A, 3A Low Dropout Positive Adjustable Regulators; Package: TO-220; No of Pins: 3; Temperature Range: 0°C to  70°C
Step-Down Switching Regulator; Package: TO-220; No of Pins: 7; Temperature Range: 0°C to  70°C
Micropower, Single Supply, Precision Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C 电可擦除可编程逻辑器件
7.5A, 5A, 3A Low Dropout Positive Adjustable Regulators; Package: TO-3P; No of Pins: 3; Temperature Range: 0&deg;C to  70&deg;C 电可擦除可编程逻辑器件
Micropower, Dual and Quad, Single Supply, Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C 电可擦除可编程逻辑器件
Electrically-Erasable PLD 电可擦除可编程逻辑器件
	Electronic Theatre Controls, Inc.
Bourns, Inc.
STMicroelectronics N.V.

	MAX1649 MAX1649C_D MAX1649CPA MAX1649CSA MAX1649EP	5V/3.3V or Adjustable, High-Efficiency,Low-Dropout, Step-Down DC-DC Controllers(5V或可降压型，输出电流2A,DC-DC变换MAX649的改进型) 5V/3.3V或可调、高效率、低压差、降压型DC-DC控制
Circular Connector; Body Material:Aluminum Alloy; Series:D38999; No. of Contacts:100; Connector Shell Size:23; Connecting Termination:Grounded; Gender:Male SWITCHING CONTROLLER, 300 kHz SWITCHING FREQ-MAX, PDSO8
5V/3.3V or Adjustable / High-Efficiency / Low-Dropout / Step-Down DC-DC Controllers
5V/3.3V or Adjustable High-Efficiency Low-Dropout Step-Down DC-DC Controllers
5V/3.3V or Adjustable, High-Efficiency, Low-Dropout, Step-Down DC-DC Controllers
	Maxim Integrated Produc...
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
Maixm
MAXIM - Dallas Semiconductor

	A3187ELT A3187EUA A3187LLT A3187LT UGN3175SUA A318	HALL-EFFECT LATCHES FOR HIGH-TEMPERATURE OPERATION 霍尔效应锁存器的高温作业
SENSOR IC 5CH 5V 5MA SGL 28-SSOP
Hall-Effect Latch For High-Temperature  Operation(工作于高温的霍尔效应锁存
Hall-effect latche for high-temperature operation
	Allegro MicroSystems, Inc.
ALLEGRO[Allegro MicroSystems]

	ENC151D-14A ENC201D-14A ENC361D-14A ENC221D-14A EN	Adjustable Quad Sequencer; Temperature Range: -40°C to 85°C; Package: 14-SOIC
5V, Full Duplex, 250kbps Slew Rate Limited With Enable, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 14-PDIP
±15kV ESD Protected,  3V To  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 18-SOIC
5 Ld Voltage Supervisors with Adjustable Power-On Reset, Dual Voltage Monitoring or Watchdog Timer Capability; Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R
5V, Full Duplex, 5Mbps With Enable, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40°C to 85°C; Package: 16-TSSOP
Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP 性病检验手
STD MOV 性病检验手
Dual LDO with Low Noise, Very High PSRR, and Low IQ; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN 性病检验手
5V, Full Duplex, 250kbps Slew Rate Limited With Enable, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-PDIP 性病检验手
5V, Full Duplex, 5Mbps With Enable, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R 性病检验手
	Fuji Electric Holdings Co., Ltd.
HIROSE ELECTRIC Co., Ltd.

	MAX764 MAX764CPA MAX764CSA MAX764EPA MAX764ESA MAX	-5V/-12V/-15V or Adjustable, High-Efficiency, Low IQ DC-DC Inverters 1.5 A SWITCHING REGULATOR, 300 kHz SWITCHING FREQ-MAX, PDSO8
-5V/-12V/-15V or Adjustable / High-Efficiency / Low IQ DC-DC Inverters
From old datasheet system
-5V/-12V/-15V or Adjustable High-Efficiency Low IQ DC-DC Inverters
	MAXIM INTEGRATED PRODUCTS INC
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	AD95S08KBC AD95S10KBC AD95S11KBC AD95S12KBC AD95S1	THYRISTOR MODULE|DOUBLER|HALF-CNTLD|POSITIVE|15V V(RRM)|95A I(T)
Programmable Quad Supply Monitor with Adjustable Reset Timer; Package: DFN; No of Pins: 10; Temperature Range: 0°C to  70°C
Programmable Quad Supply Monitor with Adjustable Reset Timer; Package: DFN; No of Pins: 10; Temperature Range: -40&deg;C to  85&deg;C 晶闸管模块|倍增|半CNTLD |阳性| 15V的五（无线资源管理）| 95A章吾（翻译）
	TOKO, Inc.

	CMX661 LTC2901 LTC2900 LTC2900-1CDD LTC2900-1CMS L	   Programmable Quad Supply Monitor with Adjustable Reset Timer
Programmable Quad Supply Monitor with Adjustable Reset Timer; Package: MSOP; No of Pins: 10; Temperature Range: 0&deg;C to  70&deg;C 4-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO10
Programmable Quad Supply Monitor with Adjustable Reset Timer; Package: DFN; No of Pins: 10; Temperature Range: 0&deg;C to  70&deg;C 4-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO10
Programmable Quad Supply Monitor with Adjustable Reset Timer; Package: DFN; No of Pins: 10; Temperature Range: -40&deg;C to  85&deg;C 4-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO10
Programmable Quad Supply Monitor with Adjustable Reset and Watchdog Timers
PAIR GAIN DUAL SPM DETECTOR
Programmable Quad Supply Monitor with Adjustable Reset Timer 4-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO10
	LINER[Linear Technology]
CMLMICRO
Linear Technology Corporation
Linear Technology, Corp.

	LT1086_04 LT1086 LT1086CH LT1086CK LT1086CK-12 LT1	1.5A Low Dropout Positive Regulators Adjustable and Fixed 2.85V, 3.3V, 3.6V, 5V, 12V; Package: DD PAK; No of Pins: 3; Temperature Range: -55&deg; to  125&deg;C 1.2 V-15 V ADJUSTABLE POSITIVE LDO REGULATOR, 1.5 V DROPOUT, PSSO3
1.5A Low Dropout Positive Regulators Adjustable and Fixed 2.85V, 3.3V, 3.6V, 5V, 12V; Package: TO-220; No of Pins: 3; Temperature Range: 0&deg;C to  70&deg;C 3.6 V FIXED POSITIVE LDO REGULATOR, 1.5 V DROPOUT, PSFM3
	LINEAR TECHNOLOGY CORP
Linear Technology, Corp.
LINER[Linear Technology]
http://

	LT1073 LT1073CN8-12 LT1073CN8PBF LT1073CS8-5PBF LT	Micropower DC/DC Converter Adjustable and Fixed 5V, 12V
Micropower DC-DC Converter Adjustable and Fixed 5V, 12V; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C 1.5 A SWITCHING REGULATOR, 23 kHz SWITCHING FREQ-MAX, PDIP8
Micropower DC-DC Converter Adjustable and Fixed 5V, 12V; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C 1.5 A SWITCHING REGULATOR, 23 kHz SWITCHING FREQ-MAX, PDSO8
	Linear Technology, Corp.
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