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   Type 066/066R 85 °C & 105 °C, Standard, Axial Leaded, Aluminum
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			 Related Part Number
	
					PART	Description	Maker
	400MXC120MEFCSN25X25 450MXC100MEFCSN25X30 	105 Standard, Snap-in Terminal Type
	RUBYCON CORPORATION

	STL36N55M5 	N-channel 550 V, 0.066 typ., 22.5 A MDmesh V Power MOSFET in a PowerFLAT 8x8 HV package
	STMicroelectronics

	101C473U7R5AA2B 101C204U7R5EJ2B 	Type 101C ?5 °C to 105 °C Low-ESR, Wide-Temperature Grade
	Cornell Dubilier Electr...

	ASM2P3805X ASM2I3805DG-20-AR ASM2I3805DG-20-AT ASM	Aluminum Electrolytic Capacitor; Capacitor Type:General Purpose; Voltage Rating:160VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  105 C; Capacitance:680uF RoHS Compliant: Yes
Aluminum Electrolytic Capacitor; Capacitor Type:General Purpose; Voltage Rating:450VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-25 C to  105 C; Capacitance:68uF RoHS Compliant: Yes
3.3V CMOS Dual 1-To-5 Clock Driver
	ALSC[Alliance Semiconductor Corporation]

	AD9432BST-105 AD9432/PCB AD9432BST-80 	12-Bit, 80 MSPS/105 MSPS A/D Converter 12位，80 MSPS/105 MSPS的A / D转换
	Analog Devices, Inc.

	LDECD3680 LDEIC1100 LDEIC1120 LDEIC1150 LDEIC1180 	; Operating Temperature Range:-25 C to  105 C; Capacitance:270uF RoHS Compliant: Yes
LED GREEN CLEAR 1210 DOMED SMD
LED YELLOW CLEAR 1210 DOMED SMD
Aluminum Electrolytic Capacitor; Capacitor Type:General Purpose; Voltage Rating:400VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-25 C to  105 C; Capacitance:330uF RoHS Compliant: Yes
PEN-PET H.T 笔聚酯羟色胺
	List of Unclassifed Man...
List of Unclassifed Manufac...
http://
List of Unclassifed Manufacturers
ETC[ETC]
Electronic Theatre Controls, Inc.

	2SK3596-01L 2SK3596-01S 2SK3596-01SJ 	N-CHANNEL SILICON POWER MOSFET 30 A, 200 V, 0.066 ohm, N-CHANNEL, Si, POWER, MOSFET
	FUJI[Fuji Electric]
FUJI ELECTRIC HOLDINGS CO., LTD.

	SLP152M063A3P3 SLP123M010C1P3 SLP152M080C1P3 SLP15	105 ìC Aluminum Electrolytic Snap-In Capacitors
105 oC Aluminum Electrolytic Snap-In Capacitors
105 潞C Aluminum Electrolytic Snap-In Capacitors
105 篓卢C Aluminum Electrolytic Snap-In Capacitors
	http://
Cornell Dubilier Electronics
Cornell Dubilier Electr...

	LP103M025H3P3 LP123M025H3P3 LP272M025C1P3 LP332M02	105 ?C Snap-In Aluminum Electrolytic Capacitors
105 ?C Snap-In Aluminum Electrolytic Capacitors
105 垄陋C Snap-In Aluminum Electrolytic Capacitors
105 ?C Snap-In Aluminum Electrolytic Capacitors
	Cornell Dubilier Electr...
http://
Cornell Dubilier Electronics

	AD9432/PCB AD9432BSQ-80 AD9432BSQ-105 AD9432BSQZ-8	12-Bit, 80 MSPS/105 MSPS ADC
12-Bit, 80 MSPS/105 MSPS A/D Converter
	Analog Devices, Inc.

	CAT28C65BHP-20 CAT28C65BHN-15 CAT28C65BHT-20 CAT28	SCR / Diode Modules up to 1400V SCR / Diode Fast
SAM - PSB 2168
Bridges for Throttle Control
SBCX-X - PEB 3081
SCOUT™-S - PSB 21381
Transmitter; Package: PG-TSSOP-10; Frequency Band: 868.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 10.0 dBm; Temperature Range: -40.0 - 125.0 °C
XWAY™ VINAX-CPE - PEB 83000
XWAY™ TWINPASS-E
Transmitter; Package: PG-TSSOP-10; Frequency Band: 434.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 5.0 dBm; Temperature Range: -40.0 - 125.0 °C
Transmitter; Package: PG-TSSOP-10; Frequency Band: 315.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 5.0 dBm; Temperature Range: -40.0 - 125.0 °C
XWAY™ TANTOS
SEROCCO™-M - PEBPEF 20532
Transceiver; Package: PG-TSSOP-38; Frequency Band: 315.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 9.0 dBm; Temperature Range: -40.0 - 85.0 °C
Transceiver; Package: PG-TSSOP-38; Frequency Band: 434.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 9.0 dBm; Temperature Range: -40.0 - 85.0 °C
Transmitter; Package: PG-TSSOP-16; Frequency Band: 315.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 10.0 dBm; Temperature Range: -40.0 - 125.0 °C
SCR Diode Discs up to 1400V Fast Thyristors
SCR / Diode Modules up to 1400V SCR / Diode Phase Control
Receiver; Package: PG-TSSOP-28; Frequency Band: 315.0 MHz; Channel Requirements per Band: Multi-Channel; Modulation Type: ASK / FSK; Digital Baseband / Autonomous RX: yes; Temperature Range: -40.0 - 105.0 °C
Receiver; Package: PG-TSSOP-28; Frequency Band: 915.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Digital Baseband / Autonomous RX: no; Temperature Range: -40.0 - 85.0 °C
Receiver; Package: PG-TSSOP-28; Frequency Band: 434.0 MHz 868.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Digital Baseband / Autonomous RX: no; Temperature Range: -40.0 - 105.0 °C
Linear Voltage Regulators for Automotive Applications; Package: PG-TO263-7; Regulator Type: single output; Output Voltage: 5V; Accuracy: 2.0 %; Max. Output Current: 400mA; Dropout Voltage: 300mV
Receiver; Package: PG-TSSOP-28; Frequency Band: 315.0 MHz; Channel Requirements per Band: Multi-Channel; Modulation Type: ASK / FSK; Digital Baseband / Autonomous RX: no; Temperature Range: -40.0 - 105.0 °C
SCOUT&#153;-DX - PSB 21373 x8的EEPROM
SCOUT&#153;-P/PX - PSB 21391; PSB 21393 x8的EEPROM
128Kx8 EEPROM 128Kx8 EEPROM
High Speed CAN Transceiver - TLE 6250 x8的EEPROM
SCOUT&#153;-SX - PSB 21383 x8的EEPROM
Transmitter; Package: PG-TSSOP-10; Frequency Band: 434.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 10.0 dBm; Temperature Range: -40.0 - 125.0 &#176;C
	Toshiba, Corp.
Infineon Technologies AG
Air Cost Control
TE Connectivity, Ltd.
Amphenol, Corp.
TOKO, Inc.



				
	 
	 Related keyword From Full Text Search System
	

					
						066392U063JT2 sfp configuration	
						066392U063JT2 Semiconductor	
						066392U063JT2 schottky	
						066392U063JT2 Flash	
						066392U063JT2 什么封装
	
						066392U063JT2 m85049	
						066392U063JT2 data	
						066392U063JT2 example commands	
						066392U063JT2 where to buy	
						066392U063JT2 semicon


				
	 



		 


	
		
Price & Availability of 066392U063JT2 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.19863200187683















