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			 Related Part Number
	
					PART	Description	Maker
	MSV800 	a long service life battery up to 15years expected life under normal float charge
	CSB Battery Co., Ltd.

	MSJ200 	a long sevice life battery up to 20years expected life under normal float charge
	CSB Battery Co., Ltd.

	MSJ150 	a long service life battery up to 20years expected life under normal float charge
	CSB Battery Co., Ltd.

	P232-SFA25BR10K P232-SFC25BR10K P232-SFC20BR10K P2	24mm Rotary Potentiometer Sealed/ Dust Proof Long Life Element 2 Million Cycle Life Metal Shaft/ Bushing RoHS Compliant
	BI Technologies Corporation

	HYS64V32220GDL-8 HYS64V16200GDL HYS64V16200GDL-7 H	144 pin SO-DIMM SDRAM Modules 144引脚SO - DIMM内存模块
144 pin SO-DIMM SDRAM Modules 144引脚的SO - DIMM内存模块
256MB PC100 (2-2-2) 2-bank End-of-Life
SDRAM|16MX64|CMOS|DIMM|144PIN|PLASTIC
SDRAM Modules - 128MB PC133 (3-3-3) 1-bank; End-of-Life
SDRAM Modules - 256MB PC133 (3-3-3) 2-bank; End-of-Life
SDRAM Modules - 128MB PC133 (2-2-2) 1-bank; End-of-Life
SDRAM Modules - 256MB PC133 (2-2-2) 2-bank; End-of-Life
16M X 64 SYNCHRONOUS DRAM MODULE, 6 ns, DMA144
	Infineon Technologies A...
INFINEON[Infineon Technologies AG]

	25ZLH150MEFC6.3X11 25ZLH150MEFCTA6.3X11 25ZLH150ME	105 Miniaturized, Long Life, Low impedance.
MINIATURE ALUMINUM ELECTROLYTIC CAPACITORS
105?/a> Miniaturized, Long Life, Low impedance.
	RUBYCON CORPORATION

	PEC11-4130F-S0018 PEC11-4315K-N0012 PEC11-4315K-S0	Incremental Encoder; Number of Detents:18; Counts Per Revolution:18; Number of Pins:3; Rotational Life Revolutions:30000; Shaft Length:30mm SINGLE, 2 CHANNELS, ROTARY OPTICAL POSITION ENCODER
ROTARY OPTICAL POSITION ENCODER ROHS COMPLIANT, COMPACT PACKAGE-3
Incremental Encoder; Number of Detents:0; Counts Per Revolution:12; Number of Pins:3; Rotational Life Revolutions:30000; Shaft Length:20mm SINGLE, 2 CHANNELS, ROTARY OPTICAL POSITION ENCODER
Incremental Encoder; Number of Detents:24; Counts Per Revolution:24; Number of Pins:3; Rotational Life Revolutions:30000; Shaft Length:15mm SINGLE, 2 CHANNELS, ROTARY OPTICAL POSITION ENCODER
Incremental Encoder; Number of Detents:0; Counts Per Revolution:24; Number of Pins:3; Rotational Life Revolutions:30000; Shaft Length:20mm SINGLE, 2 CHANNELS, ROTARY OPTICAL POSITION ENCODER
Incremental Encoder; Number of Detents:0; Counts Per Revolution:18; Number of Pins:3; Rotational Life Revolutions:30000; Shaft Length:20mm SINGLE, 2 CHANNELS, ROTARY OPTICAL POSITION ENCODER
Incremental Encoder; Number of Detents:18; Counts Per Revolution:18; Number of Pins:3; Rotational Life Revolutions:30000; Shaft Length:20mm SINGLE, 2 CHANNELS, ROTARY OPTICAL POSITION ENCODER
Incremental Encoder; Number of Detents:24; Counts Per Revolution:24; Number of Pins:3; Rotational Life Revolutions:30000; Shaft Length:30mm SINGLE, 2 CHANNELS, ROTARY OPTICAL POSITION ENCODER
Incremental Encoder; Number of Detents:24; Counts Per Revolution:24; Number of Pins:3; Rotational Life Revolutions:30000; Shaft Length:20mm SINGLE, 2 CHANNELS, ROTARY OPTICAL POSITION ENCODER
Incremental Encoder; Encoder Type:Incremental; Encoder Resolution:24CPR; No. of Channels:2; Shaft Diameter:6mm; Series:PEC11; Rotation Speed:60rpm; Rotational Life Revolutions:30000; Torque Max:2.7in-oz RoHS Compliant: Yes
	Bourns, Inc.
BOURNS INC

	550C103T250DF2B 550C352U500DF2B 550C672T350DF2B 55	Ultra Ripple, Long-life, Inverter Grade, Aluminum Ultra-Ripple, Long Life, Computer Grade
   Ultra Ripple, Long-life, Inverter Grade, Aluminum Ultra-Ripple, Long Life, Computer Grade
	Cornell Dubilier Electronics
Cornell Dubilier Electr...

	AHD104M10B12T AHD104M16B12T AHD104M25B12T AHD104M2	SMT Aluminum Electrolytic Capacitors - Long Life, 105 ?C
SMT Aluminum Electrolytic Capacitors - Long Life, 105 垄陋C
SMT Aluminum Electrolytic Capacitors - Long Life, 105 ?C
	Cornell Dubilier Electronics

	IP2034PBF IP2034TRPBF 	End of Life Notification
	International Rectifier

	PDF241S430F103B0 PDF241S430S103B0 PDF241S435S103B0	24 mm Long Life Potentiometer
	Bourns Electronic Solut...
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