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			93AA46BT-IMSG - 1K Microwire Compatible Serial EEPROM 一千微丝兼容串EEPROM IGBT Module; Transistor Polarity:N Channel; Collector Emitter Voltage, Vceo:600V; Collector Emitter Saturation Voltage, Vce(sat):1.7V; Power Dissipation, Pd:255W; Package/Case:Module; C-E Breakdown Voltage:600V 一千微丝兼容串行EEPROM Film Capacitor; Voltage Rating:250VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.068uF; Capacitance Tolerance: /- 5%; Lead Pitch:10mm; Package/Case:C; Series:160; Termination:Radial Leaded RoHS Compliant: Yes 一千微丝兼容串行EEPROM 1K Microwire Compatible Serial EEPROM 一千微丝兼容串行EEPROM RES,MF,1K,OHMS,1/4W,1% 一千微丝兼容串行EEPROM Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 5%; Series:CD16; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.94mm; Leaded Process Compatible:Yes RoHS Compliant: Yes Film Capacitor; Voltage Rating:400VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.56uF; Capacitance Tolerance: /- 10%; Lead Pitch:22.5mm; Leaded Process Compatible:No; Package/Case:O; Peak Reflow Compatible (260 C):No RoHS Compliant: No Silver Mica Capacitor; Capacitance:4pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No Silver Mica Capacitor; Capacitance:4pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes RES 100K MF 1/4W F 0500LS 250V  T&R 93AA46A/B/C/ 93LC46A/B/C/ 93C46A/B/C Datasheet IGBT Module; Continuous Collector Current, Ic:50A; Collector Emitter Saturation Voltage, Vce(sat):1.7V; Power Dissipation, Pd:125W; C-E Breakdown Voltage:600V; Collector Current:50A; Collector Emitter Voltage, Vceo:600V RoHS Compliant: Yes Film Capacitor; Voltage Rating:400VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.56uF; Capacitance Tolerance: 10%; Lead Pitch:22.5mm; Leaded Process Compatible:Yes; Package/Case:O; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes Silver Mica Capacitor; Capacitance:2pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No Silver Mica Capacitor; Capacitance:5pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes Silver Mica Capacitor; Capacitance:680pF; Capacitance Tolerance: /- 5%; Series:CD16; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.94mm; Leaded Process Compatible:No RoHS Compliant: No Special Function IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 
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	Part No.	93AA46BT-I_MSG 93LC46BT-E/MS 93LC46BT-E/MSG 93LC46BT-E/OT 93LC46BT-E/OTG 93LC46BT-E/P 93LC46BT-E/PG 93LC46BT-E/SN 93LC46BT-E/SNG 93LC46BT-E/ST 93LC46BT-E/STG 93AA46C-E/MS 93AA46C-E/MSG 93AA46C-E/OT 93AA46C-E/OTG 93AA46C-E/P 93AA46C-E/PG 93AA46C-E/SN 93AA46C-E/SNG 93AA46C-E/ST 93AA46C-E/STG 93LC46BXT-E/MSG 93LC46BXT-E/PG 93LC46BXT-E/ST 93LC46BXT-E/SN 93LC46BXT-E/STG 93LC46BXT-E/OTG 93LC46BXT-E/SNG 93C46C-E/MS 93C46C-E/MSG 93LC46C-E/MSG  

	Description	1K Microwire Compatible Serial EEPROM 一千微丝兼容串EEPROM 
 IGBT Module; Transistor Polarity:N Channel; Collector Emitter Voltage, Vceo:600V; Collector Emitter Saturation Voltage, Vce(sat):1.7V; Power Dissipation, Pd:255W; Package/Case:Module; C-E Breakdown Voltage:600V 一千微丝兼容串行EEPROM
Film Capacitor; Voltage Rating:250VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.068uF; Capacitance Tolerance: /- 5%; Lead Pitch:10mm; Package/Case:C; Series:160; Termination:Radial Leaded RoHS Compliant: Yes 一千微丝兼容串行EEPROM
1K Microwire Compatible Serial EEPROM 一千微丝兼容串行EEPROM
RES,MF,1K,OHMS,1/4W,1% 一千微丝兼容串行EEPROM
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 5%; Series:CD16; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.94mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Film Capacitor; Voltage Rating:400VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.56uF; Capacitance Tolerance: /- 10%; Lead Pitch:22.5mm; Leaded Process Compatible:No; Package/Case:O; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:4pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:4pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
RES 100K MF 1/4W F 0500LS 250V  T&R
93AA46A/B/C/ 93LC46A/B/C/ 93C46A/B/C Datasheet
IGBT Module; Continuous Collector Current, Ic:50A; Collector Emitter Saturation Voltage, Vce(sat):1.7V; Power Dissipation, Pd:125W; C-E Breakdown Voltage:600V; Collector Current:50A; Collector Emitter Voltage, Vceo:600V RoHS Compliant: Yes
Film Capacitor; Voltage Rating:400VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.56uF; Capacitance Tolerance: 10%; Lead Pitch:22.5mm; Leaded Process Compatible:Yes; Package/Case:O; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:2pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:5pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:680pF; Capacitance Tolerance: /- 5%; Series:CD16; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.94mm; Leaded Process Compatible:No RoHS Compliant: No
Special Function IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
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 			 Full text search : 1K Microwire Compatible Serial EEPROM 一千微丝兼容串EEPROM IGBT Module; Transistor Polarity:N Channel; Collector Emitter Voltage, Vceo:600V; Collector Emitter Saturation Voltage, Vce(sat):1.7V; Power Dissipation, Pd:255W; Package/Case:Module; C-E Breakdown Voltage:600V 一千微丝兼容串行EEPROM Film Capacitor; Voltage Rating:250VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.068uF; Capacitance Tolerance: /- 5%; Lead Pitch:10mm; Package/Case:C; Series:160; Termination:Radial Leaded RoHS Compliant: Yes 一千微丝兼容串行EEPROM 1K Microwire Compatible Serial EEPROM 一千微丝兼容串行EEPROM RES,MF,1K,OHMS,1/4W,1% 一千微丝兼容串行EEPROM Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 5%; Series:CD16; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.94mm; Leaded Process Compatible:Yes RoHS Compliant: Yes Film Capacitor; Voltage Rating:400VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.56uF; Capacitance Tolerance: /- 10%; Lead Pitch:22.5mm; Leaded Process Compatible:No; Package/Case:O; Peak Reflow Compatible (260 C):No RoHS Compliant: No Silver Mica Capacitor; Capacitance:4pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No Silver Mica Capacitor; Capacitance:4pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes RES 100K MF 1/4W F 0500LS 250V  T&R 93AA46A/B/C/ 93LC46A/B/C/ 93C46A/B/C Datasheet IGBT Module; Continuous Collector Current, Ic:50A; Collector Emitter Saturation Voltage, Vce(sat):1.7V; Power Dissipation, Pd:125W; C-E Breakdown Voltage:600V; Collector Current:50A; Collector Emitter Voltage, Vceo:600V RoHS Compliant: Yes Film Capacitor; Voltage Rating:400VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.56uF; Capacitance Tolerance: 10%; Lead Pitch:22.5mm; Leaded Process Compatible:Yes; Package/Case:O; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes Silver Mica Capacitor; Capacitance:2pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No Silver Mica Capacitor; Capacitance:5pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes Silver Mica Capacitor; Capacitance:680pF; Capacitance Tolerance: /- 5%; Series:CD16; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.94mm; Leaded Process Compatible:No RoHS Compliant: No Special Function IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	93C66AIMS 93C66AIMSG 93C66AIOT 93C66AIOTG 93C66AIP	From old datasheet system
4K Microwire Compatible Serial EEPROM
 
93AA66A/B/C, 93LC66A/B/C, and 93C66A/B/C 4K Microwire-Compatible Serial EEPROM
	MICROCHIP[Microchip Technology]

	93C56B-I_SN 93C76BT-E_OT 93LC465CT-E_OT 93LC86AT-I	1K-16K Microwire Compatible Serial EEPROMs
128 X 8 MICROWIRE BUS SERIAL EEPROM, PDSO8
	Microchip Technology

	FM93C06E FM93C06 FM93C06V FM93C06L FM93C06LZ FM93C	256-Bit Serial CMOS EEPROM (MICROWIRE?Synchronous Bus)
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each
Microwire Serial EEPROM 16 X 16 MICROWIRE BUS SERIAL EEPROM, PDIP8
Microwire Serial EEPROM 16 X 16 MICROWIRE BUS SERIAL EEPROM, PDSO8
From old datasheet system
256-Bit Serial CMOS EEPROM (MICROWIRE Synchronous Bus)
256-BIT SERIAL CMOS EEPROM (MICROWIRE⒙ SYNCHRONOUS BUS)
256-Bit Serial CMOS EEPROM (MICROWIRE⑩ Synchronous Bus)
	Fairchild Semiconductor Corporation
Fairchild Semiconductor, Corp.
FAIRCHILD[Fairchild Semiconductor]

	93LC56BT-E_MC 93LC56BT-E_MS 93LC56BT-E_OT 93LC56BT	2K Microwire Compatible Serial EEPROM
	MICROCHIP[Microchip Technology]

	93LC66AXT-E_MSG 93LC66AXT-I_PG 93LC66AT-E_MC 93LC6	4K Microwire Compatible Serial EEPROM
	MICROCHIP[Microchip Technology]

	93C76AT-E_MC BTA/BTB16-XXXB 93C76A-I/MC 93AA76A-I/	8K Microwire Compatible Serial EEPROM
16A TRIACS
	Microchip Technology
意法半导

	93C46A 93LC46A 93LC46B 93C46B 93AA46C 	1K Microwire Compatible Serial EEPROM Low-Power CMOS Technology
	Microchip Technology

	93LC76T-_P 93LC76T-_SN 93LC76T-I_P 93LC76T-I_SN 93	This datasheet is compatible with the following devices: 93AA76, 93C76, and 93LC76.
This datasheet is compatible with the following devices: 93AA86, 93C86, and 93LC86.
8K/16K 2.5V Microwire Serial EEPROM
	MICROCHIP[Microchip Technology]

	AT93C46Y6-10YH-1.8 AT93C46-10SU-2.7/SL383 	8 ULTRA THIN,MINI MAP,PB/HALO FREE,IND T(SERIAL EE) 64 X 16 MICROWIRE BUS SERIAL EEPROM, DSO8
64 X 16 MICROWIRE BUS SERIAL EEPROM, PDSO8
	Atmel, Corp.
ATMEL CORP

	MAX3110E-MAX3111E MAX3110ECNI MAX3110ECWI MAX3110E	5V High-Speed RS-232 Transceivers with 0.1uF Capacitors 1 CHANNEL(S), SERIAL COMM CONTROLLER, PDIP28
SPI/MICROWIRE-Compatible UART and 5kV ESDProtected RS-232 Transceivers with Internal Capacitors
SPI/MICROWIRE-Compatible UART and ±15kV ESDProtected RS-232 Transceivers with Internal Capacitors
	Maxim Integrated Products, Inc.

	M93S56-WMN6TP/S M93S56-DS3P 	128 X 16 MICROWIRE BUS SERIAL EEPROM, PDSO8
4Kbit, 2Kbit and 1Kbit (16-bit wide) MICROWIRE serial access EEPROM with block protection
	STMicroelectronics

	93LC86 93LC86/SN 	8K/16K 2.5V Microwire Serial EEPROM
1K X 16 MICROWIRE BUS SERIAL EEPROM, PDSO8
	Microchip Technology
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