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			AD5174BCPZ-10-R2 - Single-Channel, 1024-Position, Digital Rheostat with SPI Interface and 50-TP Memory 
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			 Related Part Number
	
					PART	Description	Maker
	AD5293 AD5293BRUZ-20 AD5293BRUZ-20-RL7 	Single-Channel, 1024-Position, 1% R-Tolerance Digital Potentiometer
	Analog Devices

	AD5175BCPZ-10-R2 AD5175BCPZ-10-RL7 AD5175BRMZ-10-R	Single-Channel, 1024-Position, Digital Rheostat with I2C Interface and 50-TP Memory
	http://
Analog Devices

	AD5231BRU50-REEL7 	Nonvolatile Memory, 1024-Position Digital Potentiometers
	Analog Devices, Inc.

	AD5272BRMZ-20-RL7 AD5272BRMZ-100-RL7 AD5272BCPZ-20	1024-/256-Position, 1% Resistor Tolerance Error, I2C Interface and 50-TP Memory Digital Rheostat
	Analog Devices

	AD5282-EVAL AD5280BRU20-REEL7 AD5282BRU20-REEL7 	 15 V, Dual-Channel, I2C Compatible, 256 Position, Digital Potentiometer
 15 V, Single-Channel, I2C Compatible, 256 Position, Digital Potentiometer
	Analog Devices

	351HE0A1ZA 351HE1A1ZA 351HE2A1ZA 351HE3A1ZA 351HE0	1/2 mm)
Single Turn Bushing Mount Hall Effect Sensor in Size 09 (22.2 mm)
POSITION, ROTARY SENSOR-HALL EFFECT, 270deg ROHS COMPLIANT PACKAGE
POSITION, ROTARY SENSOR-HALL EFFECT, 360deg
POSITION, ROTARY SENSOR-HALL EFFECT, 90deg
POSITION, ROTARY SENSOR-HALL EFFECT, 180deg
	Vishay Siliconix
Vishay Intertechnology, Inc.
VISHAY SPECTROL

	TTSI1K16T 	1024-Channel, 16-Highway Time-Slot Interchanger(1024通道6路干线时隙交换机)
1024-Channel, 16-Highway Time-Slot Interchanger(1024通道16路干线时隙交换机) 1024通道16道时隙交换器024通道16路干线时隙交换机
	Lineage Power, Corp.

	TH7887A TH7887AVRH 	Area Array CCD Image Sensor 1024 x 1024 Pixels with Antiblooming
	Atmel Corp.

	TH7887A 	Area Array CCD, 1024 X 1024 Pixels with Antiblooming, 4 x 20 MHz
	Atmel

	TH7887AVRH TH7887A 	From old datasheet system
Area Array CCD Image Sensor 1024 x 1024 Pixels with Antiblooming
	ATMEL Corporation

	MCP41010MCP42010 MCP41050-I/P MCP41050-E/SN MCP410	Single/Dual Digital Potentiometer with SPI?/a> Interface
Single/Dual Digital Potentiometer with SPIInterface 双数字电位器接口与SPI
The MCP42100 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard ...
The MCP42010 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard ...
The MCP41100 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ ...
The MCP41010 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ ...
The MCP42100 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The
The MCP42050 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The
The MCP42010 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The
The MCP41100 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The MCP41100 ha
The MCP41050 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The MCP41050 ha
The MCP41010 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The MCP41010 ha
400000 SYSTEM GATE 2.5 VOLT FPGA - NOT RECOMMENDED for NEW DESIGN
The MCP42050 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard ...
The MCP41050 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ ...
IC,DIGITAL POTENTIOMETER,CMOS,DIP,8PIN,PLASTIC
Single/Dual Digital Potentiometer with SPI Interface
Single/Dual Digital Potentiometer with SPI?/a> Interface
Single/Dual Digital Potentiometer with SPI?Interface
	Microchip Technology, Inc.
Microchip Technology Inc.

	PEC11-4130F-S0018 PEC11-4315K-N0012 PEC11-4315K-S0	Incremental Encoder; Number of Detents:18; Counts Per Revolution:18; Number of Pins:3; Rotational Life Revolutions:30000; Shaft Length:30mm SINGLE, 2 CHANNELS, ROTARY OPTICAL POSITION ENCODER
ROTARY OPTICAL POSITION ENCODER ROHS COMPLIANT, COMPACT PACKAGE-3
Incremental Encoder; Number of Detents:0; Counts Per Revolution:12; Number of Pins:3; Rotational Life Revolutions:30000; Shaft Length:20mm SINGLE, 2 CHANNELS, ROTARY OPTICAL POSITION ENCODER
Incremental Encoder; Number of Detents:24; Counts Per Revolution:24; Number of Pins:3; Rotational Life Revolutions:30000; Shaft Length:15mm SINGLE, 2 CHANNELS, ROTARY OPTICAL POSITION ENCODER
Incremental Encoder; Number of Detents:0; Counts Per Revolution:24; Number of Pins:3; Rotational Life Revolutions:30000; Shaft Length:20mm SINGLE, 2 CHANNELS, ROTARY OPTICAL POSITION ENCODER
Incremental Encoder; Number of Detents:0; Counts Per Revolution:18; Number of Pins:3; Rotational Life Revolutions:30000; Shaft Length:20mm SINGLE, 2 CHANNELS, ROTARY OPTICAL POSITION ENCODER
Incremental Encoder; Number of Detents:18; Counts Per Revolution:18; Number of Pins:3; Rotational Life Revolutions:30000; Shaft Length:20mm SINGLE, 2 CHANNELS, ROTARY OPTICAL POSITION ENCODER
Incremental Encoder; Number of Detents:24; Counts Per Revolution:24; Number of Pins:3; Rotational Life Revolutions:30000; Shaft Length:30mm SINGLE, 2 CHANNELS, ROTARY OPTICAL POSITION ENCODER
Incremental Encoder; Number of Detents:24; Counts Per Revolution:24; Number of Pins:3; Rotational Life Revolutions:30000; Shaft Length:20mm SINGLE, 2 CHANNELS, ROTARY OPTICAL POSITION ENCODER
Incremental Encoder; Encoder Type:Incremental; Encoder Resolution:24CPR; No. of Channels:2; Shaft Diameter:6mm; Series:PEC11; Rotation Speed:60rpm; Rotational Life Revolutions:30000; Torque Max:2.7in-oz RoHS Compliant: Yes
	Bourns, Inc.
BOURNS INC
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