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			CS301109 - Operational Amplifier (Op-Amp) IC; Slew Rate:2V/us; Package/Case:8-SOIC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):Yes; Mounting Type:Surface Mount DUAL OP-AMP, 10 uV OFFSET-MAX, PDSO8 Precision Low-voltage Amplifier; DC to 1 kHz 
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	Part No.	CS301109 CS3012-ISZ   

	Description	Operational Amplifier (Op-Amp) IC; Slew Rate:2V/us; Package/Case:8-SOIC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):Yes; Mounting Type:Surface Mount DUAL OP-AMP, 10 uV OFFSET-MAX, PDSO8 
 Precision Low-voltage Amplifier; DC to 1 kHz
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			 Related Part Number
	
					PART	Description	Maker
	MC1458 MC1458D SA1458N MC1458N MC1558N SA1458 SA14	General purpose operational amplifier(???杩???惧ぇ??
General purpose operational amplifier 通用运算放大
General purpose operational amplifier DUAL OP-AMP, 7500 uV OFFSET-MAX, 1 MHz BAND WIDTH, PDIP8
Battery-Backup Supervisor for Low Power Processors 14-TSSOP -40 to 85
	NXP Semiconductors N.V.
PHILIPS[Philips Semiconductors]

	OP97FZ OP97EP OP97EJ OP97FP OP97EZ OP97FJ OP97AJ O	LOW POWER, HIGH PRECISION OPERATIONAL AMPLIFIER OP-AMP, 200 uV OFFSET-MAX, 0.9 MHz BAND WIDTH, MBCY8
Low Power, High Precision Operational Amplifier; Package: CERDIP GLASS SEAL; No of Pins: 8; Temperature Range: Industrial OP-AMP, 60 uV OFFSET-MAX, 0.9 MHz BAND WIDTH, CDIP8
LOW POWER / HIGH PRECISION OPERATIONAL AMPLIFIER
LOW POWER HIGH PRECISION OPERATIONAL AMPLIFIER
	Analog Devices, Inc.
AD[Analog Devices]

	5962F0254201QXC 5962F0254201VXC ISL7124SRH ISL7124	Operational Amplifier 运算放大
Single-Event Hardened, Single Supply, Quad Operational Amplifier
Operational Amplifier, Single-Event Rad-Hard, Single Supply, Quad, 0.3V/s Slew Rate
Single-Event Hardened/ Single Supply/ Quad Operational Amplifier
1.0 Amp Power Operational Amplifier
	Brady, Corp.
Intersil Corporation

	NJM4250 NJM4250D NJM4250M NJM4250V NJM4250M-TE4 	OP-AMP, 6000 uV OFFSET-MAX, PDSO8
M-POWER OPERATIONAL AMPLIFIER
MICRO-POWER OPERATIONAL AMPLIFIER
	New Japan Radio Co., Ltd.
NJRC[New Japan Radio]

	LT1814 LT1813 LT1813HV LT1813DMS8PBF LT1813HVCS8TR	Dual/Quad 3mA, 100MHz, 750V/&#181;s Operational Amplifier; Package: SSOP; No of Pins: 16; Temperature Range: -40&deg;C to  85&deg;C QUAD OP-AMP, 3000 uV OFFSET-MAX, 100 MHz BAND WIDTH, PDSO16
Dual/Quad 3mA, 100MHz, 750V/&#181;s Operational Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C DUAL OP-AMP, 2000 uV OFFSET-MAX, 100 MHz BAND WIDTH, PDSO8
Dual/Quad 3mA, 100MHz, 750V/&#181;s Operational Amplifier; Package: MSOP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C DUAL OP-AMP, 2000 uV OFFSET-MAX, 100 MHz BAND WIDTH, PDSO8
Quad 3mA, 100MHz, 750V/us Op Amp
Dual/Quad 3mA, 100MHz, 750V/s Operational Amplifier
Dual/Quad 3mA, 100MHz, 750V/µs Operational Amplifier
	Linear Technology, Corp.

	ADD8704ARUZ ADD8704ARU-REEL ADD8704 ADD8704ARUZ-RE	16 V Quad Operational Amplifier QUAD OP-AMP, 15000 uV OFFSET-MAX, 5.8 MHz BAND WIDTH, PQCC16
16 V Quad Operational Amplifier 16 V的四路运算放大器
16 V Quad Operational Amplifier QUAD OP-AMP, 15000 uV OFFSET-MAX, 5.8 MHz BAND WIDTH, PDSO14
	Analog Devices, Inc.
AD[Analog Devices]

	MCP619-I/P MCP619-I/SL MCP619-I/ST MCP617-I/MS MCP	The MCP619 quad operational amplifier (op amp) has a gain bandwidth product of 190 kHz with a low typical operating current of 19 ...
The MCP617 dual operational amplifier (op amp) has a gain bandwidth product of 190 kHz with a low typical operating current of 19 ...
The MCP618 operational amplifier (op amp) has a gain bandwidth product of 190 kHz with a low typical operating current of 19 µA ...
The MCP616 operational amplifier (op amp) has a gain bandwidth product of 190 kHz with a low typical operating current of 19 µA ...
	Microchip

	CS301109 CS3012-ISZ 	Operational Amplifier (Op-Amp) IC; Slew Rate:2V/us; Package/Case:8-SOIC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):Yes; Mounting Type:Surface Mount DUAL OP-AMP, 10 uV OFFSET-MAX, PDSO8
Precision Low-voltage Amplifier; DC to 1 kHz
	Cirrus Logic, Inc.

	NJM4565 NJM4565D NJM4565L NJM4565M NJM4565V NJM456	   DUAL OPERATIONAL AMPLIFIER
DUAL OP-AMP, 3000 uV OFFSET-MAX, 10 MHz BAND WIDTH, PDSO8
DUAL OPERATIONAL AMPLIFIER 双路运算放大
	NJRC[New Japan Radio]
New Japan Radio Co., Ltd.

	OP-215BZ/883 OP-215BRC/883 OP-215BJ/883 OP-215CZ/8	DUAL PRECISION JFET-INPUT OPERATIONAL AMPLIFIER DUAL OP-AMP, 3000 uV OFFSET-MAX, 3.5 MHz BAND WIDTH, CQCC20
DUAL PRECISION JFET-INPUT OPERATIONAL AMPLIFIER DUAL OP-AMP, 6000 uV OFFSET-MAX, 3 MHz BAND WIDTH, MBCY8
DUAL PRECISION JFET-INPUT OPERATIONAL AMPLIFIER DUAL OP-AMP, 6000 uV OFFSET-MAX, 3 MHz BAND WIDTH, CDIP8
DUAL PRECISION JFET-INPUT OPERATIONAL AMPLIFIER 双精密JFET输入运算放大
	Analog Devices, Inc.
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