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			 Related Part Number
	
					PART	Description	Maker
	AD8684ARUZ-REEL AD8682-15 AD8682 	Dual Low Power, High Speed JFET Operational Amplifier
Dual/Quad Low Power, High Speed
Quad Low Power, High Speed JFET Operational Amplifiers; Package: TSSOP; No of Pins: 14; Temperature Range: Industrial QUAD OP-AMP, 4000 uV OFFSET-MAX, 3.5 MHz BAND WIDTH, PDSO14
	Analog Devices, Inc.

	AM2168-35DC AM2168-35PC AM2168-35LC AM2169-70/BRA 	Low Cost Dual and Triple 130MHz Current Feedback Amplifiers with Shutdown; Package: PDIP; No of Pins: 16; Temperature Range: -40°C to  85°C
Low Cost Dual and Triple 130MHz Current Feedback Amplifiers with Shutdown; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
Half-Bridge N-Channel Power MOSFET Driver with Boost Regulator; Package: PDIP; No of Pins: 16; Temperature Range: 0°C to  70°C
Half-Bridge N-Channel Power MOSFET Driver with Boost Regulator; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C
Single Cell High Current Micropower 600kHz Boost DC/DC Converter; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual High Efficiency, Low Noise, Synchronous Step-Down Switching Regulators
Single Cell Micropower 600kHz PWM DC/DC Converters; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C 电可擦除可编程逻辑器件
x4 SRAM x4的SRAM
Low Power 5V RS232 Dual Driver/Receiver with 0.1?碌F Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?掳C to  85?掳C
Micropower High Efficiency 5V/12V Step-Up DC/DC Converter for Flash Memory; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
	API Delevan

	ATS45C ATS45CS3 	LOW-VOLTAGE ULTRA-LOW-POWER TEMPERATURE SENSOR WITH HIGH OUTPUT DRIVE
	Electronic Theatre Controls, Inc.

	AD7507JN AD7507SE AD7507SD/883B AD7507SE/883B AD75	7ns, Low Power, Single Supply, Ground-Sensing Comparator; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual 400MHz Current Feedback Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual 400MHz Current Feedback Amplifier; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
8-Channel Analog Multiplexer
Nanopower Precision Shunt Voltage Reference; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Cost Dual and Triple 300MHz Current Feedback Amplifiers with Shutdown; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
RADIATION HARDENED HIGH EFFICIENCY, 5 AMP SWITCHING REGULATORS
Single 400MHz Current Feedback Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
7ns, Low Power, Single Supply, Ground-Sensing Comparator; Package: MSOP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C 8通道模拟多路复用
	Analog Devices, Inc.

	AM4J-67205L-45 AM4J-67205V-45 AM4J-67205V-25 AM4J-	90NS, CERDIP, 883C; LEV B   COMPLIANT(EEPROM)
120NS, PDIP, IND TEMP(EEPROM)
70NS, PLCC, IND TEMP(EEPROM)
90NS, PLCC, IND TEMP(EEPROM)
120NS, TSOP, IND TEMP(EEPROM)
Ultra Low Noise Precision High Speed Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
Low Noise, High Speed Precision Operational Amplifiers; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Precision 5 Volt Reference; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
250NS, PGA, 883C;  LEV B FULLY COMPLIANT(EEPROM)
x9 Asynchronous FIFO X9热卖异步FIFO
70NS, PDIP, IND TEMP(EEPROM) X9热卖异步FIFO
Low Noise, High Speed Precision Operational Amplifiers; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
Ultra Low Noise Precision High Speed Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
	Panasonic, Corp.
Bourns, Inc.
Advanced Monolithic Systems, Inc.
Cypress Semiconductor, Corp.
Alpha Wire Company

	325152U035JS0E 325393U035JS0E 326152U035JS0E 32529	   Long-Life, Switching Power Grade Radial High Temperature and Ultra-Low ESR
   –55 ?C to 125 ?C Long-Life, Switching Power Grade Radial High Temperature and Ultra-Low ESR
–55 ?C to 125 ?C Long-Life, Switching Power Grade Radial High Temperature and Ultra-Low ESR
–55 ?C to 125 ?C Long-Life, Switching Power Grade Radial High Temperature and Ultra-Low ESR
–55 垄陋C to 125 垄陋C Long-Life, Switching Power Grade Radial High Temperature and Ultra-Low ESR
	List of Unclassifed Man...
http://
List of Unclassifed Manufacturers
ETC
Cornell Dubilier Electronics
Cornell Dubilier Electr...

	AM27C020-155DI AM27C020-175DI AM27C020-155DIB AM27	Micropower Sampling 8-Bit Serial I/O A/D Converters; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Complete Single Supply 12-Bit Voltage Output DAC in SO-8; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
High Speed 8-Bit A/D Converter with Built-In Sample-and-Hold; Package: PDIP; No of Pins: 20; Temperature Range: -40°C to  85°C
Micropower Sampling 8-Bit Serial I/O A/D Converters; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Micropower Low Dropout References; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
Complete Single Supply 12-Bit Voltage Output DAC in SO-8; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Switched-Capacitor Wide Input Range Voltage Converter with Shutdown; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
12-Bit, 500ksps Sampling A/D Converter with Shutdown; Package: PDIP; No of Pins: 24; Temperature Range: -40°C to  85°C
Rail-to-Rail Input Rail-to-Rail Output Zero-Drift Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
3V 140ksps 12-Bit Sampling A/D Converter with Reference; Package: SO; No of Pins: 24; Temperature Range: 0°C to  70°C
3V 140ksps 12-Bit Sampling A/D Converter with Reference; Package: PDIP; No of Pins: 24; Temperature Range: 0°C to  70°C
Single Chip 12-Bit Data Acquisition System; Package: SO; No of Pins: 20; Temperature Range: -40°C to  85°C
High Efficiency Step-Down and Inverting DC/DC Converter; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
3V Micropower Sampling 12-Bit A/D Converters in SO-8 Packages; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
12-Bit, 300ksps Sampling A/D Converters with Reference; Package: PDIP; No of Pins: 24; Temperature Range: 0°C to  70°C
Micropower Sampling 12-Bit A/D Converters In S0-8 Packages; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
12-Bit, 500ksps Sampling A/D Converter with Shutdown; Package: SO; No of Pins: 24; Temperature Range: 0°C to  70°C
12-Bit, 1.25Msps, 55mW Sampling A/D Converter; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
High Efficiency Step-Down and Inverting DC/DC Converter; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
High Efficiency Step-Down and Inverting DC/DC Converter; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Power, 14-Bit, 200ksps ADC with Serial and Parallel I/O; Package: PDIP; No of Pins: 28; Temperature Range: 0°C to  70°C
Low Power, Low Noise, Quad Universal Filter Building Block; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
Switched Capacitor Regulated Voltage Inverter; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
Switched Capacitor Regulated Voltage Inverter; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Single 5V RS232/RS485 Multiprotocol Transceiver; Package: SSOP; No of Pins: 28; Temperature Range: 0&deg;C to  70&deg;C x8存储
Single Chip 12-Bit Data Acquisition System; Package: SO; No of Pins: 20; Temperature Range: 0&deg;C to  70&deg;C x8存储
x8 EPROM x8存储
	C-MAC MicroTechnology
SPC Technology
Electronic Theatre Controls, Inc.

	EF68B50J EF68B50CV EF68B50JV EF6850FN EF6850C EF68	EIA/ITU PABX SLIC with 40mA Loop Feed; Temperature Range: 0&degC to 70°C; Package: 24-SOIC
Low Power SLIC with Battery Switch; Temperature Range: -40°C to 85°C; Package: 28-PLCC
ITU CO/PABX SLIC with Low Power Standby; Temperature Range: 0&degC to 70°C; Package: 28-PLCC
Extended Reach Ringing SLIC; Temperature Range: 0&degC to 70°C; Package: 28-PLCC
Communications Interface 通信接口
Low Power SLIC with Battery Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-PLCC 通信集成电路
Telecommunication IC 通信集成电路
	TE Connectivity, Ltd.

	TMP117 	&ltfont color=red>[Old version datasheet]</font>   High-Accuracy, Low-Power, Digital Temperature Sensor With SMBus- and I2C-Compatible Interface
	TI store

	AM27C040-90EI AM27C040-200EI AM27C040-150EI AM27C0	x8 EPROM
Step-Up/Step-Down Switched Capacitor DC/DC Converters with RESET; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
14-Bit Parallel Low Glitch Multiplying DAC with 4-Quadrant Resistors; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
Software-Selectable Multiprotocol Transceiver; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
Step-Up/Step-Down Switched Capacitor DC/DC Converters with Low-Battery Comparator; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Ultra-Low Power RS485 Low EMI Transceiver with Shutdown; Package: PDIP; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C x8存储
	Rochester Electronics, LLC

	43860-0007 43860-0008 43860-0009 43860-0010 43860-	Right Angle, Low Profile Inverted Shielded and Unshielded Versions with Low or High Temperature Lightpipes
	Molex Electronics Ltd.
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