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			 Related Part Number
	
					PART	Description	Maker
	ADT7481 ADT7481ARMZ ADT7481ARMZ-1 ADT7481ARMZ-REEL	Dual Channel Temperature Sensor and Over Temperature Alarm
	AD[Analog Devices]

	EDI7P004FVA0300C15 EDI7P002FVA0400I15 EDI7P002FVA0	Dual Ultra Low Noise Amplifier; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Single 8-Channel/Differential 4-Channel, CMOS Analog Multiplexers; Temperature Range: -40°C to 85°C; Package: 16-TSSOP
Single 8-Channel/Differential 4-Channel, CMOS Analog Multiplexers; Temperature Range: -40°C to 85°C; Package: 16-PDIP
Peripheral Miscellaneous
Single 16-Channel/Differential 8-Channel, CMOS Analog Multiplexers; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-PDIP 周边杂项
60MHz Rail-to-Rail Input-Output Op Amps; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-HMSOP T&amp;R 周边杂项
1M X 16 FLASH 5V PROM CARD, 100 ns, XMA68
Triple Differential Twisted-Pair Driver with Common-Mode Sync Encoding; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-QSOP
	KEMET Corporation
Bourns, Inc.
MICROSEMI CORP-PMG MICROELECTRONICS

	ADUM1200WSRZ-RL7 ADUM1200WTRZ-RL7 ADUM1201WTRZ-RL7	Dual-Channel Digital Isolator (2/0 Channel Directionality); No of Pins: 8; Temperature Range: Military SPECIALTY ANALOG CIRCUIT, PDSO8
Dual-Channel Digital Isolator (1/1 Channel Directionality); No of Pins: 8; Temperature Range: Industrial SPECIALTY ANALOG CIRCUIT, PDSO8
	Analog Devices, Inc.
ANALOG DEVICES INC

	AD8174 AD8170-EB AD8174-EB AD8174AR AD8174AR-REEL 	2 Channel Buffered, 250MHz, 10 ns Multiplexer w/Amplier
Dual Hot Swap Controllers; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C AD8170/AD817450兆赫10ns的开关多路复用器瓦特/放大器数据手册（版本00/96
Dual Hot Swap Controllers; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
2 Channel Buffered, 250mHz, 0.1dB=85mHz, 1000V/usec, DIFF Phase/Gain .05/.02, 10nesc Switch, Iq=7.5mA, ±5V RAILS, Vout= ±3.8V, ...
250 MHz, 10 ns Switching Multiplexers w/Amplifier
250 MHz/ 10 ns Switching Multiplexers w/Amplifier
4 Channel Buffered, 250 MHz, 10 ns Switching Multiplexer w/Amplifier; Package: SOIC; No of Pins: 14; Temperature Range: Industrial 4-CHANNEL, VIDEO MULTIPLEXER, PDSO14
	ANALOG DEVICES INC
Analog Devices, Inc.
http://

	MAX6639AEE MAX6639ATE MAX6639 	2-Channel Temperature Monitor with Dual, Automatic, PWM Fan-Speed Controller
	MAXIM[Maxim Integrated Products]

	MAX6639YAEE MAX6639YAEET 	2-Channel Temperature Monitor with Dual, Automatic, PWM Fan-Speed Controller
	MAXIM - Dallas Semiconductor

	AM27C1024-300DIB AM27C1024-350/BUA AM27C1024-205DC	Constant Frequency Current Mode Step-Up DC/DC Controller in SOT-23; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
High Efficiency Monolithic Synchronous Step-Down Regulator; Package: MSOP; No of Pins: 8; Temperature Range: -40°C to  125°C
Single and Dual Micropower High Side Switch Controllers in SOT-23; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
Single and Dual Micropower High Side Switch Controllers in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  125°C
150mA, Micropower, Low Noise, VLDO Linear Regulator; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  125°C
High Efficiency Thermoelectric Cooler Controller; Package: QFN; No of Pins: 32; Temperature Range: -40°C to  125°C
High Efficiency Thermoelectric Cooler Controller; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  125°C
Micropower, Regulated 3.3V/5V Charge Pump with Shutdown in SOT-23; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
8-Channel, 12-Bit, 1.25Msps Sampling ADCs; Package: SSOP; No of Pins: 48; Temperature Range: 0°C to  70°C
x16 EPROM x16存储
Single and Dual Micropower High Side Switch Controllers in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  125&deg;C
	OlympicControls, Corp.

	MAX6678AEP90 MAX6678AEP92 MAX6678AEP94 MAX6678AEP9	2-Channel Temperature Monitor with Dual Automatic PWM Fan-Speed Controller and Five GPIOs
	Maxim Integrated Products

	AD5172BRMZ100-RL7 AD5173BRMZ2.5-RL7 AD5172BRMZ10-R	256-Position One-Time Programmable Dual Channel I2C Digital Potentiometer; Package: MSOP; No of Pins: 10; Temperature Range: Automotive DUAL 100K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO10
256-Position One-Time Programmable Dual-Channel I2C Compatible Digital Potentiometer; Package: MSOP; No of Pins: 10; Temperature Range: Automotive DUAL 2.5K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO10
256-Position One-Time Programmable Dual Channel I2C Digital Potentiometer; Package: MSOP; No of Pins: 10; Temperature Range: Automotive DUAL 10K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO10
256-Position, One-Time Programmable, Dual-Channel, I2C Digital Potentiometers
	Analog Devices, Inc.

	DS1857E-050 	Dual Temperature-Controlled Resistors with External Temperature Input and Monitors SPECIALTY ANALOG CIRCUIT, PDSO16
	Maxim Integrated Products, Inc.
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