

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						A1406			SA7110			TPCA8083			ECH8320			SST39			1N5953B			UB141X01			BD312			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			MC34676 - Dual 28 V Input Voltage Charger with Linear Regulator 
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	Part No.	MC34676 MC34676BEP_R2   

	Description	Dual 28 V Input Voltage Charger with Linear Regulator 
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			 Related Part Number
	
					PART	Description	Maker
	TC1237 TC1237EUN TC1236 TC1236EUN TC1235 TC1235EUN	The TC1235/1236/1237 are CMOS dual inverting charge pump voltage converters with a low power shutdown mode in MSOP 10-Pin packages. ...
The TC1235/1236/1237 are CMOS dual inverting charge pump voltage converters with a low power shutdown mode in MSOP 10-Pin packages. Only four external capaci-tors are required for full circuit implementation. Switching frequencies are 12kH
(TC1235 / TC1236 / TC1237) Inverting Dual Charge Pump Voltage Converters with Shutdown
Inverting Dual (-VIN, -2VIN) Charge Pump Voltage Converters with Shutdown 反相双（- VIN，这- 2VIN）电荷泵电压转换器，带有关断
	MICROCHIP[Microchip Technology]
Microchip Technology, Inc.

	P6EU-XXXXZH30 P6EU P6EU-0505ZH30 P6EU-0509ZH30 P6E	Input voltage:12V, output voltage  /-15V ( /-34mA), 3KV isolated 1W unregulated dual output
Input voltage:12V, output voltage  /-9V ( /-55mA), 3KV isolated 1W unregulated dual output
Input voltage:12V, output voltage  /-12V ( /-42mA), 3KV isolated 1W unregulated dual output
Input voltage:12V, output voltage  /-5V ( /-100mA), 3KV isolated 1W unregulated dual output
Input voltage:5V, output voltage  /-15V ( /-34mA), 3KV isolated 1W unregulated dual output
Input voltage:5V, output voltage  /-9V ( /-55mA), 3KV isolated 1W unregulated dual output
Input voltage:5V, output voltage  /-12V ( /-42mA), 3KV isolated 1W unregulated dual output
Input voltage:5V, output voltage  /-5V ( /-100mA), 3KV isolated 1W unregulated dual output
RF Coaxial Connector Adapter; Convert From:SMA Plug; Convert To:1.0/2.3 Jack; Body Style:Straight Adapter, Plug-Jack RoHS Compliant: Yes
3KV ISOLATED 1W UNREGULATED DUAL OUTPUT SIP6 千伏隔震1W的未稳压双输SIP6
	PEAK[PEAK electronics GmbH]
Electronic Theatre Controls, Inc.

	TC7662BEOA TC7662BCOA TC7662B TC7662BCPA TC7662BEP	The TC7662B is a pin-compatible upgrade to the Industry standard TC7660 charge pump voltage converter. It converts a  1.5V to  15V input to a corresponding – 1.5 to – 15V output using only two low-cost capacitors, eliminating i
Analog IC - Datasheet Reference
CHARGE PUMP DC-TO-DC VOLTAGE CONVERTER
	Microchip Technology Inc
MICROCHIP[Microchip Technology]

	TCM828 TCM828ECT TCM829 TCM829ECT TCM828ECT713 	Switched Capacitor Voltage Converters
The TCM828/829 are CMOS "charge-pump" voltage converters in ultra-small 5-Pin SOT-23A packages. They invert and/or double an input voltage which can range from  1.5V to  5.5V. Conversion efficiency is typically >95%. Switching frequency
	http://
MICROCHIP[Microchip Technology]

	MAX860008 MAX8601ETD MAX8600ETD 	Single-/Dual-Input 1-Cell Li  Chargers with OVP Protection and Programmable Charge Timer
	Maxim Integrated Produc...
Maxim Integrated Products

	5432DM 5439DM 5430FM 5425DM 5475DM 5422DM 54163/BE	Dual/Triple Ultra-Low-Voltage SOT23 µP Supervisory Circuits
Quad 2-input NAND Gate
Dual 4-input NOR Gate
4-Bit D-Type Latch
Dual 4-input NAND Gate
Dual/Triple Ultra-Low-Voltage SOT23 &#181;P Supervisory Circuits 8声道，数字复接器
	Rectron Semiconductor

	MAX851 MAX851ESA MAX851ISA MAX850 MAX850ESA MAX850	Low-noise, regulated, negative charge-pump power supplies for GaAsFET bias. 2mVp-p output voltage ripple. 100kHz chage-pump switching frequency. Logic-level shutdown mode: 1microA max over temp.
Low-Noise, Regulated, Negative Charge-Pump Power Supplies for GaAsFET Bias 低噪声、稳压型、负输出电荷泵，用于GaAsFET偏置电源
Quadruple 2-Input Positive-AND Gates 20-LCCC -55 to 125
Low-Noise, Regulated, Negative Charge Pump Power Supplies for GaAsFET Bias
Low-Noise / Regulated / Negative Charge-Pump Power Supplies for GaAsFET Bias
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	P8SG-XXXXZH30M P8SG-0505ZH30M P8SG-053R6ZH30M P8SG	Input voltage:24V, output voltage  /-7.2V ( /-100mA), 3KV isolated 1.5W regulated single output
Input voltage:24V, output voltage  /-15V ( /-50mA), 3KV isolated 1.5W regulated single output
Input voltage:24V, output voltage  /-5V ( /-150mA), 3KV isolated 1.5W regulated single output
Input voltage:12V, output voltage  /-12V ( /-63mA), 3KV isolated 1.5W regulated single output
Input voltage:12V, output voltage  /-5V ( /-150mA), 3KV isolated 1.5W regulated single output
Input voltage:5V, output voltage  /-3.6V ( /-200mA), 3KV isolated 1.5W regulated single output
Input voltage:5V, output voltage  /-5V ( /-150mA), 3KV isolated 1.5W regulated single output
3 KV ISOLATED 1.5 W REGULATED DUAL OUTPUT DIP24 3千伏隔震1.5糯稳压双输出DIP24
	PEAK[PEAK electronics GmbH]

	74LVX20M 74LVX20 74LVX20TTR 74LVX20MTR 	LOW VOLTAGE CMOS DUAL 4-INPUT NAND GATE WITH 5V TOLERANT INPUTS
LOW VOLTAGE DUAL  4-INPUT NAND GATE
	STMICROELECTRONICS[STMicroelectronics]
ST Microelectronics

	HEC4002BT HEC4002BT112 	Dual 4-input NOR gate; Package: SOT108-1 (SO14); Container: Tube 4000/14000/40000 SERIES, DUAL 4-INPUT NOR GATE, PDSO14
HEF4002B gates; Dual 4-input NOR gate
	NXP Semiconductors N.V.
Philips

	CA329004 CA3290E CA3290 CA3290A CA3290AE 	Comparator, BiMOS, Dual, MOSFET Inputs, Bipolar Outputs, Improved Input Characteristics
BiMOS Dual Voltage Comparators with MOSFET Input, Bipolar Output
	INTERSIL[Intersil Corporation]

	MAX865 MAX865EUA MAX865C_D MAX865C/D 	Hex Inverters 14-CDIP -55 to 125
Compact Dual-Output Charge Pump
Compact, Dual-Output Charge Pump
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
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