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	Pack: ETC
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.00
	  
									100: $0.00
	1000: 
									$0.00
	
									Email: oulindz@gmail.com

	
									
									
									
									Contact us



							


				





						
	Homepage	
						http://www.micrel.com/
	Download	[ 
						MIC38C4207 MIC38C44 MIC38C45 MIC38C4211 MIC38C45YMM MIC38C45YMMTR CONTACTFACTORY MIC38C45-1YM MIC38C Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						MIC38C4207 MIC38C44 MIC38C45 MIC38C4211 MIC38C45YMM MIC38C45YMMTR CONTACTFACTORY MIC38C45-1YM MIC38C Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[MIC38C4207 MIC38C44 MIC38C45 MIC38C4211 MIC38C45YMM MIC38C45YMMTR CONTACTFACTORY MIC38C45-1YM MIC38C Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for MIC38C4207 ] 


					[ Price & Availability of MIC38C4207 by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search :    BiCMOS Current-Mode PWM Controllers 0.5 A SWITCHING CONTROLLER, 500 kHz SWITCHING FREQ-MAX, PDSO8   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	TC1027CEPR TC1027CEQR TC1027CEOR TC1027 	The TC1027 is a mixed-function device combining four general purpose comparators and a voltage reference in a single 16-pin package. This increased integration allows the user to replace two packages, which saves space, lowers supply curre
Linear Building Block - Quad Low Power Comparator and Voltage Reference
	MICROCHIP[Microchip Technology]

	TC1072 TC1073-50VCH TC1072-25VCH TC1072-27VCH TC10	The TC1072 and TC1073 are high accuracy (typically ±0.5%) CMOS upgrade for older (bipolar) low dropout regulators. Designed specifically for battery-operated systems, the devices’ CMOS construction eliminates wasted ground curre
The TC1072 and TC1073 are high accuracy (typically ±0.5%) CMOS upgrade for older (bipolar) low dropout regulators. Designed ...
50mA and 100mA CMOS LDOs with Shutdown, ERROR Output and VREF Bypass
From old datasheet system
	MICROCHIP[Microchip Technology]

	TC1305 TC1305R-DVUN 	The TC1305 combines two CMOS Low Dropout Regulators and a Microprocessor Monitor in a space-saving 10-Pin MSOP package. Designed specifically for battery-operated systems, the device’s CMOS construction eliminates wasted ground curre
Dual 150mA CMOS LDO With Select Mode⑩ Operation, Shutdown and Independent RESET Output
Dual 150mA CMOS LDO With Select Mode Operation, Shutdown and Independent RESET Output
The TC1305 combines two CMOS Low Dropout Regulators and a Microprocessor Monitor in a space-saving 10-Pin MSOP package. Designed ...
	MICROCHIP[Microchip Technology]

	TC426IJA TC426COA TC428IJA TC427EOA TC428 TC427EPA	The TC426/TC427/TC428 are dual CMOS high-speed drivers. A TTL/CMOS input voltage level is translated into a rail-to-rail output voltage ...
The TC426/TC427/TC428 are dual CMOS high-speed drivers. A TTL/CMOS input voltage level is translated into a rail-to-rail output voltage level swing. The CMOS output is within 25mV of ground or positive supply. The low impedance, high-curre
(TC426 - TC428) 1.5A Dual High-Speed Power MOSFET Drivers
	Microchip Technology Inc.
MICROCHIP[Microchip Technology]
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