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			 Related Part Number
	
					PART	Description	Maker
	FIN1049MTCX 	LVDS Dual Line Driver with Dual Line Receiver; Package: TSSOP; No of Pins: 16; Container: Tape &amp; Reel
	FAIRCHILD SEMICONDUCTOR CORP

	HCPL-1931-B600 HCPL-1930 HCPL-1930-100 HCPL-1930-2	2 CHANNEL LOGIC OUTPUT OPTOCOUPLER, 10 Mbps
Hermetically Sealed. Dual Channel Line Receiver Optocouplers 密封。双通道线路接收器光电耦合
Dual Channel Line Receiver Dual Channel Line Receiver Dual Channel Line Receiver 双通道线接收双通道线接收双通道线路接收
HCPL-1930 · Hermetically Sealed, Dual Channel Line Receiver Optocouplers
HCPL-1931 · Hermetically Sealed, Dual Channel Line Receiver Optocouplers
HCPL-193K · Hermetically Sealed, Dual Channel Line Receiver Optocouplers
5962-8957201EA · Hermetically Sealed, Dual Channel Line Receiver Optocouplers
5962-8957201EC · Hermetically Sealed, Dual Channel Line Receiver Optocouplers
5962-8957201YA · Hermetically Sealed, Dual Channel Line Receiver Optocouplers
5962-8957202KXA · Hermetically Sealed, Dual Channel Line Receiver Optocouplers
5962-8957202KYC · Hermetically Sealed, Dual Channel Line Receiver Optocouplers
5962-8957201YC · Hermetically Sealed, Dual Channel Line Receiver Optocouplers
5962-8957202KYA · Hermetically Sealed, Dual Channel Line Receiver Optocouplers
5962-8957202KEC · Hermetically Sealed, Dual Channel Line Receiver Optocouplers
5962-8957201XA · Hermetically Sealed, Dual Channel Line Receiver Optocouplers
5962-8957202KEA · Hermetically Sealed, Dual Channel Line Receiver Optocouplers
	Agilent(Hewlett-Packard...
AGILENT TECHNOLOGIES INC
Avago Technologies, Ltd.
HP[Agilent(Hewlett-Packard)]
Agilent (Hewlett-Packard)

	HIN236CBZ HIN232 HIN238CBZ-T HIN232CBZ-T HIN232CP 	 5V Powered RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC T&amp;R QUAD LINE TRANSCEIVER, PDSO24
 5V Powered RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC T&amp;R DUAL LINE TRANSCEIVER, PDSO16
5V High-Speed RS-232 Transceivers with 0.1uF Capacitors DUAL LINE TRANSCEIVER, PDIP16
QUAD LINE TRANSCEIVER, PDSO28
	Intersil Corporation
Intersil, Corp.

	HI-8482D HI-8482U HI-8482S HI-8482J HI-8482DT HI-8	ARINC 429 DUAL LINE RECEIVER DUAL LINE RECEIVER, CDIP20
ARINC 429 DUAL LINE RECEIVER DUAL LINE RECEIVER, PDSO20
384 MCELL 3 VOLT ZERO POWER ISP CPLD - NOT RECOMMENDED for NEW DESIGN
	Holt Integrated Circuits, Inc.

	LT1381CSPBF LT1381CSTRPBF 	Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C DUAL LINE TRANSCEIVER, PDSO16
	Linear Technology, Corp.

	6300F LT6300IGNTRPBF LT6300CGNTRPBF LT6300 	   500mA, 200MHz xDSL Line Driver in 16-Lead SSOP Package
500mA, 200MHz xDSL Line Driver in 16-Lead SSOP Package; Package: SSOP; No of Pins: 16; Temperature Range: 0&deg;C to  70&deg;C DUAL LINE DRIVER, PDSO16
500mA, 200MHz xDSL Line Driver in 16-Lead SSOP Package; Package: SSOP; No of Pins: 16; Temperature Range: -40&deg;C to  85&deg;C DUAL LINE DRIVER, PDSO16
From old datasheet system
	Linear Technology, Corp.

	KTLP3506S 	Compact dual-in-line package
	COSMO  Electronics Corporation

	KTLP3507H 	Compact dual-in-line package
	COSMO  Electronics Corporation

	SSGM120100 SSGM130100 SSGM140100 SSGM150100 SSGM16	Dual In-line Package Type Switches
	ALPS ELECTRIC CO.,LTD.

	PS21961-4S 	Dual-In-Line Package Intelligent Power Module
	Mitsubishi Electric Semiconductor

	PS21A79 	Dual-In-Line Package Intelligent Power Module
	Mitsubishi Electric Semiconductor
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