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			 Related Part Number
	
					PART	Description	Maker
	FEC40-12T3315 FEC40 FEC40-12D12 FEC40-12D15 FEC40-	OFFER SINGLE,DUAL,DUAL POSITIVE(TOTAL OUTPUT CURRENT 8A)AND TRIPLE OUTPUT 提供单，双，双阳性（总输出电A）及三路输出
	Electronic Theatre Controls, Inc.
ETC[ETC]
Power Mate Technology

	PC3-5-5 PC3-12-3.3 PC3-5-3.3 PC3-5-12 PC1R5-24-5 P	   Single output DC-DC converter 1.5W ~ 6W
Single Dual output DC-DC converter 1.5W ~ 25W
Single/ Dual output DC-DC converter 1.5W ~ 25W
LED Panel Indicator; LED Color:Green; Luminous Intensity:300foot lambert; Forward Current:8.5mA; Forward Voltage:125V; Operating Temperature Range:-25 C to  85 C; Color:Green; Leaded Process Compatible:No RoHS Compliant: No
LED Panel Indicator; LED Color:Red; Luminous Intensity:1500foot lambert; Forward Current:40mA; Forward Voltage:24V; Operating Temperature Range:-25 C to  85 C; Color:Red; Leaded Process Compatible:No RoHS Compliant: No
OSC 5V 8PIN CMOS
Single, Dual output DC-DC converter 1.5W ~ 25W 单，双输DC - DC转换.5W25
Single, Dual output DC-DC converter 1.5W ~ 25W 单，双输DC - DC转换1.5W25
MICRO 31 P 30" RBW JACKS 单，双输出DC - DC转换.5W25
Single, Dual output DC-DC converter 1.5W ~ 25W 单，双输出DC - DC转换.5W25
Single output DC-DC converter 1.5W ~ 6W 单输出DC - DC转换1.5W6W
Single output DC-DC converter 1.5W ~ 6W 单输出DC - DC转换.5W6W
Single, Dual output DC-DC converter 1.5W ~ 25W 单，双输出DC - DC转换1.5W25
MICRO 31 PIN 36" RBW
	LAMBDA[DENSEI-LAMBDA]
Struthers-Dunn
Advanced Analogic Technologies, Inc.
Ecliptek, Corp.
NXP Semiconductors N.V.
Micrel Semiconductor, Inc.
TE Connectivity, Ltd.

	LT6014IS8 LT6013 LT6013ACDD LT6013ACS8 LT6013AIDD 	(LT6013 / LT6014) Rail-to-Rail Output Precision Op Amps
U36D Series Large Can Aluminum Electrolytic Capacitor, Screw terminals, General Purpose
Single/Dual 145UA, 9.5nV/ SIGMAHz, AV >5, Rail-to-Rail Output Precision Op Amps OP-AMP, 135 uV OFFSET-MAX, 1.6 MHz BAND WIDTH, PDSO8
Aluminum Electrolytic Capacitor; Capacitor Type:General Purpose; Voltage Rating:45VDC; Capacitance:3900uF; Capacitance Tolerance: 20%; Leaded Process Compatible:No; Package/Case:76X105; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Single/Dual 145UA, 9.5nV/ SIGMAHz, AV >5, Rail-to-Rail Output Precision Op Amps
Single/Dual 145UA, 9.5nV/ SIGMAHz, AV 5, Rail-to-Rail Output Precision Op Amps
   Single/Dual 145UA, 9.5nV/ SIGMAHz, AV &gt5, Rail-to-Rail Output Precision Op Amps
	Linear Technology, Corp.
运算放大
Linear Technology Corporation
LINER[Linear Technology]

	AD853108 AD8532ARM-R2 AD8532ARM-REEL AD8532ARMZ-R2	Low Cost, 250 mA Output, Single-Supply Amplifiers
Dual, Low Cost, 250 mA Output, Single-Supply Amplifier; Package: SOIC; No of Pins: 8; Temperature Range: Industrial DUAL OP-AMP, 30000 uV OFFSET-MAX, 2.2 MHz BAND WIDTH, PDSO8
	http://
Analog Devices, Inc.

	REC5-123.3SRW REC5-483.3RWZ_H1 REC5-1205RW_H1 REC5	5 Watt DIP24 / SMD Single & Dual Output 5瓦特DIP24 /贴片
249-2060-001
5 Watt DIP24 / SMD Single & Dual Output
	RECOM Electronic GmbH
RECOM Power Inc.
RECOM[Recom International Power]

	FDD03-05D FDD03-05D1 FDD03-05D2 FDD03-XXX FDD03-15	DC - DC CONVERTER 2 - 3W SINGLE & DUAL OUTPUT 直流-直流转换2 - 3W
DC - DC CONVERTER 2 - 3W SINGLE & DUAL OUTPUT
	Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers

	RP30-241.5SEW06 RP30-483.3SEWN RP30-2405SEW RP30-2	30 Watt Single & Dual Output 30瓦单
30 Watt Single & Dual Output
	RECOM Electronic GmbH
RECOM Power Inc.
RECOM[Recom International Power]

	RY-0515SCP RY-0512SCP RY-0505SCP RY-2415SCP RY-050	ELECTRICAL OUTLET CONNECTOR RoHS Compliant: Yes 1瓦特SIP7
LOCKING MALE PLUG NEMA L6-15P RoHS Compliant: Yes 1瓦特SIP7
1 Watt SIP7 Single & Dual Output 1瓦特SIP7
CAP CER 680PF 25V 0402 LOW DIST
1 Watt SIP7 Single & Dual Output
	RECOM Electronic GmbH
RECOM Power Inc.
RECOM[Recom International Power]

	RP20-483.3SE RP20 RP20-120512TE RP20-120515TE RP20	OSC 5V 8PIN CMOS 20瓦单，双
20 Watt Single, Dual & Triple Output 20瓦单，双
D-Subminiature Connector; Gender:Female; No. of Contacts:51; Contact Termination:Wire; D Sub Shell Size:DB51; Body Material:Thermoplastic; Leaded Process Compatible:No; Mounting Type:Float Mount; Peak Reflow Compatible (260 C):No RoHS Compliant: No
20 Watt Single, Dual & Triple Output
	RECOM Electronic GmbH
RECOM Power Inc.
RECOM[Recom International Power]

	RP12-243.3SA RP12-2415SA RP12-2412SA RP12-2405SA R	12 Watt DIP24 Single & Dual Output 12瓦特DIP24
12 Watt DIP24 Single & Dual Output
	RECOM Electronic GmbH
RECOM Power Inc.
RECOM[Recom International Power]

	LGA679 LGA679-CO LSA679 LSA679-CO Q62703-Q2554 LYA	LC SIDELED Low Current LED SINGLE COLOR LED, GREEN, 2.4 mm
ECONOLINE: RB & RA - Dual Output from a Single Input Rail- Power Sharing on Output- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- Custom Solutions Available- UL94V-0 Package Material- Efficiency to 85%
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]
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