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			SFD381A - 220 kW, X-band coaxial magnetron 
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	Part No.	SFD381A   

	Description	220 kW, X-band coaxial magnetron 
 

	File Size	321.39K  / 
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						 Communications & Power Industries, Inc. 
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									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: SFD-047A
	Maker: N/A
	Pack: N/A
	Stock: 3022
	Unit price 
									for :
	    
									50: $0.22
	  
									100: $0.21
	1000: 
									$0.20
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			 Related Part Number
	
					PART	Description	Maker
	SFD381A 	220 kW, X-band coaxial magnetron
	Communications & Power Industries, Inc.

	SFD377C 	70 kW, X-band coaxial magnetron
	Communications & Power Industries, Inc.

	SFD332 	60 kW, Ka -band coaxial magnetron
	Communications & Power Industries, Inc.

	ZX05-153 	Coaxial Frequency Mixer WIDE BAND
	Mini-Circuits

	KSC1507OJ69Z 	0.2 A, 300 V, NPN, Si, POWER TRANSISTOR, TO-220 TO-220, 3 PIN
	Fairchild Semiconductor, Corp.

	KSA473OJ69Z 	3 A, 30 V, PNP, Si, POWER TRANSISTOR, TO-220 TO-220, 3 PIN
	Fairchild Semiconductor, Corp.

	2SC4547-RC 	3 A, 85 V, NPN, Si, POWER TRANSISTOR, TO-220 TO-220, 3 PIN
	3M Company

	BTA10-800AW BTA10-200AW BTA10-400AW BTA10-700AW BT	TRIAC|800V V(DRM)|10A I(T)RMS|TO-220
TRIAC|200V V(DRM)|10A I(T)RMS|TO-220
TRIAC|400V V(DRM)|10A I(T)RMS|TO-220
TRIAC|700V V(DRM)|10A I(T)RMS|TO-220
Transient Voltage Suppressor Diodes 可控硅| 600V的五（DRM）的| 10A条口（T）的有效值|20
	Volex PLC

	10A02 10A01 10A07 10A03 10A04 10A05 10A06 	10 Amp Rectifier 50 to 1000 Volts
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material
Coaxial Cable; Coaxial RG/U Type:58; Impedance:53.5ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Thermoplastic; Jacket Color:Natural; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:58; Impedance:53.5ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Natural; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:LSPVC; Conductor Material:Copper; Jacket Color:Natural; Leaded Process Compatible:Yes RoHS Compliant: Yes
	Micro Commercial Compon...
MCC[Micro Commercial Components]
Micro Commercial Components Corp.

	SKY77912-21 	Tx-Rx Front-End Module for Quad-Band GSM / GPRS / EDGE w/ 10 Linear TRx Switch Ports, Dual-Band TD-SCDMA, and TDD LTE Band 39
	Skyworks Solutions Inc.

	10ELS6 	Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 0.77 A, 600 V, SILICON, SIGNAL DIODE
HIGH SURGE CAPABILITY 100VOLTS TROUGH 600VOLTS TYPE AVAILABLE
	Nihon Inter Electronics, Corp.
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