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			AT24C04Y1-10YU-18 - DB9 M/F 9C, 6FT DB9 M/F 9C, 12FT. 2-Wire Serial EEPROM 2线串行EEPROM 2-Wire Serial EEPROM 1K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO14 2-Wire Serial EEPROM 2K X 8 I2C/2-WIRE SERIAL EEPROM, PDIP8 MB 8C 8#12 PIN RECP 256 X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8 2-Wire Serial EEPROM 1K X 8 I2C/2-WIRE SERIAL EEPROM, PDIP8 2-Wire Serial EEPROM 2K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8 2-Wire Serial EEPROM 512 X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8 2-Wire Serial EEPROM 512 X 8 I2C/2-WIRE SERIAL EEPROM, PDIP8 C50M-C50M CABLE PREMIUM 6-FT 2K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8 MINI D50M TO MINI D50M PR 2K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8 2-Wire Serial EEPROM 2K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO14 2-Wire Serial EEPROM 512 X 8 I2C/2-WIRE SERIAL EEPROM, PDSO14 RESISTOR 750OHM 1/16W 5% 0603 256 X 8 I2C/2-WIRE SERIAL EEPROM, PDIP8 CONN MODULAR 6PINR.ANG.SEALED CASE 1K X 8 I2C/2-WIRE SERIAL EEPROM, DSO8 CAP 150UF 10V 20% TANT SMD-6032-28 TR-7 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:32; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle PT 39C 2#16,37#20 SKT PLUG DB25M-DB25M CABLE PREMIUM2-FT MB 39C 37#20 2#16 PIN RECP 24 Characters x 2 Lines, 5x7 Dot Matrix Character and Cursor MB 8C 8#12 SKT RECP PT 55C 55#20 PIN RECP Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:11; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:11; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:41 x 34; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:600V Digital Multimeter; DMM Type:Handheld; Calibrated:No; Frequency Measuring Range:100Hz to 100KHz; Accuracy:0.005; Display Technology:LED RoHS Compliant: NA 122 x 32 pixel format, Compact LCD size B&K Digital Multimeter Accuracy:0.5%; Display Technology:LCD; Frequency Measuring Range:100Hz to 10kHz Z540 CALIBRATION RoHS Compliant: NA 240 x 128 pixel format, CFL Backlight with power harness 128 x 64 pixel format, LED or EL Backlight available Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:21; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle CONN RJ-12  SHIELDED ER 6C 1#16 5#12 PIN PLUG MB 32C 32#20 PIN RECP RELAY SSR SPST-NO 280VAC1.5A SIP Cable; Number of Conductors:3; Conductor Size AWG:16; No. Strands x Strand Size:65 x 34; Features:Aluminium Foil/Polyester; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes    2-Wire Serial EEPROM 
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	Part No.	AT24C04Y1-10YU-1.8 AT24C01A-W1.8-11 AT24C04-W1.8-11 AT24C02-10PC-1.8 AT24C08-10PC-1.8 AT24C04-10PC-1.8 AT24C16-10PC-1.8 AT24C02-W1.8-11 AT24C04-W2.7-11 AT24C01A-W2.7-11 AT24C02-W2.7-11 AT24C02N-10SC AT24C02N-10SI AT24C02-10SC-2.7 AT24C04-10SC-2.7 AT24C08-10SC-2.7 AT24C16-10SC-2.7 AT24C16A-W2.7-11 AT24C08A-W2.7-11 AT24C16AY1-10YU-1.8 AT24C16AY5-10YU-1.8 AT24C01A-10MI-1.8 AT24C02-10MI-1.8 AT24C01A-10PU-2.7 AT24C04N-10SU-1.8 AT24C04-10TI-1.8 AT24C04-10TU-2.7 AT24C04-10TU-1.8 AT24C04-10TSU-1.8 AT24C08AU2-10UU-1.8 AT24C08A-10TU-1.8  

	Description	DB9 M/F 9C, 6FT 
 DB9 M/F 9C, 12FT.
2-Wire Serial EEPROM 2线串行EEPROM
2-Wire Serial EEPROM 1K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO14
2-Wire Serial EEPROM 2K X 8 I2C/2-WIRE SERIAL EEPROM, PDIP8
MB 8C 8#12 PIN RECP 256 X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8
2-Wire Serial EEPROM 1K X 8 I2C/2-WIRE SERIAL EEPROM, PDIP8
2-Wire Serial EEPROM 2K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8
2-Wire Serial EEPROM 512 X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8
2-Wire Serial EEPROM 512 X 8 I2C/2-WIRE SERIAL EEPROM, PDIP8
C50M-C50M CABLE PREMIUM 6-FT 2K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8
MINI D50M TO MINI D50M PR 2K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8
2-Wire Serial EEPROM 2K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO14
2-Wire Serial EEPROM 512 X 8 I2C/2-WIRE SERIAL EEPROM, PDSO14
RESISTOR 750OHM 1/16W 5% 0603 256 X 8 I2C/2-WIRE SERIAL EEPROM, PDIP8
CONN MODULAR 6PINR.ANG.SEALED CASE 1K X 8 I2C/2-WIRE SERIAL EEPROM, DSO8
CAP 150UF 10V 20% TANT SMD-6032-28 TR-7
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:32; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
PT 39C 2#16,37#20 SKT PLUG
DB25M-DB25M CABLE PREMIUM2-FT
MB 39C 37#20 2#16 PIN RECP
24 Characters x 2 Lines, 5x7 Dot Matrix Character and Cursor
MB 8C 8#12 SKT RECP
PT 55C 55#20 PIN RECP
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:11; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:11; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:41 x 34; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:600V
Digital Multimeter; DMM Type:Handheld; Calibrated:No; Frequency Measuring Range:100Hz to 100KHz; Accuracy:0.005; Display Technology:LED RoHS Compliant: NA
122 x 32 pixel format, Compact LCD size
B&K Digital Multimeter Accuracy:0.5%; Display Technology:LCD; Frequency Measuring Range:100Hz to 10kHz Z540 CALIBRATION RoHS Compliant: NA
240 x 128 pixel format, CFL Backlight with power harness
128 x 64 pixel format, LED or EL Backlight available
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:21; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
CONN RJ-12  SHIELDED
ER 6C 1#16 5#12 PIN PLUG
MB 32C 32#20 PIN RECP
RELAY SSR SPST-NO 280VAC1.5A SIP
Cable; Number of Conductors:3; Conductor Size AWG:16; No. Strands x Strand Size:65 x 34; Features:Aluminium Foil/Polyester; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes
   2-Wire Serial EEPROM


	File Size	436.87K  / 
						24 Page	 
	

						Maker	
						[image: ]


						 Atmel, Corp. 
 PROM
Atmel Corp.
ATMEL Corporation
 
						










	
						
						









				
				

						
							[image: ][image: ]	
								
									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: AT24C04Y1-10YI-1.8
	Maker: Atmel
	Pack: ETC
	Stock: Reserved
	Unit price 
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 			 Full text search : DB9 M/F 9C, 6FT DB9 M/F 9C, 12FT. 2-Wire Serial EEPROM 2线串行EEPROM 2-Wire Serial EEPROM 1K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO14 2-Wire Serial EEPROM 2K X 8 I2C/2-WIRE SERIAL EEPROM, PDIP8 MB 8C 8#12 PIN RECP 256 X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8 2-Wire Serial EEPROM 1K X 8 I2C/2-WIRE SERIAL EEPROM, PDIP8 2-Wire Serial EEPROM 2K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8 2-Wire Serial EEPROM 512 X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8 2-Wire Serial EEPROM 512 X 8 I2C/2-WIRE SERIAL EEPROM, PDIP8 C50M-C50M CABLE PREMIUM 6-FT 2K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8 MINI D50M TO MINI D50M PR 2K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8 2-Wire Serial EEPROM 2K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO14 2-Wire Serial EEPROM 512 X 8 I2C/2-WIRE SERIAL EEPROM, PDSO14 RESISTOR 750OHM 1/16W 5% 0603 256 X 8 I2C/2-WIRE SERIAL EEPROM, PDIP8 CONN MODULAR 6PINR.ANG.SEALED CASE 1K X 8 I2C/2-WIRE SERIAL EEPROM, DSO8 CAP 150UF 10V 20% TANT SMD-6032-28 TR-7 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:32; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle PT 39C 2#16,37#20 SKT PLUG DB25M-DB25M CABLE PREMIUM2-FT MB 39C 37#20 2#16 PIN RECP 24 Characters x 2 Lines, 5x7 Dot Matrix Character and Cursor MB 8C 8#12 SKT RECP PT 55C 55#20 PIN RECP Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:11; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:11; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:41 x 34; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:600V Digital Multimeter; DMM Type:Handheld; Calibrated:No; Frequency Measuring Range:100Hz to 100KHz; Accuracy:0.005; Display Technology:LED RoHS Compliant: NA 122 x 32 pixel format, Compact LCD size B&K Digital Multimeter Accuracy:0.5%; Display Technology:LCD; Frequency Measuring Range:100Hz to 10kHz Z540 CALIBRATION RoHS Compliant: NA 240 x 128 pixel format, CFL Backlight with power harness 128 x 64 pixel format, LED or EL Backlight available Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:21; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle CONN RJ-12  SHIELDED ER 6C 1#16 5#12 PIN PLUG MB 32C 32#20 PIN RECP RELAY SSR SPST-NO 280VAC1.5A SIP Cable; Number of Conductors:3; Conductor Size AWG:16; No. Strands x Strand Size:65 x 34; Features:Aluminium Foil/Polyester; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes    2-Wire Serial EEPROM   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	28F001BN-B 28F001BN-T 28F001BX-B E28F001BX-T70 N28	1-MBIT (128K x 8) BOOT BLOCK FLASH MEMORY 1兆位28K的8）引导块闪存
DB9 MALE TO DB9 FEMALE   AME
	Advanced Semiconductor, Inc.
PROM
Intel Corp.

	NX7314UA NX7314UA-AZ 	DB9 M/M SERIAL CABLE     6 FT.
DB9 M/M SERIAL CABLE     15FT.
DB9 M/M SERIAL CABLE 15FT. 邻舍1310纳米InGaAsP多量子阱计划生育长55 MB的TOSA s的应
	California Eastern Laboratories, Inc.

	DK-610516-000-I 4016032334255 	Adapter, DB9, RJ45, Modular
	Assmann Electronics Inc.

	AB401-R 	DB9 Male - MINI DIN 6PIN Female
	Assmann Electronics Inc.

	B090A9F 	Modular Serial Adapter Straight-Through Wiring (DB9 F to RJ45 F)
	Tripp Lite. All Rights ...

	73929-1005 	SFP to DB9 Patch Cable - 2m (Passive) INTERCONNECTION DEVICE
	Molex, Inc.

	SMARTINT2200VS 	SmartPro 230V 2.2kVA 1.6kW Line-Interactive UPS,Tower, SNMP, Webcard, USB, DB9 Serial
	Tripp Lite. All Rights ...

	SMART500RT1U-15 	SmartPro 120V 500VA 300W Line-Interactive UPS,SNMP, Webcard, 1U Rack-Tower, USB, DB9 Serial
	Tripp Lite. All Rights ...

	SUINT2200RTXL2UA 	SmartOnline 200-240V 2.2kVA 1.6kW On-Line Double-Conversion UPS, Extended Run, SNMP,Webcard, 2U Rack/Tower, USB, DB9 Serial
	Tripp Lite. All Rights Rese...

	SU750RTXL2U-15 	SmartOnline 100-120V 750VA 600W On-Line Double-Conversion UPS, Extended Run, SNMP,Webcard, 2U Rack/Tower, USB, DB9 Serial
	Tripp Lite. All Rights Rese...

	SMX1500XLRT2U 	SmartPro 230V 1.5kVA 1.35kW Line-Interactive Sine Wave UPS, Extended Run, SNMP, Webcard, 2U Rack/Tower, USB, DB9 Serial
	Tripp Lite. All Rights ...

	SMART1000RMXL2U 	SmartPro 120V 1kVA 900W Line Interactive Sine Wave UPS, Extended Run, SNMP, Webcard, 2U Rack-Tower, USB, DB9 Serial
	Tripp Lite. All Rights Rese...
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