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			 Related Part Number
	
					PART	Description	Maker
	BR24C02-RDW6TP BR24C01-RDS6TP BR24C01-RDW6TP BR24C	Supply voltage 1.8V~5.5V/Operating temperature ~40C~ 85C type
	ROHM[Rohm]

	BR93C46-WMN6TP BR93C66-WMN6TP BR93C56-WMN6TP BR93C	MICROWIRE BUS SERIAL EEPROM, PDSO8
Supply voltage 2.5V~5.5V/Operating temperature -40C~ 85C type
	ROHM[Rohm]

	BR24C32-DW6TP BR24C01-DS6TP BR24C01-DW6TP BR24C01-	I2C/2-WIRE SERIAL EEPROM, PDSO8
Supply voltage 4.5V~5.5V/Operating temperature -40C~ 85C type
	http://
ROHM[Rohm]

	DN8897SE DN8897TE 	Hall IC(Operating Temperature Range Topr=-40 to  -100C, Operating in Alternative Magnetic Field)
	Panasonic

	NJM41030 	Operating Voltage Operating temperature range Small Package
	New Japan Radio

	P1402AAL P1602ACL P3002AAL P0602ACL P2202AAL P2702	Execution Time (ns): 41.7 (@24MHz); Operating Frequency / Supply Voltage: 24MHz/3.0 to 5.5V, 10MHz/2.7 to 5.5V; Operating Ambient Temperature (°C): -20
	Littelfuse, Inc.

	P1402CL 	(ns): 41.7 (@24MHz); Operating Frequency / Supply Voltage: 24MHz/3.0 to 5.5V, 10MHz/2.7 to 5.5V; Operating Ambient Temperature (°C): -20 to 85, -40
	Littelfuse, Inc.

	FME270-46110 	Attenuation to 50 dB at 500 kHz Operating temperature -55掳 to  125掳C
Attenuation to 50 dB at 500 kHz Operating temperature -55° to  125°C
	Interpoint Corporation Company
http://

	DN6847 DN6847S DN6847SE DN6847TE 	Hall IC(Operating Temperature Range Topr = - 40 to -100°C, Operating in Alternative Magnetic Field)
Hall IC(Operating Temperature Range Topr = - 40 to -100∑C, Operating in Alternative Magnetic Field)
	Panasonic Semiconductor

	SMFL2815S SMFL2812S SMFL2812D SMFL2805S SMFL2805D 	Operating temperature -55掳 to  125掳C Qualified to MIL-PRF-38534 Class H and K
Operating temperature -55° to  125°C Qualified to MIL-PRF-38534 Class H and K
DC/DC CONVERTERS 28 VOLT INPUT
	Interpoint Corporation Company

	K6R1008C1C- K6R1008C1C-C10 K6R1008C1C-C12 K6R1008C	128K x 8 high speed static RAM, 5V operating, 12ns
128Kx8 Bit High-Speed CMOS Static RAM(5V Operating). Operated at Commercial and Industrial Temperature Ranges. 128Kx8位高速CMOS静态RAMV的工作）。在经营商业和工业温度范围
RES-140 0.0625W 1% THICK FILM
128K x 8 high speed static RAM, 5V operating, 15ns
128K x 8 high speed static RAM, 5V operating, 10ns
	Samsung Semiconductor Co., Ltd.
SAMSUNG SEMICONDUCTOR CO. LTD.
SAMSUNG[Samsung semiconductor]
Samsung Electronic

	CBT3257AD112 CBT3257ADB112 	Quad 1-of-2 multiplexer/demultiplexer - # of Bits per Enable: 4 ; Description: Mux/Demux ; Multiplex rate: 1 of 2 ; Number of bits: 4 ; Operating temperature: -40~85 Cel; Operating voltage: 4.5~5.5 VDC; Package: SOT109-1 (SO16); Container: Tube
Quad 1-of-2 multiplexer/demultiplexer - # of Bits per Enable: 4 ; Description: Mux/Demux ; Multiplex rate: 1 of 2 ; Number of bits: 4 ; Operating temperature: -40~85 Cel; Operating voltage: 4.5~5.5 VDC; Package: SOT338-1 (SSOP16); Container: Tube
	NXP SEMICONDUCTORS
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