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			ST62E09LM6EPROM - Variable Resolution Resolver-to-Digital Converters; Package: PLCC; No of Pins: 44; Temperature Range: Industrial 8位单片机与微控制 D转换器，两个定时器，振荡器保管好 Slide Switch; Circuitry:SPST; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Actuator Style:Vertical Flush; Leaded Process Compatible:Yes; Mounting Type:PCB RoHS Compliant: Yes 8位单片机与微控制 D转换器，两个定时器，振荡器保管好 Belden Plenum Rated Coax Cable, Wire Size: 2/18 AWG, Type: RG-6/U, Length: 1000 feet, Conductor Material: Bare Copper, Shielding: Foil Plus Braid, Jacket: Foam Dielectric and Natural Flamarrest 8位单片机与微控制 D转换器，两个定时器，振荡器保管好 BELDEN SHIELDED RISER MULTI-CONDUCTOR CABLE, WIRE SIZE: 22 AWG, NUMBER OF CONDUCTORS: 2, LENGTH: 500 FEET, CONDUCTOR MATERIAL: BARE COPPER STRANDED, SHIELDING: BELDFOIL, JACKET: PVC 8位单片机与微控制 D转换器，两个定时器，振荡器保管好 Slide Switch; Leaded Process Compatible:Yes; Contact Rating:4A; Mounting Type:PCB Straight Thru Hole; Switch Features:Miniature; Switch Function:DPDT RoHS Compliant: Yes 8位单片机与微控制 D转换器，两个定时器，振荡器保管好 D52 - CONNECTOR ACCESSORY 8位单片机与微控制 D转换器，两个定时器，振荡器保管好 8-BIT MCUs WITH A/D CONVERTER, TWO TIMERS, OSCILLATOR SAFEGUARD & SAFE RESET 8位单片机与微控制 D转换器，两个定时器，振荡器保管好 Belden Shielded Riser Multi-Conductor Cable, Wire Size: 22 AWG, Number of Conductors: 2, Length: 1000 feet, Conductor Material: Bare Copper Stranded, Shielding: Beldfoil, Jacket: PVC 8位单片机与微控制 D转换器，两个定时器，振荡器保管好 CONNECTOR ACCESSORY 连接器附 Slide Switch; Circuitry:DPST; Contact Current Max:4A; Switch Operation:On-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Actuator RoHS Compliant: Yes BOX ABS WATERTIGHT 2.6X2.6X1.6,1 Shielded Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes Slide Switch; Circuitry:DPST; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Actuator Style:Vertical Flush; Leaded Process Compatible:Yes; Mounting Type:PCB RoHS Compliant: Yes Slide Switch; Circuitry:SPST; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Actuator RoHS Compliant: Yes BOX ABS WATERTIGHT 7.1X4.7X3.5,1 Sound/Security Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Approval Categories:UL Listed RoHS Compliant: Yes Slide Switch; Circuitry:SPDT; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Actuator RoHS Compliant: Yes BOX ABS WATERTIGHT 4.7X3.5X2.4,1 BOX ABS WATERTIGHT 4.7X4.7X2.4,1 Slide Switch; Circuitry:DPDT; Contact Current Max:4A; Switch Operation:On-On; Switch Terminals:Through Hole; Actuator Style:Vertical Flush; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Flush Actuator RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper; Jacket Color:Red RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:30pF/ft; Conductor Material:Copper RoHS Compliant: Yes BOX ABS WATERTIGHT 6.3X3.5X3.5,1 Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes LED GREEN CLEAR 1206 SMD Slide Switch; Circuitry:SPDT; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Right Angle Actuator RoHS Compliant: Yes Slide Switch; Circuitry:DPDT; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Actuator Style:Vertical Flush; Leaded Process Compatible:Yes; Mounting Type:PCB RoHS Compliant: Yes Slide Switch; Circuitry:SPST; Contact Current Max:4A; Switch Operation:On-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Actuator RoHS Compliant: Yes Slide Switch; Circuitry:DPDT; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Actuator RoHS Compliant: Yes ER 4C 4#8 PIN RECP WALL SLIDE SWITCH, DPDT, TOP BUTTON; Switch function type:DPDT; Current, contact DC max:1A; Height, max:11mm; Width, external:14mm; Depth, external:12.5mm; Current, contact AC:2A; Current, contact AC max:4A; Material, contact:Silver; RoHS Compliant: Yes Slide Switch; Circuitry:SPDT; Contact Current Max:4A; Switch Operation:On-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Right Angle Actuator RoHS Compliant: Yes Slide Switch; Circuitry:SPST; Contact Current Max:4A; Switch Operation:On-On; Switch Terminals:Through Hole; Actuator Style:Vertical Flush; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Flush Actuator RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes Sound/Security Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:25pF/ft RoHS Compliant: Yes Sound/Security Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:46pF/ft RoHS Compliant: Yes Sound/Security Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:25pF/ft; Conductor Material:Copper RoHS Compliant: Yes Belden Unshielded Riser Multi-Conductor Cable, Wire Size: 22 AWG, Number of Conductors: 2, Length: 500 feet, Conductor Material: Bare Copper, Jacket: Gray PVC, Applications: Security systems, intercom/PA systems, sound/audio, power l 8-BIT MCUs WITH A/D CONVERTER, TWO TIMERS, OSCILLATOR SAFEGUARD & SAFE RESET 
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	Part No.	ST62E09LM6_EPROM ST62T08BB6/OTP ST62T10BM6/OTP ST62E08BM1/EPROM ST62E08BD6/EPROM ST6210BD3/OTP ST6210BD6/OTP ST62E10BN6/EPROM ST62E08BB3/EPROM ST62T20LD6/OTP ST62T20LN1/OTP ST62E10LN1/EPROM ST62E20LN1/EPROM ST6210LN1/OTP ST6220LN1/OTP ST62P10LN1/OTP ST62P20LN1/OTP ST62T10LN1/OTP ST62E10LN3/EPROM ST6210LN3/OTP ST62P10LN3/OTP ST62T10LN3/OTP ST62E08LD3/EPROM ST62E09LD3/EPROM ST62E10LD3/EPROM ST62E20LD3/EPROM ST6208LD3/OTP ST6209LD3/OTP ST6210LD3/OTP ST6220LD3/OTP ST62P08LD3/OTP  

	Description	Variable Resolution Resolver-to-Digital Converters; Package: PLCC; No of Pins: 44; Temperature Range: Industrial 8位单片机与微控制 D转换器，两个定时器，振荡器保管好 
 Slide Switch; Circuitry:SPST; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Actuator Style:Vertical Flush; Leaded Process Compatible:Yes; Mounting Type:PCB RoHS Compliant: Yes 8位单片机与微控制 D转换器，两个定时器，振荡器保管好
Belden Plenum Rated Coax Cable, Wire Size: 2/18 AWG, Type: RG-6/U, Length: 1000 feet, Conductor Material: Bare Copper, Shielding: Foil Plus Braid, Jacket: Foam Dielectric and Natural Flamarrest 8位单片机与微控制 D转换器，两个定时器，振荡器保管好
BELDEN SHIELDED RISER MULTI-CONDUCTOR CABLE, WIRE SIZE: 22 AWG, NUMBER OF CONDUCTORS: 2, LENGTH: 500 FEET, CONDUCTOR MATERIAL: BARE COPPER STRANDED, SHIELDING: BELDFOIL, JACKET: PVC 8位单片机与微控制 D转换器，两个定时器，振荡器保管好
Slide Switch; Leaded Process Compatible:Yes; Contact Rating:4A; Mounting Type:PCB Straight Thru Hole; Switch Features:Miniature; Switch Function:DPDT RoHS Compliant: Yes 8位单片机与微控制 D转换器，两个定时器，振荡器保管好
D52 - CONNECTOR ACCESSORY 8位单片机与微控制 D转换器，两个定时器，振荡器保管好
8-BIT MCUs WITH A/D CONVERTER, TWO TIMERS, OSCILLATOR SAFEGUARD & SAFE RESET 8位单片机与微控制 D转换器，两个定时器，振荡器保管好
Belden Shielded Riser Multi-Conductor Cable, Wire Size: 22 AWG, Number of Conductors: 2, Length: 1000 feet, Conductor Material: Bare Copper Stranded, Shielding: Beldfoil, Jacket: PVC 8位单片机与微控制 D转换器，两个定时器，振荡器保管好
CONNECTOR ACCESSORY 连接器附
Slide Switch; Circuitry:DPST; Contact Current Max:4A; Switch Operation:On-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Actuator RoHS Compliant: Yes
BOX ABS WATERTIGHT 2.6X2.6X1.6,1
Shielded Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes
Slide Switch; Circuitry:DPST; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Actuator Style:Vertical Flush; Leaded Process Compatible:Yes; Mounting Type:PCB RoHS Compliant: Yes
Slide Switch; Circuitry:SPST; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Actuator RoHS Compliant: Yes
BOX ABS WATERTIGHT 7.1X4.7X3.5,1
Sound/Security Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Approval Categories:UL Listed RoHS Compliant: Yes
Slide Switch; Circuitry:SPDT; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Actuator RoHS Compliant: Yes
BOX ABS WATERTIGHT 4.7X3.5X2.4,1
BOX ABS WATERTIGHT 4.7X4.7X2.4,1
Slide Switch; Circuitry:DPDT; Contact Current Max:4A; Switch Operation:On-On; Switch Terminals:Through Hole; Actuator Style:Vertical Flush; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Flush Actuator RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper; Jacket Color:Red RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:30pF/ft; Conductor Material:Copper RoHS Compliant: Yes
BOX ABS WATERTIGHT 6.3X3.5X3.5,1
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
LED GREEN CLEAR 1206 SMD
Slide Switch; Circuitry:SPDT; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Right Angle Actuator RoHS Compliant: Yes
Slide Switch; Circuitry:DPDT; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Actuator Style:Vertical Flush; Leaded Process Compatible:Yes; Mounting Type:PCB RoHS Compliant: Yes
Slide Switch; Circuitry:SPST; Contact Current Max:4A; Switch Operation:On-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Actuator RoHS Compliant: Yes
Slide Switch; Circuitry:DPDT; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Actuator RoHS Compliant: Yes
ER 4C 4#8 PIN RECP WALL
SLIDE SWITCH, DPDT, TOP BUTTON; Switch function type:DPDT; Current, contact DC max:1A; Height, max:11mm; Width, external:14mm; Depth, external:12.5mm; Current, contact AC:2A; Current, contact AC max:4A; Material, contact:Silver; RoHS Compliant: Yes
Slide Switch; Circuitry:SPDT; Contact Current Max:4A; Switch Operation:On-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Right Angle Actuator RoHS Compliant: Yes
Slide Switch; Circuitry:SPST; Contact Current Max:4A; Switch Operation:On-On; Switch Terminals:Through Hole; Actuator Style:Vertical Flush; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Flush Actuator RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Sound/Security Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:25pF/ft RoHS Compliant: Yes
Sound/Security Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:46pF/ft RoHS Compliant: Yes
Sound/Security Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:25pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Belden Unshielded Riser Multi-Conductor Cable, Wire Size: 22 AWG, Number of Conductors: 2, Length: 500 feet, Conductor Material: Bare Copper, Jacket: Gray PVC, Applications: Security systems, intercom/PA systems, sound/audio, power l
8-BIT MCUs WITH A/D CONVERTER, TWO TIMERS, OSCILLATOR SAFEGUARD & SAFE RESET


	File Size	1,031.37K  / 
						104 Page	 
	

						Maker	
						[image: ]


						 Solid State Devices, Inc. 
 STMicroelectronics N.V.
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 			 Full text search : Variable Resolution Resolver-to-Digital Converters; Package: PLCC; No of Pins: 44; Temperature Range: Industrial 8位单片机与微控制 D转换器，两个定时器，振荡器保管好 Slide Switch; Circuitry:SPST; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Actuator Style:Vertical Flush; Leaded Process Compatible:Yes; Mounting Type:PCB RoHS Compliant: Yes 8位单片机与微控制 D转换器，两个定时器，振荡器保管好 Belden Plenum Rated Coax Cable, Wire Size: 2/18 AWG, Type: RG-6/U, Length: 1000 feet, Conductor Material: Bare Copper, Shielding: Foil Plus Braid, Jacket: Foam Dielectric and Natural Flamarrest 8位单片机与微控制 D转换器，两个定时器，振荡器保管好 BELDEN SHIELDED RISER MULTI-CONDUCTOR CABLE, WIRE SIZE: 22 AWG, NUMBER OF CONDUCTORS: 2, LENGTH: 500 FEET, CONDUCTOR MATERIAL: BARE COPPER STRANDED, SHIELDING: BELDFOIL, JACKET: PVC 8位单片机与微控制 D转换器，两个定时器，振荡器保管好 Slide Switch; Leaded Process Compatible:Yes; Contact Rating:4A; Mounting Type:PCB Straight Thru Hole; Switch Features:Miniature; Switch Function:DPDT RoHS Compliant: Yes 8位单片机与微控制 D转换器，两个定时器，振荡器保管好 D52 - CONNECTOR ACCESSORY 8位单片机与微控制 D转换器，两个定时器，振荡器保管好 8-BIT MCUs WITH A/D CONVERTER, TWO TIMERS, OSCILLATOR SAFEGUARD & SAFE RESET 8位单片机与微控制 D转换器，两个定时器，振荡器保管好 Belden Shielded Riser Multi-Conductor Cable, Wire Size: 22 AWG, Number of Conductors: 2, Length: 1000 feet, Conductor Material: Bare Copper Stranded, Shielding: Beldfoil, Jacket: PVC 8位单片机与微控制 D转换器，两个定时器，振荡器保管好 CONNECTOR ACCESSORY 连接器附 Slide Switch; Circuitry:DPST; Contact Current Max:4A; Switch Operation:On-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Actuator RoHS Compliant: Yes BOX ABS WATERTIGHT 2.6X2.6X1.6,1 Shielded Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes Slide Switch; Circuitry:DPST; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Actuator Style:Vertical Flush; Leaded Process Compatible:Yes; Mounting Type:PCB RoHS Compliant: Yes Slide Switch; Circuitry:SPST; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Actuator RoHS Compliant: Yes BOX ABS WATERTIGHT 7.1X4.7X3.5,1 Sound/Security Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Approval Categories:UL Listed RoHS Compliant: Yes Slide Switch; Circuitry:SPDT; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Actuator RoHS Compliant: Yes BOX ABS WATERTIGHT 4.7X3.5X2.4,1 BOX ABS WATERTIGHT 4.7X4.7X2.4,1 Slide Switch; Circuitry:DPDT; Contact Current Max:4A; Switch Operation:On-On; Switch Terminals:Through Hole; Actuator Style:Vertical Flush; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Flush Actuator RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper; Jacket Color:Red RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:30pF/ft; Conductor Material:Copper RoHS Compliant: Yes BOX ABS WATERTIGHT 6.3X3.5X3.5,1 Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes LED GREEN CLEAR 1206 SMD Slide Switch; Circuitry:SPDT; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Right Angle Actuator RoHS Compliant: Yes Slide Switch; Circuitry:DPDT; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Actuator Style:Vertical Flush; Leaded Process Compatible:Yes; Mounting Type:PCB RoHS Compliant: Yes Slide Switch; Circuitry:SPST; Contact Current Max:4A; Switch Operation:On-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Actuator RoHS Compliant: Yes Slide Switch; Circuitry:DPDT; Contact Current Max:4A; Switch Operation:On-Off-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Actuator RoHS Compliant: Yes ER 4C 4#8 PIN RECP WALL SLIDE SWITCH, DPDT, TOP BUTTON; Switch function type:DPDT; Current, contact DC max:1A; Height, max:11mm; Width, external:14mm; Depth, external:12.5mm; Current, contact AC:2A; Current, contact AC max:4A; Material, contact:Silver; RoHS Compliant: Yes Slide Switch; Circuitry:SPDT; Contact Current Max:4A; Switch Operation:On-On; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Right Angle Actuator RoHS Compliant: Yes Slide Switch; Circuitry:SPST; Contact Current Max:4A; Switch Operation:On-On; Switch Terminals:Through Hole; Actuator Style:Vertical Flush; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Features:Vertical Flush Actuator RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes Sound/Security Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:25pF/ft RoHS Compliant: Yes Sound/Security Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:46pF/ft RoHS Compliant: Yes Sound/Security Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:25pF/ft; Conductor Material:Copper RoHS Compliant: Yes Belden Unshielded Riser Multi-Conductor Cable, Wire Size: 22 AWG, Number of Conductors: 2, Length: 500 feet, Conductor Material: Bare Copper, Jacket: Gray PVC, Applications: Security systems, intercom/PA systems, sound/audio, power l 8-BIT MCUs WITH A/D CONVERTER, TWO TIMERS, OSCILLATOR SAFEGUARD & SAFE RESET   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	AD2S81 AD2S81A AD2S81AJD AD2S82 AD2S82A AD2S82AHP 	Variable Resolution/ Monolithic Resolver-to-Digital Converters
Variable Resolution, Monolithic Resolver-to-Digital Converters
Variable Resolution Monolithic Resolver-to-Digital Converters
	Analog Devices, Inc.
AD[Analog Devices]

	AD2S81A-15 AD2S82AJPZ 	Variable Resolution, Monolithic Resolver-to-Digital Converters
	Analog Devices

	AD2S83 	Variable Resolution, Monolithic Resolver-to-Digital Converters(可变分辨单片解算-数字变换
	Analog Devices, Inc.

	HSCT-14-H-3-A HRCT-14-H-3-A HRCT-14-H-1-A HSCT-14-	Synchro & Resolver Signal Conditioner
D-sub connectors, Right angle, Through hole type; HRS No: 211-0313-6 57
Synchro & Resolver Signal Conditioner 同步
	3M Company
TE Connectivity, Ltd.

	SD-14531D3-595 SD-14531D1-595 SD-14531D1-252 SD-14	SYNCHRO OR RESOLVER TO DIGITAL CONVERTER, MDMA36
SYNCHRO OR RESOLVER TO DIGITAL CONVERTER, CDMA36
	DATA DEVICE CORP

	MN5290H MN5290H_B MN5290H_BCH MN5291 MN5291H MN529	13 bit High-resolution  A/D converter
High-resolution A/D Converters
	Integrated Circuit Syst...
Integrated Circuit Systems

	SD-14595F2-302 SD-14595F2-305 SD-14596F2-304 SD-14	Synchro-to-Digital Converter 同步数字转换
Resolver-to-Digital Converter 分解器数字转换器
Resolver/Synchro-to-Digital Converter 解析同步数字转换
	Fairchild Semiconductor, Corp.
ITT, Corp.
Electronic Theatre Controls, Inc.
HIROSE ELECTRIC Co., Ltd.
SIEMENS AG
TE Connectivity, Ltd.
Molex, Inc.
Mitsubishi Electric, Corp.

	142-06J08SL 144-06J12L 143-16J12SL 142-06J08L 143-	RF inductor, tunable, Carbonyl J core, shielded, RoHS SHIELDED, 0.22 uH - 0.248 uH, VARIABLE INDUCTOR
RF inductor, tunable, Carbonyl J core, RoHS UNSHIELDED, 0.193 uH - 0.306 uH, VARIABLE INDUCTOR
RF inductor, tunable, Carbonyl J core, shielded, RoHS SHIELDED, 0.638 uH - 0.801 uH, VARIABLE INDUCTOR
RF inductor, tunable, Carbonyl J core, RoHS UNSHIELDED, 0.275 uH - 0.355 uH, VARIABLE INDUCTOR
RF inductor, tunable, Carbonyl J core, shielded, RoHS SHIELDED, 0.315 uH - 0.423 uH, VARIABLE INDUCTOR
RF inductor, tunable, Carbonyl J core, shielded, RoHS SHIELDED, 0.115 uH - 0.121 uH, VARIABLE INDUCTOR
RF inductor, tunable, Carbonyl J core, shielded, RoHS SHIELDED, 0.382 uH - 0.422 uH, VARIABLE INDUCTOR
RF inductor, tunable, Carbonyl J core, RoHS UNSHIELDED, 0.391 uH - 0.493 uH, VARIABLE INDUCTOR
RF inductor, tunable, Carbonyl J core, shielded, RoHS SHIELDED, 0.355 uH - 0.477 uH, VARIABLE INDUCTOR
RF inductor, tunable, Carbonyl J core, shielded, RoHS SHIELDED, 0.693 uH - 0.846 uH, VARIABLE INDUCTOR
	Coilcraft, Inc.
COILCRAFT INC

	AD2S34SZ60 AD2S34SZ60B 	Resolver-to-Digital Converter
	

	MSS0617 	Variable pitch variable loudness 6 Voice ROM
	Mosel Vitelic Corp
MOSEL[Mosel Vitelic, Corp]
Mosel Vitelic, Corp.

	AD7861 AD7861AP AD7861APZ 	11-Bit Resolution Simultaneous Sampling ADC 7-CH 11-BIT SUCCESSIVE APPROXIMATION ADC, PARALLEL ACCESS, PQCC44
11-Bit Resolution Simultaneous Sampling A/D Converter
	Analog Devices, Inc.
AD[Analog Devices]
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