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			SAA7111 - Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:7; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight SPECIALTY CONSUMER CIRCUIT, PQFP64 Video Input Processor VIP 
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	Part No.	SAA7111 SAA7111H   

	Description	Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:7; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight SPECIALTY CONSUMER CIRCUIT, PQFP64 
 Video Input Processor VIP
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	Part: SAA7111AH
	Maker: PHILIPS
	Pack: QFP
	Stock: 592
	Unit price 
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	1000: 
									$3.77
	
									Email: oulindz@gmail.com

	
									
									
									
									Contact us



							


				





						
	Homepage	
						http://www.nxp.com/
	Download	[ 
						SAA7111 SAA7111H  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						SAA7111 SAA7111H  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[SAA7111 SAA7111H  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for SAA7111 ] 


					[ Price & Availability of SAA7111 by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:7; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight SPECIALTY CONSUMER CIRCUIT, PQFP64 Video Input Processor VIP   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	FX6A-80S-0.8SV2 FX6-100P-0.8SV FX6-100P-0.8SV1 FX6	0.8mm Pitch Stacking Height 5 to 9mm Connector 0.8mm节距堆叠高度5毫米连接
Circular Connector; No. of Contacts:16; Series:; Body Material:Aluminum; Connector Shell Size:20; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:20-16; MIL SPEC:MIL-C-26482 Series I RoHS Compliant: No
	HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.
HIROSE[Hirose Electric]

	2MBI300P-140 	Circular Connector; No. of Contacts:55; Series:; Body Material:Aluminum; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:22-55; MIL SPEC:MIL-C-26482 Series I RoHS Compliant: No
1400V/300A 2-Pack IGBT
	FUJI ELECTRIC HOLDINGS CO., LTD.

	ITC137P ITC137PTR CLAREINC-ITC137PTR 	Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:20; Connector Shell Size:28; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight; Circular Contact Gender:Pin
Integrated Telecom Circuits
	Clare  Inc.
CLARE[Clare Inc.]
Clare, Inc.

	TPU207 TPU207N-1001 	Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Aluminum Alloy; Series:SG3102; Number of Contacts:30; Connector Shell Size:32; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle 压电逆变器模
PIEZOELECTRIC INVERTER MODULE
	TOKO, Inc.
TOKO  Inc
TOKO[TOKO, Inc]

	271.1101.4202 271.1101.0002 	Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3122; No. of Contacts:26; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No
GS-Inlineholder for G-fuse links up to 250 V
	Littelfuse, Inc.

	UPD70F3033AYGC-8EU UPD70F3033AGF-3BA 	Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Aluminum Alloy; Series:MS3106; No. of Contacts:3; Connector Shell Size:10SL; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Gender:Female RoHS Compliant: No
LJT 56C 48#20 8#16 SKT PLUG
	NEC Corp.

	FMS2016QFN-1 FMS2016-005 FMS2016-005-EB FMS2016QFN	Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3124; No. of Contacts:10; Connector Shell Size:12; Connecting Termination:Crimp; Circular Shell Style:Jam Nut Receptacle RoHS Compliant: No
High Power Reflective GaAs SP4T Switch
	FILTRONIC[Filtronic Compound Semiconductors]

	ESJA82-10A 	Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:7; Connector Shell Size:36; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
High Voltage Silicon Diode
	FUJI ELECTRIC HOLDINGS CO., LTD.
FUJI[Fuji Electric]

	MAAM26100-B1 	Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:4; Connector Shell Size:36; Connecting Termination:Solder; Circular Shell Style:Square Flange Receptacle; Body Style:Straight
Power GaAs MMIC Amplifier 2-6 GHz
	Tyco Electronics

	GL5ZV302BOS 	Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT00; Number of Contacts:16; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
DEVICE SPECIFICATION FOR Light Emitting Diode
	Sharp Corporation
Sharp Electrionic Components

	MBM29LV017-12PTR MBM29LV017-90 MBM29LV017-90PBT MB	Half bridge control IC for CCFL backlighting
600 V CCFL ballast driver IC 2M X 8 FLASH 3V PROM, 80 ns, PDSO40
HF full bridge driver IC 2M X 8 FLASH 3V PROM, 80 ns, PDSO40
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3124; No. of Contacts:61; Connector Shell Size:24; Connecting Termination:Crimp; Circular Shell Style:Jam Nut Receptacle RoHS Compliant: No
PTSE 6C 6#20 PIN RECP
Circular Connector; No. of Contacts:41; Series:; Body Material:Aluminum; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:22-41; MIL SPEC:MIL-C-26482 Series I RoHS Compliant: No
16M (2M X 8) BIT
	FUJITSU LTD
Fujitsu, Ltd.
Fujitsu Limited
Fujitsu Component Limited.
Fujitsu Media Devices Limited
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