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	Part: CXD9012AR
	Maker: SONY(索尼)
	Pack: QFP
	Stock: 292
	Unit price 
									for :
	    
									50: $5.26
	  
									100: $5.00
	1000: 
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			 Related Part Number
	
					PART	Description	Maker
	2SC2458 2SC2458L 	Transistor Silicon NPN Epitaxial Type (PCT process) Audio Amplifier Applications Low Noise Audio Amplifier Applications
TRANSISTOR (AUDIO AMPLIFIER APPLICATIONS)
	TOSHIBA[Toshiba Semiconductor]

	AKD438605 	96kHz D/A converter for portable audio and home audio systems
	Asahi Kasei Microsystems

	80C86/883 	Microprocessor, 16 Bit, CMOS, 883 Compliant, Process Speed 8MHz
Microprocessor, 16 Bit, CMOS, Process Speed 5 and 8MHz
	Intersil

	CAT1022LE-30TE13 CAT1022LE-45TE13 CAT1022LE-42TE13	   Supervisory Circuits with I2C Serial 2k-bit CMOS EEPROM, Manual Reset and Watchdog Timer
1-CHANNEL POWER SUPPLY MANAGEMENT CKT, DSO8
Style A Potting Box Enclosure; Enclosure Material:ABS Plastic; External Height:1"; External Width:1.5"; External Depth:2"; Enclosure Color:Black 监控电路，带有I2C串行K位CMOS EEPROM中，手动复位和看门狗定时
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each CAT24FC02是一 KB的EEPROM的国56位每字举办的串行CMOS
Cable Gland (Clamp); Cable Bundle Diameter Max:0.315"; Thread Size:PG 9 监控电路，带有I2C串行K位CMOS EEPROM中，手动复位和看门狗定时
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 该CAT24FC02是一 KB的EEPROM的国568位每字举办的串行CMOS
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 该CAT24FC02是一2 KB的EEPROM的国256位每字举办的串行CMOS
1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8 LEAD AND HALOGEN FREE, MSOP-8
1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8 LEAD AND HALOGEN FREE, TSSOP-8
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 该CAT24FC02是一 KB的EEPROM的国56位每字举办的串行CMOS
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:30VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:78000uF RoHS Compliant: Yes
HARDWARE
Silver Mica Capacitor; Capacitance:24pF; Capacitance Tolerance: /- 0.5pF; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:24pF; Capacitance Tolerance: 0.5pF; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Surround-Sound CODEC IC; IC Function:Surround-Sound CODEC IC; Package/Case:64-LQFP; IC Generic Number:42428; Leaded Process Compatible
Audio CODEC IC; IC Function:Audio Codec; Package/Case:64-LQFP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:8; Operating Temp. Max:70 C; Operating Temp. Min:-10 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Audio CODEC IC; IC Function:Audio CODEC IC; Package/Case:64-LQFP; IC Generic Number:42418; Leaded Process Compatible:No; Number of Bits:24; Number of Channels:8; Operating Temp. Max:70 C; Operating Temp. Min:-10 C
DC37PF179C
0.094 IN  (2.39 MM) DIAMETER
Silver Mica Capacitor; Capacitance:750pF; Capacitance Tolerance: /- 5%; Series:CDV30; Voltage Rating:2000VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:11.1mm; Leaded Process Compatible:No RoHS Compliant: No
Audio CODEC IC; IC Function:Audio CODEC IC; Package/Case:64-LQFP; IC Generic Number:42426; Leaded Process Compatible:No; Number of Bits:24; Number of Channels:6; Operating Temp. Max:70 C; Operating Temp. Min:-10 C
Silver Mica Capacitor; Capacitance:1000pF; Capacitance Tolerance: /- 5%; Series:CDV30; Voltage Rating:2500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:11.1mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:110pF; Capacitance Tolerance: /- 5%; Series:CDV30; Voltage Rating:2500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:11.1mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:100pF; Capacitance Tolerance: /- 5%; Series:CDV30; Voltage Rating:2500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:11.1mm; Leaded Process Compatible:No RoHS Compliant: No
	YEONHO Electronics Co., Ltd.
Vicor, Corp.
STMicroelectronics N.V.
Omron Electronics, LLC
TE Connectivity, Ltd.
Square D by Schneider Electric
Bourns, Inc.
BRILLIANCE SEMICONDUCTOR, Inc.
Atmel, Corp.
3M Company
Infineon Technologies AG
Cypress Semiconductor, Corp.
HIROSE ELECTRIC Co., Ltd.
ON Semiconductor
EEPROM
Catalyst Semiconductor

	2SC342306 2SC3423 	Silicon NPN Epitaxial Type (PCT Process) Audio Frequency Amplifier Applications
	Toshiba Semiconductor

	2SA1203 	Transistor Silicon PNP Epitaxial Type (PCT process)  Audio Frequency Amplifier Applications
	TOSHIBA

	2SA1426 	TRANSISTOR SILICON PNP  EPITAXIAL TYPE (PCT PROCESS)  AUDIO POWER AMPLIFIER  APPLICATIONS
	TOSHIBA

	HN1A02F 	Silicon PNP Epitaxial Type (PCT Process) Audio Frequency Power Amplifier Applications
	Toshiba Semiconductor

	2SC3112 	Transistor Silicon NPN Epitaxial Type (PCT process)  For Audio Amplifier and Switching Applications
	TOSHIBA

	2SC3666 	TRANSISTOR SILICON NPN EPITAXIAL TYPE (PCT PROCESS)  AUDIO POWER AMPLIFIER APPLICATIONS
	TOSHIBA

	2SC420707 2SC4207 	Silicon NPN Epitaxial Type (PCT process) Audio Frequency General Purpose Amplifier Applications
	Toshiba Semiconductor
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