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	Maker: N/A
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			 Related Part Number
	
					PART	Description	Maker
	PIC12LC671-04_P PIC12LC671-04_SM PIC12LC671-04I_MF	EPROM Memory Programming Specification
From old datasheet system
	Microchip Technology

	LXT971ABE M25P64-VME6P M25P64-VMF6P M27C400206 M27	Series One Watt Zeners
64 Mbit, Low Voltage, Serial Flash Memory With 50MHz SPI Bus Interface
4 Mbit (256Kb x16) UV EPROM and OTP EPROM
8 Mbit 1Mb x8 Low Voltage UV EPROM and OTP EPROM
64 Mbit (4Mbx16, Boot Block) 3V Supply Flash memory
4 Mbit (512Kb x8 or 256Kb x16, Boot Block) single supply Flash memory
5V or 3V NVRAM Supervisor for Up to 8 LPSRAMs
Serial access Real-Time Clock with alarm
	1N4728A
STMICROELECTRONICS[STMicroelectronics]

	LTC1263 LTC1263CS8 1263F 	12V/ 60mA Flash Memory Programming Supply
12V, 60mA Flash Memory Programming Supply
From old datasheet system
	Linear Technology

	PIC16F721 PIC16F72 	FLASH Memory Programming Specification
	Microchip Technology

	AN490 	ST10 - PROGRAMMING FLASH MEMORY OF THE ST10F166
	SGS Thomson Microelectronics

	LTC1262-15 	12V, 30mA Flash Memory Programming Supply
	Linear Technology

	ST662ABD-TR ST662ACD-TR 	DC-DC CONVERTER FROM  5V TO 12V, 0.03A FOR FLASH MEMORY PROGRAMMING SUPPLY
	ST Microelectronics

	EB311 	In-Circuit Programming of FLASH Memory Using the Monitor Mode for the MC68HC908SR12 在电路的FLASH为MC68HC908SR12使用的监控模式存储器编程
	Motorola Mobility Holdings, Inc.
Motorola, Inc.
MOTOROLA[Motorola, Inc]

	SX52BD SX48BD/TQ SX52BD/PQ SX48BD 	Configurable Communications Controllers with EE/Flash Program Memory, In-System Programming Capability, and On-Chip Debug
	UBICOM
Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers

	ATMEGA162 ATMEGA162L ATMEGA162V 	16-Kbyte self-programming Flash Program Memory, 1-Kbyte SRAM, 512 Byte EEPROM, JTAG interface for on-chip-debug. Up to 16 MIPS throughput at 16 MHz.
16-Kbyte self-programming Flash Program Memory, 1-Kbyte SRAM, 512 Byte EEPROM, JTAG interface for on-chip-debug. Up to 8 MIPS throughput at 8 MHz. 3 Volt Operation.
16-Kbyte self-programming Flash Program Memory, 1-Kbyte SRAM, 512 Byte EEPROM, JTAG interface for on-chip-debug. Up to 1 MIPS throughput at 1 MHz.
	Atmel

	M27V401 	4 Mbit (512Kb x 8) Low Voltage UV EPROM and OTP EPROM(4Mb低压UV EPROM和OTP EPROM)
	意法半导

	A1SJ71UC24-R2 A1SY81 A1SJ71UC24-R4 A1SNMCA-8KP A1S	MODULE COMMS RS232
OUTPUT CARD SINK/SOURCE 32 P
MODULE COMMS RS422
MEMORY EPROM 8K GPP
INPUT CARD SINK/SOURCE 16 P
OUTPUT CARD SINK/SOURCE 16 P
MEMORY EPROM 2K
CPU MODULE 64K
通讯科的RS232模块
路RS422模块通讯
CPU MODULE 8K CPU模块8K
REMOTE I/O MODULE 远程I / O模块
	飞思卡尔半导体(中国)有限公司
Electronic Theatre Controls, Inc.
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