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			PIC16C554A-20JW - EPROM-Based 8-Bit CMOS Microcontroller 存储器为基础位CMOS微控制器 INDUCTOR, AXIAL, 4.0UH; Inductor type:Choke; Inductance:4uH; Tolerance, inductance: /-20%; Resistance:0.014R; Current, DC max:6A; Frequency, resonant:205MHz; Case style:Axial; Material, core:Ferrite; Tolerance,  :20%; Tolerance, RoHS Compliant: Yes Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:10; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle 
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	Part No.	PIC16C554A-20/JW PIC16C554A-20/P PIC16C554A-04I/JW PIC16C554-04I/JW PIC16C554-04E/JW PIC16C554-20E/JW PIC16C554-20E/P PIC16C554-20E/SS PIC16C554-20E/SO PIC16C554-04E/P PIC16C554-04E/SO PIC16C556A-20/JW PIC16C556A-20/P PIC16C556A-20/SO PIC16C558A-04/JW PIC16C558A-04/P PIC16C558A-04/SO PIC16C558A-04/SS PIC16C558A-04E/JW PIC16C558A-04E/P PIC16C558A-04E/SO PIC16C558A-04E/SS PIC16C558A-04I/JW PIC16C558A-04I/P PIC16C558A-04I/SO PIC16C558A-04I/SS PIC16C558-04/P PIC16C558-04/SS PIC16C558-04/JW PIC16C558-04/SO PIC16C558-20/SS  

	Description	EPROM-Based 8-Bit CMOS Microcontroller 存储器为基础位CMOS微控制器 
 INDUCTOR, AXIAL, 4.0UH; Inductor type:Choke; Inductance:4uH; Tolerance, inductance: /-20%; Resistance:0.014R; Current, DC max:6A; Frequency, resonant:205MHz; Case style:Axial; Material, core:Ferrite; Tolerance,  :20%; Tolerance, RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:10; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
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 			 Full text search : EPROM-Based 8-Bit CMOS Microcontroller 存储器为基础位CMOS微控制器 INDUCTOR, AXIAL, 4.0UH; Inductor type:Choke; Inductance:4uH; Tolerance, inductance: /-20%; Resistance:0.014R; Current, DC max:6A; Frequency, resonant:205MHz; Case style:Axial; Material, core:Ferrite; Tolerance,  :20%; Tolerance, RoHS Compliant: Yes Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:10; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	PIC16C62X_03 	EPROM-Based 8-Bit CMOS Microcontrollers
	MICROCHIP[Microchip Technology]

	PIC16LV5XA02BI_SS PIC16LV58A PIC16LV5XA02BI_P PIC1	EPROM-Based 8-Bit CMOS Microcontroller Series
	MICROCHIP[Microchip Technology]

	NMC27C64 NMC27C64N200 NMC27C64Q150 NMC27C64NE200 	65 /536-Bit (8192 x 8) CMOS EPROM
IC-64K CMOS PROM 8K X 8 EEPROM 5V, 200 ns, PDIP28
65,536-Bit (8192 x 8) CMOS EPROM
64KBit (8192 x 8) CMOS EPROM [Life-time buy]
	Fairchild Semiconductor, Corp.

	AM27C2048 AM27C2048-120DC AM27C2048-120DC5 AM27C20	   2 Megabit (128 K x 16-Bit) CMOS EPROM
128K X 16 OTPROM, 120 ns, PQCC44
2 Megabit (128 K x 16-Bit) CMOS EPROM 2兆位28亩16位）的CMOS存储
2 Megabit (128 K x 16-Bit) CMOS EPROM 2兆位28亩16位）CMOS存储
TESTER FLAT CABLE 2兆位28亩16位）的CMOS存储
2 Megabit (128 K x 16-Bit) CMOS EPROM 128K X 16 UVPROM, 55 ns, CDIP40
4-Bit Binary Full Adders With Fast Carry 16-SO 0 to 70 2兆位128亩16位）的CMOS存储
TESTER MODULAR CABLE RJ45/12/11
4-Bit Binary Full Adders With Fast Carry 16-SOIC 0 to 70
Evaluation Kit for the MAX3869
2 megabit CMOS EPROM
	SPANSION LLC
Advanced Micro Devices, Inc.
AMD[Advanced Micro Devices]

	PIC16HV540 40197A PIC16HV540-20I_SS PIC16HV540-04_	From old datasheet system
Enhanced PIC16C54 EPROM-Based 8-Bit CMOS Microcontroller With On-Chip Voltage Regulator
	MICROCHIP[Microchip Technology]

	NM27C020 NM27C020QE150 	2 Meg (256k x 8) UV Erasable CMOS EPROM [Life-time buy]
2097152-Bit (256K x 8) UV Erasable CMOS EPROM
2,097,152-Bit (256K x 8) UV Erasable CMOS EPROM
2 /097 /152-Bit (256K x 8) UV Erasable CMOS EPROM
	FAIRCHILD[Fairchild Semiconductor]

	CY27C128-120WMB CY27C128-150JC CY27C128-150WC CY27	   128K (16K x 8-Bit) CMOS EPROM
128K (16K x 8-Bit) CMOS EPROM 16K X 8 OTPROM, 120 ns, PDIP28
128K (16K x 8-Bit) CMOS EPROM 16K X 8 OTPROM, 120 ns, PQCC32
128K (16K x 8-Bit) CMOS EPROM 16K X 8 OTPROM, 45 ns, PDIP28
128K (16K x 8-Bit) CMOS EPROM 16K X 8 OTPROM, 150 ns, PDIP28
128K (16K x 8-Bit) CMOS EPROM 16K X 8 UVPROM, 200 ns, CDIP28
	Cypress Semiconductor Corp.
Cypress Semiconductor, Corp.

	CY27C256 CY27C256-120 CY27C256-120JC CY27C256-120P	32K x 8-Bit CMOS EPROM 32K X 8 UVPROM, 55 ns, CDIP28
32K x 8-Bit CMOS EPROM 32K X 8 OTPROM, 150 ns, PDSO32
CONN PLUG HOUSING HA SIZE2 UPPER
	Cypress Semiconductor, Corp.
Cypress Semiconductor Corp.
CYPRESS[Cypress Semiconductor]

	MX26C4000BTI-90 MX26C4000BQI-15 MX26C4000BQI-10 MX	4M-BIT [512K x 8] CMOS MULTIPLE-TIME-PROGRAMMABLE-EPROM 512K X 8 FLASH 12V PROM, 120 ns, PDSO32
4M-BIT [512K x 8] CMOS MULTIPLE-TIME-PROGRAMMABLE-EPROM 512K X 8 FLASH 12V PROM, 120 ns, PQCC32
4M-BIT [512K x 8] CMOS MULTIPLE-TIME-PROGRAMMABLE-EPROM 512K X 8 FLASH 12V PROM, 90 ns, PQCC32
4M-BIT [512K x 8] CMOS MULTIPLE-TIME-PROGRAMMABLE-EPROM 512K X 8 FLASH 12V PROM, 90 ns, PDIP32
Switch Actuator; For Use With:18 Series Switches; Accessory Type:Spring Lever Actuator RoHS Compliant: Yes
IC DRIVER 1/2BRDG LOW SIDE 16DIP
DIODE SCHTTKY 150V 2X30A TO247AD
	Macronix International Co., Ltd.

	NM27C240 NM27C240QE120 	4 Meg (256K x 16) High Performance CMOS EPROM [Life-time buy]
4,194,304-Bit (256k x 16) High Performance CMOS EPROM
4 /194 /304-Bit (256k x 16) High Performance CMOS EPROM
4,194,304位（256k × 16）高性能的CMOS存储
	FAIRCHILD[Fairchild Semiconductor]
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