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			 Related Part Number
	
					PART	Description	Maker
	HG2-AC240V-F HG3-AC240V-F HG4-AC240V-F HG4-AC100V-	TYPICAL APPLICATIONS
	Panasonic Semiconductor

	T-30411G 	Typical applications: telephonesets, PBXs, DLC systems,central office switches.
	Rhombus Industries Inc.

	Q6008LH1LED 	Q6008LH1LED series is designed to meet low load current characteristics typical in LED lighting applications.
	Littelfuse

	Q6008LTH1LED 	Q6008LTH1LED series is designed to meet low load current characteristics typical in LED lighting applications.
	Littelfuse

	BGA312 	Silicon Bipolar MMIC-Amplifier (Cascadable 50 W-gain block 11 dB typical gain at 1.0 GHz 9 dBm typical P-1dB at 1.0 GHz)
	Siemens Semiconductor Group

	TL802A-1 TL801 	TYPICAL INSTALLATION DIAGRAM
TYPICAL INSTALLATIION DIAGRAM
	List of Unclassifed Manufacturers
List of Unclassifed Manufac...

	MPX2200 MPX2200A MPX2200AP MPX2200AS MPX2200D MPX2	0 to 200 kPa (0 to 29 psi) 40 mV FULL SCALE SPAN (TYPICAL) 000千帕29 PSI）的全尺寸为40 mV跨度（典型）
0 to 200 kPa (0 to 29 psi) 40 mV FULL SCALE SPAN (TYPICAL) 000千帕9 PSI）的全尺寸为40 mV跨度（典型）
(MPX2200 / MPX2201) 0 to 200 kPa (0 to 29 psi) 40 mV FULL SCALE SPAN (TYPICAL)
	Motorola Mobility Holdings, Inc.
Motorola, Inc.
MOTOROLA[Motorola Inc]
MOTOROLA[Motorola, Inc]

	AD892 AD892E AD892EJP AD892T AD892TJP 	Typical Charactoristics
	Analog Devices, Inc.

	KK1517 	TYPICAL APPLICATION CIRCUIT
	KODENSHI KOREA
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