

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						11012			ISL3176			PT12114			ISL3176			02K25			TE506			SDA130E			TC811			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			DS1859 - Dual, Temperature-Controlled Resistors with Internally Calibrated Monitors 



		
			
					
						
						[image: DS1859_182775.PDF Datasheet]



					
				
					 		
	Part No.	DS1859   

	Description	Dual, Temperature-Controlled Resistors with Internally Calibrated Monitors 
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			 Related Part Number
	
					PART	Description	Maker
	DS1851E-010 DS1851E-010TR 	Dual Temperature-Controlled NV Digital-to-Analog Converters
	Dallas Semiconducotr

	DS1847 1847 	Dual Temperature-Controlled NV Variable Resistor
From old datasheet system
	Dallas

	DS1858 DS1858E-050 DS1858E-050/T DS1858E-050/R DS1	Dual Temperature-Controlled Resistors with Three Monitors SPECIALTY ANALOG CIRCUIT, PDSO16
	Maxim Integrated Products, Inc.

	EPA073HL-225 EPA073HL-100 EPA073HL-300 EPA073HL-35	Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-SOIC
Quad Digitally Controlled Potentiometers (XDCP™); Temperature Range: -40°C to 85°C; Package: 24-SOIC
Quad Digitally Controlled Potentiometers (XDCP™); Temperature Range: 0&degC to 70°C; Package: 24-TSSOP
Dual Digitally Controlled Potentiometers (XDCPs™); Temperature Range: -40°C to 85°C; Package: 14-TSSOP
DELAY LINE|FIXED TAPS|1-LINE|5-TAP|HYBRID|DIP|14PIN|PLASTIC 延迟线|定额丝锥| 1线| 5，技术咨询|混合|双酯| 14PIN |塑料
Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-SOIC 延迟线|定额丝锥| 1线| 5，技术咨询|混合|双酯| 14PIN |塑料
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC 延迟线|定额丝锥| 1线| 5，技术咨询|混合|双酯| 14PIN |塑料
	Abracon, Corp.
TE Connectivity, Ltd.

	EP9430-65 EP9430-80 EP9430-11 EP9430-85 EP9430-75 	Dual Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 20-PDIP
Quad Digital Controlled Potentionmeters (XDCP™), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: 0&degC to 70°C; Package: 20-PDIP
Single Digitally Controlled (XDCP™) Potentiometer; Temperature Range: 0&degC to 70°C; Package: 14-TSSOP
Quad Digital Controlled Potentionmeters (XDCP™), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: -40°C to 85°C; Package: 20-SOIC
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-MSOP T&R
Quad Digital Controlled Potentionmeters (XDCP&#153;), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-SOIC 抽头延迟
Tapped Delay Line 抽头延迟
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP 抽头延迟
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC 抽头延迟
	Belden, Inc.

	ISL22323TFR16Z ISL22323WFV14Z ISL22323 ISL22323UFV	Dual Digitally Controlled Potentiometer (XDCP), Low Noise, Low Power, I-2CBus, 256 Taps
Dual Digitally Controlled Potentiometer (XDCP&#153;), Low Noise, Low Power, I2C&#174; Bus, 256 Taps; Temperature Range: Full-Range Ind; Package: 16-QFN 10K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PQCC16
Dual Digitally Controlled Potentiometer (XDCP&#153;), Low Noise, Low Power, I2C&#174; Bus, 256 Taps; Temperature Range: Full-Range Ind; Package: 14-TSSOP 100K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO14
Dual Digitally Controlled Potentiometer XDCP
	Intersil, Corp.
Intersil Corporation

	EP8203-HL EP8200-HL EP8214-HL EP8209-HL EPA073HL-3	CPU Supervisor with 4k SPI EEPROM; Temperature Range: -40°C to 85°C; Package: 8-PDIP
CPU Supervisor with 4k SPI EEPROM; Temperature Range: -40°C to 85°C; Package: 8-MSOP
CPU Supervisor with 4k SPI EEPROM; Temperature Range: -40°C to 85°C; Package: 14-TSSOP
CPU Supervisor with 4k SPI EEPROM; Temperature Range: -40°C to 85°C; Package: 8-SOIC
Tapped Delay Line
Quad Digitally Controlled Potentiometers (XDCP™); Temperature Range: -40°C to 85°C; Package: 24-TSSOP
Quad Digitally Controlled Potentiometers (XDCP™); Temperature Range: 0&degC to 70°C; Package: 24-SOIC
CPU Supervisor with 4k SPI EEPROM; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
CPU Supervisor with 4k SPI EEPROM; Temperature Range: 0&degC to 70°C; Package: 8-PDIP
Dual Digitally Controlled Potentiometers (XDCPs™); Temperature Range: -40°C to 85°C; Package: 14-TSSOP
RTC Module With CPU Supervisor 时钟模块CPU监控
	3M Company

	X9455WP24I 	Dual Two-wiper Digitally-Controlled (XDCP&#153;) Potentiometer; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-PDIP DUAL 10K DIGITAL POTENTIOMETER, INCREMENT/DECREMENT CONTROL INTERFACE, 256 POSITIONS, PDIP24
	Linear Technology, Corp.

	X9418YS24Z-2.7 X9418YV24Z-2.7 X9418YS24IZ-2.7 X941	Low Noise, Low Power, 2-Wire Bus Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC DUAL 2.5K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
Low Noise, Low Power, 2-Wire Bus Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 24-TSSOP DUAL 2.5K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
Low Noise, Low Power, 2-Wire Bus Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-SOIC DUAL 2.5K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
Low Noise, Low Power, 2-Wire Bus Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-TSSOP DUAL 2.5K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
Low Noise, Low Power, 2-Wire Bus Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-TSSOP DUAL 10K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
Low Noise, Low Power, 2-Wire Bus Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 24-TSSOP DUAL 10K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
	Intersil, Corp.

	EPA1130G-44 EPA1130-350 EPA1130G-75 EPA1130G-250 E	Quad Digitally Controlled (XDCP™) Potentiometers; Temperature Range: 0&degC to 70°C; Package: 24-TSSOP
Quad, 64 Tap, Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 24-SOIC
Quad Digitally Controlled (XDCP™) Potentiometers; Temperature Range: -40°C to 85°C; Package: 24-SOIC
Tapped Delay Line
Quad, 64 Tap, Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 24-TSSOP
Quad Digitally Controlled (XDCP&#153;) Potentiometers; Temperature Range: 0&degC to 70&deg;C; Package: 24-TSSOP 抽头延迟
	Sony, Corp.

	EPA1140-350 EPA1140-175 EPA1140-225 EPA1140-450 EP	Quad Digitally Controlled Potentiometers (XDCP™); Temperature Range: -40°C to 85°C; Package: 24-SOIC
Tapped Delay Line
Quad Digitally Controlled (XDCP™) Potentiometers; Temperature Range: -40°C to 85°C; Package: 24-TSSOP T&R
Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC 抽头延迟
	Glenair, Inc.
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