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			UPD441000LGZ-B85X-KJH - Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:2; Leaded Process Compatible:Yes; Voltage Nom.:600V RoHS Compliant: Yes SERVSWITCH DVI VIDEO     CABLE 10 FT. SERVSWITCH DVI KVM       CABLE 6 1M-BIT CMOS STATIC RAM 128K-WORD BY 8-BIT EXTENDED TEMPERATURE OPERATION 100万位CMOS静态RAM 128K的字8位扩展工作温 SERVSWITCH DVI KVM CABLE 6 100万位CMOS静态RAM 128K的字8位扩展工作温 128K X 8 STANDARD SRAM, 70 ns, PDSO32 128K X 8 STANDARD SRAM, 150 ns, PDSO32 
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	Part No.	UPD441000LGZ-B85X-KJH UPD441000LGZ-B85X-KKH UPD441000LGU-B85X-9JH UPD441000LGU-B85X-9KH UPD441000LGZ-C12X-KJH UPD441000LGZ-C10X-KKH UPD441000LGZ-C12X-KKH UPD441000LGZ-D12X-KJH UPD441000LGZ-D12X-KKH UPD441000LGZ-D15X-KJH UPD441000LGZ-D15X-KKH UPD441000LGU-C10X-9JH UPD441000LGU-C10X-9KH UPD441000LGW-C10X UPD441000LGW-B70X UPD441000LGW-B10X UPD441000LGW-B85X UPD441000LGZ-B70X-KJH UPD441000LGZ-B70X-KKH UPD441000LGU-B70X-9KH UPD441000LGU-D12X-9KH UPD441000L-X UPD441000LGU-B10X-9JH UPD441000LGZ-B10X-KKH UPD441000LGU-D15X-9JH UPD441000LGU-D15X-9KH UPD441000LGW-D12X UPD441000LGW-D15X UPD441000LGU-B10X-9KH UPD441000LGU-D12X-9JH UPD441000LGW-C12X  

	Description	Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes 
 Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:2; Leaded Process Compatible:Yes; Voltage Nom.:600V RoHS Compliant: Yes
SERVSWITCH DVI VIDEO     CABLE 10 FT.
SERVSWITCH DVI KVM       CABLE 6
1M-BIT CMOS STATIC RAM 128K-WORD BY 8-BIT EXTENDED TEMPERATURE OPERATION 100万位CMOS静态RAM 128K的字8位扩展工作温
SERVSWITCH DVI KVM CABLE 6 100万位CMOS静态RAM 128K的字8位扩展工作温
128K X 8 STANDARD SRAM, 70 ns, PDSO32
128K X 8 STANDARD SRAM, 150 ns, PDSO32
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 NEC, Corp.
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 			 Full text search : Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:2; Leaded Process Compatible:Yes; Voltage Nom.:600V RoHS Compliant: Yes SERVSWITCH DVI VIDEO     CABLE 10 FT. SERVSWITCH DVI KVM       CABLE 6 1M-BIT CMOS STATIC RAM 128K-WORD BY 8-BIT EXTENDED TEMPERATURE OPERATION 100万位CMOS静态RAM 128K的字8位扩展工作温 SERVSWITCH DVI KVM CABLE 6 100万位CMOS静态RAM 128K的字8位扩展工作温 128K X 8 STANDARD SRAM, 70 ns, PDSO32 128K X 8 STANDARD SRAM, 150 ns, PDSO32   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	M37210M4-562SP M37211M2-011SP M37211M2-534SP M3721	RESIS,4.7K,5%,1-8W,SMT1206
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Purple; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:White; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Black; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Gray; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Black; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:White/Black; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
RES 4.7K-OHM 5% 0.125W 200PPM THK-FILM SMD-1206 BULK
DIODE SWITCHING SINGLE 75V 215mA-Io 250mW 3000ns-trr SOT-23 3K/REEL
SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER for VOLTAGE SYNTHESIZER with ON-SCREEN DISPLAY CONTROLLER 单芯位CMOS微机电压合成与屏幕显示控制器
	Mitsubishi Electric Corporation
Mitsubishi Electric, Corp.

	CXK77V3211 CXK77V3211Q12_14 CXK77V3211Q CXK77V3211	From old datasheet system
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:White/Red; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:White/Red; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
32768-word by 32-bit High Speed Synchronous Static RAM(32768× 32位高速同步静态RAM)
	Sony Corporation

	312035P 312030P 3182.25P 312.031P 312.062P 312.100	CAT6A F/UTP PATCH CABLE  1M WHITE
CAT6A F/UTP PATCH CABLE  5M BLUE
CAT 7 PATCH CABLE        1 PAIR 1M WHITE
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Gray; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:White; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
CAT 7 PATCH CABLE        4 PAIR 3M WHITE
CAT6A F/UTP PATCH CABLE  5M WHITE
CAT 7 PATCH CABLE        1 PAIR 3M WHITE
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Green; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:14; No. Strands x Strand Size:41 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:600V RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Red; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
CAT 7 PATCH CABLE        1 PAIR 5M WHITE
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Blue; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
CAT 7 PATCH CABLE        1 PAIR 2M WHITE
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
CAT 7 PATCH CABLE        4 PAIR 2M WHITE
CAT6A F/UTP PATCH CABLE  3M WHITE
CAT 7 PATCH CABLE        4 PAIR 1M WHITE
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Color:Pink; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
CAT6A F/UTP PATCH CABLE  2M BLUE
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Color:Dark Blue; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Color:Black; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
Connector assemblies, Network cables;
CAP FILM OIL WOUND 20UF 370VAC
COMPUTER PRODUCT 轴向引线和熔断管-玻璃
Axial Lead and Cartridge Fuses - Glass Body 轴向引线和熔断管-玻璃
CAT6A F/UTP PATCH CABLE 3M WHITE 轴向引线和熔断管-玻璃
RELAY MINI 2A DPDT 48V PC MNT 轴向引线和熔断管-玻璃
CAT6A F/UTP PATCH CABLE 2M BLUE 轴向引线和熔断管-玻璃
CAT6A F/UTP PATCH CABLE 1M WHITE 轴向引线和熔断管-玻璃
	http://
LITTELFUSE[Littelfuse]
Littelfuse, Inc.

	BYX132GL 	Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 3173; CSA Type CL1251; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes
High-voltage car ignition diode
	Philips Semiconductors
NXP Semiconductors

	VN21 VN21011Y VN21012Y VN21_012Y VN21_011Y -VN2101	ISO HIGH SIDE SMART POWER SOLID STATE RELAY
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:White/Green; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
	STMICROELECTRONICS[STMicroelectronics]
意法半导

	VND10 VND10B VND10B_012Y VND10B_011Y VND10B011Y VN	DOUBLE CHANNEL HIGH SIDE SMART POWER SOLID STATE RELAY
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:White/Brown; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
	??????浣?
STMICROELECTRONICS[STMicroelectronics]
意法半导

	M34513M2-420FP M34513M4-051FP M34513M6-051FP M3451	SINGLE-CHIP 4-BIT CMOS MICROCOMPUTER 单芯4位微机的CMOS
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Brown; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
	http://
Mitsubishi Electric, Corp.
Mitsubishi Electric Corporation

	W24L11S-70L W24L11S-70LL W24L11T-70LL W24L11 W24L1	128K X 8 High Speed CMOS Static RAM
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:White/Green; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:White/Blue; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
TRANS NPN W/RES 210 HFE NS-B1 128K X 8 STANDARD SRAM, 70 ns, PDIP32
TRANS NPN W/RES 30 HFE NS-B1 128K X 8 STANDARD SRAM, 70 ns, PDSO32
	WINBOND[Winbond]
Winbond Electronics Corp
Winbond Electronics, Corp.

	10RIA100S90 10RIA20M 10RIA20MS90 10RIA20S90 10RIA1	Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Green; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes 中功率晶闸管
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Color:Black; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Color:White; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Color:Purple; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Color:Light Blue; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes
MEDIUM POWER THYRISTORS
600V 10A Phase Control SCR in a TO-208AA (TO-48) package
100V 10A Phase Control SCR in a TO-208AA (TO-48) package
1000V 10A Phase Control SCR in a TO-208AA (TO-48) package
1200V 10A Phase Control SCR in a TO-208AA (TO-48) package
800V 10A Phase Control SCR in a TO-208AA (TO-48) package
1400V 35A Phase Control SCR in a TO-208AA (TO-48) package
	International Rectifier, Corp.
IRF[International Rectifier]

	BT137-500 BT137-500F BT137-500G BT137-600 BT137-60	Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:White; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Yellow; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Transient Voltage Suppressor Diodes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Purple; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Dark Blue; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Triacs sensitive gate
Triacs logic level
	NXP Semiconductors N.V.
PHILIPS[Philips Semiconductors]

	BLF8 BLF2 BLF10 BLF5 BLN8 BLF1 BLF1_2 BLF11_2 BLF1	Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Light Blue; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
Protected; Fully Encapsulated; Efficiency to 80%; Custom versions available
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
Axial Lead and Cartridge Fuses - Midget
	Littelfuse, Inc.
LITTELFUSE[Littelfuse]
http://
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