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			ALDL17 - Switching Diodes; Surface Mount Type: Y; Package: SMQ; XJE016 JEITA: SC-61; Number of Pins: 4; Features: high breakdown voltage; Internal connection Negative Voltage Hot Swap Controllers with ADC and I2C Monitoring; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C connection: single; Comments: Please ask for the nearest Toshiba distributor about the production works.; Reverse Voltage, max (V): (max 200) : Please ask for the nearest Toshiba distributor about the production works.; Reverse Voltage, max (V): 80 : 2 in 1; Comments: Please ask for the nearest Toshiba distributor about the production works.; Reverse Voltage, max (V): (max 80) : single; Comments: Please ask for the nearest Toshiba distributor about the production works.; Reverse Voltage, max (V): (max 80) Hot Swappable 2-Wire Bus Buffers; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C CompactPCI Hot Swap Controller with I²C Compatible Interface; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C CompactPCI Hot Swap Controller with I²C Compatible Interface; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  85°C Variable Capacitance Diodes; Surface Mount Type: N; Package: MINI; Number of Pins: 3; Application Scope: AM Hi-Fi tuner High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-3P(N); Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 35); I O (A): (max 200) High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-3P(N)IS; Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 35); I O (A): (max 200) High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-3P(N); Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 35); I O (A): (max 300) High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-3P(N); Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 50); I O (A): (max 600) High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-3P(N); Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 35); I O (A): (max 400) Switching Diodes; Surface Mount Type: Y; Package: S-MINI; XJE016 JEITA: SC-59; Number of Pins: 3; Features: high-current type; Internal connection: 2 in 1; Reverse Voltage, max (V): (max 80) 逻辑IC Logic IC 逻辑IC Negative Voltage Hot Swap Controllers with ADC and I2C Monitoring; Package: SSOP; No of Pins: 28; Temperature Range: -40&deg;C to  85&deg;C 逻辑IC Variable Capacitance Diodes; Surface Mount Type: Y; Package: fSC; Number of Pins: 2; Application Scope: VHF/UHF VCO 
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	Part No.	ALDL17 ALDL190 ALDL190G FALDM30G ALDL240 ALDL240G ALDM17 FALDM25 FALDM40 FALDM45 FALDM225 FALDM240 FALDM250 FALDM35G FALDM40G FALDM225G ALDM300 ALDL120G ALDL125 SIDL145 FSIDL145 ALDL130 FALDL220G FALDM50G FALDM7 FALDM60 FALDM60G FALDM75G FALDM70G ALDM150G FALDM270  

	Description	Switching Diodes; Surface Mount Type: Y; Package: SMQ; XJE016 JEITA: SC-61; Number of Pins: 4; Features: high breakdown voltage; Internal connection 
 Negative Voltage Hot Swap Controllers with ADC and I2C Monitoring; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
connection: single; Comments: Please ask for the nearest Toshiba distributor about the production works.; Reverse Voltage, max (V): (max 200)
: Please ask for the nearest Toshiba distributor about the production works.; Reverse Voltage, max (V): 80
: 2 in 1; Comments: Please ask for the nearest Toshiba distributor about the production works.; Reverse Voltage, max (V): (max 80)
: single; Comments: Please ask for the nearest Toshiba distributor about the production works.; Reverse Voltage, max (V): (max 80)
Hot Swappable 2-Wire Bus Buffers; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
CompactPCI Hot Swap Controller with I²C Compatible Interface; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
CompactPCI Hot Swap Controller with I²C Compatible Interface; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  85°C
Variable Capacitance Diodes; Surface Mount Type: N; Package: MINI; Number of Pins: 3; Application Scope: AM Hi-Fi tuner
High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-3P(N); Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 35); I O (A): (max 200)
High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-3P(N)IS; Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 35); I O (A): (max 200)
High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-3P(N); Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 35); I O (A): (max 300)
High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-3P(N); Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 50); I O (A): (max 600)
High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-3P(N); Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 35); I O (A): (max 400)
Switching Diodes; Surface Mount Type: Y; Package: S-MINI; XJE016 JEITA: SC-59; Number of Pins: 3; Features: high-current type; Internal connection: 2 in 1; Reverse Voltage, max (V): (max 80) 逻辑IC
Logic IC 逻辑IC
Negative Voltage Hot Swap Controllers with ADC and I2C Monitoring; Package: SSOP; No of Pins: 28; Temperature Range: -40&deg;C to  85&deg;C 逻辑IC
Variable Capacitance Diodes; Surface Mount Type: Y; Package: fSC; Number of Pins: 2; Application Scope: VHF/UHF VCO
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	Part: ALD1117SA
	Maker: ALCATEL
	Pack: SMD8
	Stock: Reserved
	Unit price 
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	1000: 
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 			 Full text search : Switching Diodes; Surface Mount Type: Y; Package: SMQ; XJE016 JEITA: SC-61; Number of Pins: 4; Features: high breakdown voltage; Internal connection Negative Voltage Hot Swap Controllers with ADC and I2C Monitoring; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C connection: single; Comments: Please ask for the nearest Toshiba distributor about the production works.; Reverse Voltage, max (V): (max 200) : Please ask for the nearest Toshiba distributor about the production works.; Reverse Voltage, max (V): 80 : 2 in 1; Comments: Please ask for the nearest Toshiba distributor about the production works.; Reverse Voltage, max (V): (max 80) : single; Comments: Please ask for the nearest Toshiba distributor about the production works.; Reverse Voltage, max (V): (max 80) Hot Swappable 2-Wire Bus Buffers; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C CompactPCI Hot Swap Controller with I²C Compatible Interface; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C CompactPCI Hot Swap Controller with I²C Compatible Interface; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  85°C Variable Capacitance Diodes; Surface Mount Type: N; Package: MINI; Number of Pins: 3; Application Scope: AM Hi-Fi tuner High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-3P(N); Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 35); I O (A): (max 200) High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-3P(N)IS; Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 35); I O (A): (max 200) High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-3P(N); Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 35); I O (A): (max 300) High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-3P(N); Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 50); I O (A): (max 600) High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-3P(N); Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 35); I O (A): (max 400) Switching Diodes; Surface Mount Type: Y; Package: S-MINI; XJE016 JEITA: SC-59; Number of Pins: 3; Features: high-current type; Internal connection: 2 in 1; Reverse Voltage, max (V): (max 80) 逻辑IC Logic IC 逻辑IC Negative Voltage Hot Swap Controllers with ADC and I2C Monitoring; Package: SSOP; No of Pins: 28; Temperature Range: -40&deg;C to  85&deg;C 逻辑IC Variable Capacitance Diodes; Surface Mount Type: Y; Package: fSC; Number of Pins: 2; Application Scope: VHF/UHF VCO   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	BAV70DV-7 BAV70DV 	Discrete - Diodes (Less than 0.5A) - Switching Diodes
SURFACE MOUNT SWITCHING DIODE ARRAY
	Diodes Incorporated

	1SS400 	Diodes > Switching Diodes > Surface mounting type
	ROHM

	BAV756DW08 BAV756DW-7-F 	Switching Diodes
QUAD SURFACE MOUNT SWITCHING DIODE ARRAY
	Diodes Incorporated

	BAW56W-AUA200001 BAW56W-AUAX00001 BAW56W-AUAY00001	SURFACE MOUNT SWITCHING DIODES Fast switching speed
	Pan Jit International Inc.
Pan Jit International I...

	1N4448HWT 	SURFACE MOUNT FAST SWITCHING DIODE
Switching Diodes
	DIODES[Diodes Incorporated]

	FALDM375 FALDM450 FALDM400 ALDM500 FALDM500 	; Comments: Please ask for the nearest Toshiba distributor about the production works.; Reverse Voltage, max (V): (max 80)
Switching Diodes; Surface Mount Type: Y; Package: SM6; XJE016 JEITA: SC-74; Number of Pins: 6; Features: high-speed switching; Internal connection: 3 in 1; Reverse Voltage, max (V): (max 80)
Logic IC
High Efficiency Diodes (HEDs); Surface Mount Type: N; Package: TO-220NIS; Number Of Pins: 3; Application Scope: Switching mode power supply; Internal Connection: Center tap; T RR (ns): (max 50); I O (A): (max 600)
	

	CMLD4448 	SMD Switching Diode Dual
SURFACE MOUNT PICOmini DUAL, ISOLATED HIGH SPEED SILICON SWITCHING DIODES
	CENTRAL[Central Semiconductor Corp]

	BAV16WS 1N4448WS 	SURFACE MOUNT SWITCHING DIODES
	Pan Jit International Inc.

	MMBD6050WS09 	SURFACE MOUNT SWITCHING DIODES
	Pan Jit International Inc.

	BAS16TS 	SURFACE MOUNT SWITCHING DIODES
	Pan Jit International Inc.

	BAV23 BAV23CA BAV23CC 	SURFACE MOUNT SWITCHING DIODES
	SEMTECH ELECTRONICS LTD.

	BAS16TG 	SURFACE MOUNT SWITCHING DIODES
	Pan Jit International Inc.
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